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1. Overall Description
During the RAN1#49 meeting in Kobe RAN1 delegates were informed about RAB combinations which are proposed to be captured in 25.993 for Rel. 5 [1]: 
1. Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

2. Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

3. Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

RAN1 was asked to verify the physical layer related parameters in the provided CR [2].
2. Actions

To RAN2: RAN1 kindly informs RAN2 that the L1 parameters of the RAB combination were checked and no concerns were raised so that RAN2 can continue with this CR.
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4. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 Meeting #49bis, 25th- 29th June, Orlando, USA
TSG-RAN1 Meeting #50, 20th-24th Aug, Athens, Greece
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