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First modified section

5.1.15
UE GANSS Timing of Cell Frames for UE positioning

	Definition
	The timing between cell j and GANSS Time Of Day for a given GANSS system. TUE-GANSS is defined as the time of occurrence of a specified UTRAN event according to GANSS time for a given GANSS Id. The specified UTRAN event is the beginning of a particular frame (identified through its SFN) in the first detected path (in time) of the cell j CPICH, where cell j is a cell chosen by the UE. The reference point for TUE-GANSSj shall be the antenna connector of the UE.

	Applicable for
	CELL_FACH intra, CELL_DCH intra


Next modified section

5.1.16
UE GANSS code phase

	Definition
	The code phase and Integer code phase of the spreading code of the ith GANSS satellite signal. The reference point for the GANSS code phase shall be the antenna connector of the UE.

	Applicable for
	Void (this measurement is not related to UTRAN/GSM signals; its applicability is therefore independent of the UE RRC state)


Last modified section

5.2.18
UTRAN GANSS Timing of Cell Frames for UE positioning

	Definition
	TUTRAN-GANSS is defined as the time of the occurrence of a specified UTRAN event according to GANSS Time Of Day. The specified UTRAN event is the beginning of the transmission of a particular frame in the cell. The reference point for TUTRAN-GANSS shall be the Tx antenna connector.
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