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1．Introduction
At RAN meeting #38 in November 2007, " Work item on 64QAM for 1.28 Mcps TDD HSDPA" was approved as a new work item (WI) in RP-070924 [1]. In light of TR 25.824, significant gains were observed by the provision of 64QAM in scenarios where users can benefit in terms of increased throughput from favorable radio conditions such as in indoor system solutions or well tuned outdoor systems. So in this document two time slot formats for HS-PDSCH 64QAM modulation are presented as following table 1.

Table 1: Time slot formats for the HS-PDSCH

	Slot Format

#
	SF
	Midamble length (chips)
	NTFCI code word (bits)
	NSS & NTPC

(bits)
	Bits/slot
	NData/Slot (bits)
	Ndata/data field(1) (bits)
	Ndata/data field(2) (bits)

	0 (QPSK)
	16
	144
	0
	0 & 0
	88
	88
	44
	44

	1 (16QAM)
	16
	144
	0
	0 & 0
	176
	176
	88
	88

	2 (QPSK)
	1
	144
	0
	0 & 0
	1408
	1408
	704
	704

	3(16QAM)
	1
	144
	0
	0 & 0
	2816
	2816
	1408
	1408

	4(64QAM)
	16
	144
	0
	0 & 0
	264
	264
	132
	132

	5 (64QAM)
	1
	144
	0
	0 & 0
	4224
	4224
	2112
	2112


2. Conclusion
We propose to approve the time slot formats for 1.28 Mcps TDD HSDPA 64QAM. The draft CR is attached for check.
3. Reference

[1] RP-070924, SI proposal “Proposal for New Work item on 64QAM for 1.28Mcps TDD HSDPA”, RAN #38, Cancun, Mexico, Nov. 2007.
[2] TR 25.824, “Scope of HSPA Evolution for 1.28Mcps TDD”.
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5A.3.9.5
HS-PDSCH timeslot formats

An HS-PDSCH may use QPSK or 16QAM or 64QAM modulation symbols. The time slot formats are shown in table 8KA.

Table 8KA: Time slot formats for the HS-PDSCH

	Slot Format

#
	SF
	Midamble length (chips)
	NTFCI code word (bits)
	NSS & NTPC
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	Bits/slot
	NData/Slot (bits)
	Ndata/data field(1) (bits)
	Ndata/data field(2) (bits)
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	88
	88
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	44
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	1408
	1408
	704
	704

	3 (16QAM)
	1
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	0
	0 & 0
	2816
	2816
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	264
	264
	132
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