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6.2 Finalization of TS 36.212

Summary of the conclusions from the email ad hoc to be prepared by Sadayuki Abeta.
R1-081031
Summary of the e-mail discussion on channel coding
NTT DoCoMo

R1-080653
Draft CR for 36.212
Qualcomm Europe

Draft CR is endorsed
RV definition for UL-SCH

R1-080685
RV definition for UL-SCH
Samsung

R1-080686
Adjustment to starting positions of redundancy versions for turbo code rate matching
Samsung

R1-080945
Simulation results on RV usage for uplink HARQ
Nokia Siemens Networks, Nokia

R1-080946
Way forward on RV usage for uplink HARQ
Nokia Siemens Networks, Nokia, Motorola, Ericsson, LGE, ZTE
R1-081009
RV selection for uplink HARQ                   
LG Electronics
Conclusion
Agreed in principle in 946, continue the discussion on text proposal offline. Revisit on Friday.(1129)
- Reuse RV definition as in DL-SCH for UL-SCH

- One retransmission sequence
R1-081129
Draft LS on Redundancy Version Sequences for HARQ
Nokia Siemens Networks, Nokia
LBRM

R1-080762
Performance analysis for LBRM
ZTE
R1-081097
LBRM and Soft buffer size
Motorola, Broadcom

Keep Current WA
CRC

R1-080687
CRC generator polynomial for PDCCH
Samsung

R1-081073
80944
CRC Mask Selection for PBCH
Nokia Siemens Networks, Nokia

MIMO

R1-080876
On HARQ operation for MIMO
Ericsson

R1-080877
Extending Codeword to Layer Mapping for Efficient Support of Retransmissions
Ericsson

R1-080985
CQI coding over PUCCH 
Panasonic






