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4.4.1.1
Mapping of TFCI code word

Denote the number of bits in the TFCI code word by NTFCI code word, and denote the TFCI code word bits by bk, where k = 0, …, NTFCI code word -1

When the number of bits in the TFCI code word is 8, 16, 32, the mapping of the TFCI code word to the TFCI bit positions shall be as follows:
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Figure 9: Mapping of TFCI code word bits to TFCI position in 1.28 Mcps TDD option, 
where N = NTFCI code word.

For MBSFN transmissions with 16QAM, the coded bits bk, are mapped to the transmitted TFCI bits according to the following two group formulas:
Formula a, mapping onto the outer-corners of the 16QAM constellation
d4k = b2k ,
d4k+1 = b2k+1 ,
d4k+2 = 1,
d4k+3 = 1,
Formula b, mapping onto the inner-corners of the 16QAM constellation 

d4k = b2k ,
d4k+1 = b2k+1 ,
d4k+2 =0,
d4k+3 = 0,
The 1st , the 3rd, the 5th and the 7th part of TFCI code word will use the Mapping Formula a, and the 2nd , the 4th , the 6th and the 8th part of TFCI code word will use the Mapping Formula b. As the TTI of S-CCPCH is 40ms or 80ms, the TFCI bits will be repeated with a period of 20 ms frame. In the second 20ms frame, the 1st , the 3rd, the 5th and the 7th part of TFCI code word will use the Mapping Formula b, and the 2nd , the 4th , the 6th and the 8th part of TFCI code word will use the Mapping Formula a, and so on for the consecutive frames. The mapping of the TFCI code word to the TFCI bit positions shall be as follows:
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Figure 9A: Mapping of TFCI code word bits to TFCI position in 1.28 Mcps TDD option for downlink MBSFN, where N = NTFCI code word.
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