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--- Explanatory text not to be included in the LS ---

At the RAN1 #50bis meeting, the “concept” of “TPC-PDCCHPUSCH“ and “TPC-PDCCHPUSCH“ (PDCCH with DCI format 3/3a) was agreed and this has then been fully  integrated into the RAN1 specifications (36.213). However, it does not seem that this concept has been properly communicated with RAN2, who would be responsible for defining the corresponding “TPC-RNTIs” and the signaling needed to configure a UE with these. It is proposed that the below LS is sent to RAN2 to clarify this.

--- End of explanatory text ---

Power control for PUSCH and PUCCH includes the possibilities for explicit power control commands to be conveyed via specific PDCCHs, here referred to as TPC-PDCCH. A TPC-PDCCH carries power-control commands to multiple UEs simultaneously. Furthermore, a TPC-PDCCH is assumed to be identified, from a UE point-of-view, by specific RNTIs, here referred to as TPC-PUSCH RNTI (identifying the PDCCH on which the UE should receive power-control commands for power control of PUSCH) and TPC-PUCCH RNTI (identifying the PDCCH on which the UE should receive power-control commands for power control of PUCCH). These RNTIs are, in the general case

· different, allowing for independent power control of PUSCH and PUCCH

· UE specific, as there could be multiple TPC-PDCCH for power control of different UEs. 

Thus, the network must be able to configure a UE with UE-specific TPC-PUSCH RNTI and TPC-PUCCH RNTI.
In addition, as each PDCCH carries power-control commands to multiple UEs, the network must provide a UE with UE-specific indices for both the PUSCH TPC-PDCCH and the PUCCH TPC-PDCCH. 
RAN1 will include the corresponding parameters in the next update in the list of parameters to be configured by RRC.
2. Actions:

RAN2 is asked to take the above information into account in its work on finalizing the LTE release 8 specifications.
3. Date of Next TSG-RAN WG1 Meetings:
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