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RAN1 discussed LTE physical layer parameter values for different UE categories in RAN1#53, based on decisions on supported transport block sizes made during RAN1#52bis and RAN1#53. RAN1 would like to inform RAN2 of the following proposed text to TS 36.306 reflecting the decisions made in RAN1#53.
------ start of text proposal ----

4.1
UE Categories
The UE Category parameter defines a combined uplink and downlink capability. The parameters set by the UE Category are defined in subclause 4.2. Tables 4.1-1 and 4.1-2 define the downlink and, respectively, uplink physical layer parameter values for each UE Category. 

Table 4.1-1: Downlink physical layer parameter values set by UE Category

	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	Category 1
	10296
	10296
	250,368
	1

	Category 2
	51024
	51024
	1,237,248
	2

	Category 3
	102048
	75376
	1,237,248
	2

	Category 4
	150752
	75376
	1,827,072
	2

	Category 5
	302752
	151376
	3,667,200
	4


Table 4.1-2: Uplink physical layer parameter values set by UE Category

	UE Category
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	Category 1
	5160
	No

	Category 2
	25456
	No

	Category 3
	51024
	No

	Category 4
	51024
	No

	Category 5
	75376
	Yes


---------- end of text proposal----------

2. Actions:

RAN1 kindly asks RAN2 to capture the RAN1 decision in 36.306
3. Date of Next TSG-RAN WG1 Meetings:

RAN WG1#53bis
June 30 – July 4
Warsaw


Poland
