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6C.2.1
Uplink DPCCH burst pattern

The Uplink DPCCH burst pattern and the uplink DPCCH preamble and postamble (6C.2.2) together define the discontinuous uplink DPCCH operation.

The Uplink DPCCH burst pattern is illustrated in Figure 2A for 2ms E-DCH TTI and Figure 2B for 10ms E-DCH TTI. The Uplink DPCCH burst pattern defines the minimum set of slots where the UE shall transmit the UL-DPCCH.

The Uplink DPCCH burst pattern shall be derived as follows.

If there has not been any E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs:

· The transmission length in the Uplink DPCCH burst pattern shall be UE_DPCCH_burst_2 subframes. Once a burst is started, the burst shall be continued.
· The gap length following the DPCCH transmission burst in the Uplink DPCCH burst pattern shall be

· (UE_DTX_cycle_2 – UE_DPCCH_burst_2) subframes,

· Each  subframe in the Uplink DPCCH burst pattern shall be such that

· the CFN and DPCCH subframe number S verify 
((5*CFN - UE_DTX_DRX_Offset + S) MOD UE_DTX_cycle_2) <=  UE_DPCCH_burst_2 - 1 

Otherwise:

· The transmission length in the Uplink DPCCH burst pattern shall be UE_DPCCH_burst_1 subframes. Once a burst is started, the burst shall be continued.
· The gap length following the DPCCH transmission burst in the Uplink DPCCH burst pattern shall be

· (UE_DTX_cycle_1 – UE_DPCCH_burst_1) subframes.

· Each subframe in the Uplink DPCCH burst pattern shall be such that

· the CFN and DPCCH subframe number S verify 
((5*CFN - UE_DTX_DRX_Offset + S) MOD UE_DTX_cycle_1) <=  UE_DPCCH_burst_1 - 1 

NOTE:
The E-DCH transmission start time after data transmission inactivity may be restricted as described in [9] to allow discontinuous reception at Node B.
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