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4.2.1
Radio link monitoring

The downlink radio link quality of the serving cell shall be monitored by the UE for the purpose of indicating radio problem detection status to higher layers. The radio problem detection may be based on cell-specific reference signals.

In non-DRX mode operations, the physical layer in the UE shall every radio frame check the quality, measured over the previous [200ms] period, against thresholds (Qout and Qin) defined implicitly by relevant tests in [6]. 

The UE shall indicate radio problem detection to higher layers when the quality is worse than the threshold Qout and continue until the quality is better than the threshold Qin. 

The start and stop of the radio problem detection monitoring are triggered by higher layers.
4.2.2
Inter-cell synchronisation

[For example, for cell sites with a multicast physical channel]

4.2.3
Transmission timing adjustments

Upon reception of a timing advance command, the UE shall adjust its uplink transmission timing. The timing advance command is expressed in multiples of 16
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and is relative to the current uplink timing.

For a timing advance command received on subframe n, the corresponding adjustment of the timing shall apply from the beginning of subframe n+6.
7.2.1
Aperiodic CQI/PMI/RI Reporting using PUSCH
A UE shall perform aperiodic CQI, PMI and RI reporting using the PUSCH upon receiving an indication sent in the scheduling grant.  
The aperiodic CQI report size and message format is given by RRC.  
The minimum reporting interval for aperiodic reporting of CQI and PMI and RI is 1 subframe. The subband size for CQI shall be the same for transmitter-receiver configurations with and without precoding.
A UE is semi-statically configured by higher layers to feed back CQI and PMI and corresponding RI on the same PUSCH using one of the following reporting modes given in Table 7.2.1-1 and described below:

Table 7.2.1-1: CQI and PMI Feedback Types for PUSCH reporting Modes

	
	
	PMI Feedback Type

	
	
	No PMI
	Single PMI
	Multiple PMI

	PUSCH CQI                 Feedback Type
	
	
	
	

	
	Wideband
	
	
	Mode 1-2

	
	(wideband CQI)
	
	
	

	
	
	
	
	

	
	UE Selected
	Mode 2-0
	
	Mode 2-2

	
	(subband CQI)
	
	
	

	
	
	
	
	

	
	Higher Layer-configured
	Mode 3-0
	Mode 3-1
	

	
	(subband CQI)
	
	
	


For each of the transmission modes defined in Section 7.1, the following reporting modes are supported on PUSCH:

1. Single-antenna port



: Modes 2-0, 3-0
2. Transmit diversity




: Modes 2-0, 3-0
3. Open-loop spatial multiplexing
: Modes 2-0, 3-0
4. Closed-loop spatial multiplexing
: Modes 1-2, 2-2, 3-1 
The selection of PMI and the calculation of CQI are both dependent on the RI value that the UE selects for the corresponding reporting instance.

RI report on a PUSCH reporting mode is valid only for CQI/PMI report on that PUSCH reporting mode

· Wideband feedback

· Mode 1-2 description:
· For each subband a preferred precoding matrix is selected from the codebook subset assuming transmission only in the subband

· A UE shall report one wideband CQI value per codeword which is calculated assuming the use of the corresponding selected precoding matrix in each subband and transmission on set S subbands.

· The UE shall report the selected precoding matrix indicator for each set S subband.
· Subband size is given by Table 7.2.1-2.

· Higher Layer-configured subband feedback 

· Mode 3-0 description:

· A UE shall report a wideband CQI value which is calculated assuming transmission on set S subbands

· The UE shall also report one subband CQI value for each set S subband. The subband CQI value is calculated assuming transmission only in the subband The CQI represents channel quality for the first codeword, even when RI>1.
· Mode 3-1 description:

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands

· A UE shall report one subband CQI value per codeword for each set S subband which are calculated assuming the use of the single precoding matrix in all subbands

· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands

· The UE shall report the single selected precoding matrix indicator

· Subband CQI for each codeword are encoded differentially with respect to their respective wideband CQI using 2-bits as defined by

· Subband differential CQI = subband CQI index – wideband CQI index

· Possible subband differential CQI values are {-2, 0, +1, +2}

· Supported subband size (k) used and number of subbands (M1) in the set of subands S contained in a report include those given in Table 7.2.1-2. In Table 7.2.1-2 the k values and M1 values are semi-statically configured by higher layers as a function of system bandwidth.

· The payload size P2 in bits for feedback modes 3-0 and 3-1 is given by 

· Mode 3-0 or Mode 3-1 with RI=1: 
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· Mode 3-1 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=0 for RI=1 and −1 for RI>1,, while for mode 3-0 then T=0

· where C=1 for mode 3-1 and C=0 for mode 3-0

· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise

Table 7.2.1-2: Subband Size vs. System Bandwidth

	System Bandwidth
	Subband Size
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	6 - 7
	(wideband CQI only)

	8 - 10
	4

	11 - 26
	4

	27 - 63
	6

	64 - 110
	8




· UE-selected subband feedback

· Mode 2-0 description:

· The UE shall select a set of M preferred subbands of size k (where k and M are given in Table 7.2.1-3 for each system bandwidth range) within the set of subbands S. 

· The UE shall also report one CQI value reflecting transmission only over the M selected subbands determined in the previous step. The CQI represents channel quality across all layers irrespective of computed or reported RI. 

· Additionally, the UE shall also report one wideband CQI value. 
· Mode 2-2 description:
· The UE shall perform joint selection of the set of M preferred subbands of size k within the set of subbands S and a preferred single precoding matrix selected from the codebook subset that is preferred to be used for transmission over the M selected subbands.

· The UE shall report one CQI value per codeword reflecting transmission only over the selected M preferred best subbands and using the same selected single precoding matrix in each of the M subbands.  

· The UE shall also report the selected single precoding matrix preferred for the M selected subbands.

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands
· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands
· A UE shall also report the selected single precoding matrix indicator for all set S subbands.
· For all UE-selected subband feedback modes the UE shall report the positions of the M selected subbands using a combinatorial index r defined as

· 
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· where the set
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 is the extended binomial coefficient, resulting in unique label 
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· The CQI value for the M selected subbands for each codeword is encoded differentially using 2-bits relative to its respective wideband CQI as defined by

· Differential CQI = best-M average index – wideband CQI index

· Possible differential CQI values are {+1, +2, +3, +4}

· Supported subband size k and M values include those shown in Table 7.2.1-3. In Table 7.2.1-3 the k and M values are a function of system bandwidth.

· The payload size (P3) in bits for feedback modes 2-0 and 2-2 is given by 

· Mode 2-0 or Mode 2-2 with RI=1: 
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· Mode 2-2 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=0 for RI=1 and −1 for RI>1, while for mode 2-0 then T=0

· where C=2 for mode 2-2 and C=0 for mode 2-0
· where 
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· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise
Table 7.2.1-3: Subband Size (k) and M values vs. Downlink System Bandwidth

	System Bandwidth
	Subband Size k (RBs)
	M
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	6 – 7
	(wideband CQI only)
	(wideband CQI only)

	8 – 10
	2
	1

	11 – 26 
	2
	3

	27 – 63 
	3
	5

	64 – 110 
	4
	6
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