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5.1.1
Physical uplink shared channel

5.1.1.1
UE behaviour

The setting of the UE Transmit power
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 for the physical uplink shared channel (PUSCH) transmission in subframe i is defined by
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where,

· 
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is the maximum allowed power that depends on the UE power class

· 
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is the size of the PUSCH resource assignment expressed in number of resource blocks valid for subframe i.
· 
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is a parameter composed of the sum of a 8-bit cell specific nominal component 
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 signalled from higher layers for j=0 and 1 in the range of [-126,24] dBm with 1dB resolution and a 4-bit UE specific component 
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 configured by RRC for j=0 and 1 in the range of [-8, 7] dB with 1dB resolution. For PUSCH (re)transmissions corresponding to a configured scheduling grant then j=0 and for PUSCH (re)transmissions corresponding to a received PDCCH with DCI format 0 associated with a new packet transmission then j=1.
· 
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 is a 3-bit cell specific parameter provided by higher layers
· PL is the downlink pathloss estimate calculated in the UE
· 
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 is a cell specific parameter given by RRC
· 
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 is the Transport Block Size for subframe i and 
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 for subframe i
· 
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is a UE specific correction value, also referred to as a TPC command and is included in PDCCH with DCI format 0 or jointly coded with other TPC commands in PDCCH with DCI format 3/3A. The current PUSCH power control adjustment state is given by
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· The value of 
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· For FDD,
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= 4

· For TDD UL/DL configurations 1-6, 
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 is given in Table 5.1.1.1-1
· For TDD UL/DL configuration 0

· If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCH of DCI format 0 in which the LSB of the UL index is set to 1, 
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= 7
· For all other PUSCH transmissions, 
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 is given in Table 5.1.1.1-1.The UE attempts to decode a PDCCH of DCI format 0 and a PDCCH of DCI format 3/3A in every subframe except when in DRX

· 
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dB for a subframe where no TPC command is decoded or where DRX occurs or i is not an uplink subframe in TDD.

· The
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 dB accumulated values signalled on PDCCH with DCI format 0 are given in Table 5.1.1.1-2.

· The 
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 dB accumulated values signalled on PDCCH with DCI format 3/3A are given either in Table 5.1.1.1-2 or in Table 5.1.1.1-3 as semi-statically configured by higher layers.

· If UE has reached maximum power, positive TPC commands shall not be accumulated

· If UE has reached minimum power, negative TPC commands shall not be accumulated

· UE shall reset accumulation

· at cell-change

· when entering/leaving RRC active state

· when an absolute TPC command is received

· when 
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is received

· when the UE (re)synchronizes
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 represents current absolute value

· where 
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was signalled on PDCCH with DCI format 0 on subframe 
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· The value of 
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· For FDD,
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= 4

· For TDD UL/DL configurations 1-6, 
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 is given in Table 5.1-1
· For TDD UL/DL configuration 0

· If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCHof DCI format 0 in which the second bit of the UL index is set to 1, 
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= 7
· For all other PUSCH transmissions, 
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 is given in Table 5.1-1.
· The 
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 dB absolute values signalled on PDCCH with DCI format 0 are given in Table 5.1.1.1-2.

· 
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for a subframe where no PDCCH with DCI format 0 is decoded or where DRX occurs or i is not an uplink subframe in TDD.

· 
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 type (accumulation or current absolute) is a UE specific parameter that is given by RRC.

Table 5.1.1.1-1 
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 for TDD configuration 0-6

	TDD UL/DL
Configuration
	subframe number i

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	- 
	-
	6
	7
	4
	-
	-
	6
	7
	4

	1
	-
	-
	6
	4
	-
	-
	-
	6
	4
	-

	2
	-
	-
	4
	-
	-
	-
	-
	4
	-
	-

	3
	-
	-
	4
	4
	4
	-
	-
	-
	-
	-

	4
	-
	-
	4
	4
	-
	-
	-
	-
	-
	-

	5
	-
	-
	4
	-
	-
	-
	-
	-
	-
	-

	6
	-
	-
	7
	7
	5
	-
	-
	7
	7
	-


Table 5.1.1.1-2: Mapping of TPC Command Field in DCI format 0/3 to absolute and accumulated 
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	TPC Command Field in
DCI format 0/3
	Accumulated 
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[dB]
	Absolute 
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[dB] only DCI format 0

	0
	-1
	-4

	1
	0
	-1

	2
	1
	1

	3
	3
	4


Table 5.1.1.1-3: Mapping of TPC Command Field in DCI format 3A to 
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 values.

	TPC Command Field in
DCI format 3A
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 [dB]

	0
	-1

	1
	1


5.1.1.2
Power headroom

The UE power headroom
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 valid for subframe i is defined by 
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 are defined in section 5.1.1.1. 

The power headroom shall be rounded to the closest value in the range [40; -23] dB with steps of 1 dB and is delivered by the physical layer to higher layers. 

5.1.2
Physical uplink control channel

5.1.2.1
UE behaviour

The setting of the UE Transmit power
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for the physical uplink control channel (PUCCH) transmission in subframe i is defined by
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where 

· 
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table entries for each PUCCH transport format (TF ) defined in Table 5.4-1 in [3] are given by RRC 

· Each signalled 
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2-bit value corresponds to a PUCCH (TF) relative to PUCCH format 0.

· 
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 is a parameter composed of the sum of a 5-bit cell specific parameter 
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 provided by higher layers with 1 dB resolution in the range of [-127, -96] dBm and a UE specific component 
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 configured by RRC in the range of [-8, 7] dB with 1 dB resolution.

· 
[image: image64.wmf]PUCCH
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 is a UE specific correction value, also referred to as a TPC command, included in a PDCCH with DCI format 1A/1B/1/2A/2 or sent jointly coded with other UE specific PUCCH correction values on a PDCCH with DCI format 3/3A.

· The UE attempts to decode a PDCCH with DCI format 3/3A and one or several PDCCHs with DCI format 1A/1B/1/2A/2 on every subframe except when in DRX.

· If the UE decodes a PDCCH with DCI format 1A/1B/1/2A/2 and the corresponding detected RNTI equals the C-RNTI of the UE, the UE shall use the 
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 provided in that PDCCH.

else 

· if the UE decodes a PDCCH with DCI format 3/3A, the UE shall use the 
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 provided in that PDCCH

else the UE shall set 
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 = 0 dB.

· 
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 is the current PUCCH power control adjustment state with initial condition 
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· The 
[image: image71.wmf]PUCCH

d

 dB values signalled on PDCCH with DCI format 1A/1B/1/2A/2 are given in Table 5.1.2.1-1.

· The 
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 dB values signalled on PDCCH with DCI format 3/3A are given in Table 5.1.2.1-1 or in Table 5.1.2.1-2 as semi-statically configured by higher layers.

· If UE has reached maximum power, positive TPC commands shall not be accumulated

· If UE has reached minimum power, negative TPC commands shall not be accumulated

· UE shall reset accumulation

· at cell-change

· when entering/leaving RRC active state

· when 
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is received

· when the UE (re)synchronizes

Table 5.1.2.1-1: Mapping of TPC Command Field in DCI format 1A/1B/1/2A/2/3 to 
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 values.

	TPC Command Field in
DCI format 1A/1B/1/2A/2/3
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 [dB]

	0
	-1

	1
	0

	2
	1

	3
	3


Table 5.1.2.1-2: Mapping of TPC Command Field in DCI format 3A to 
[image: image76.wmf]PUCCH

d

 values.

	TPC Command Field in
DCI format 3A
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 [dB]

	0
	-1

	1
	1


7.1.6

Resource allocation 

The UE shall interpret the resource allocation field depending on the PDCCH DCI format detected.  A resource allocation field in each PDCCH includes two parts, a type field and information consisting of the actual resource allocation.  PDCCH with type 0 and type 1 resource allocation have the same format and are distinguished from each other via the single bit type field. For system bandwidth less than or equal to 10 PRBs the resource allocation field in each PDCCH contains only information of the actual resource allocation. PDCCH with DCI format 0 or 1A have a type 2 resource allocations while PDCCH with DCI format 1 or 2 have type 0 or type 1 resource allocations. PDCCH with a type 2 resource allocation do not have a type field.

7.1.6.1
Resource allocation type 0

In resource allocations of type 0, a bitmap indicates the resource block groups (RBGs) that are allocated to the scheduled UE where a RBG is a set of consecutive physical resource blocks (PRBs). Resource block group size (P) is a function of the system bandwidth as shown in Table 7.1.6.1-1.  The total number of RBGs (
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) for downlink system bandwidth of
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 then one of the RBGs is of size
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.  The bitmap is of size 
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bits with one bitmap bit per RBG such that each RBG is addressable.

Table 7.1.6.1-1: Type 0 Resource Allocation RBG Size vs. Downlink System Bandwidth

	System Bandwidth
	RBG Size

	
[image: image85.wmf]DL
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	(P)

	≤10
	1

	11 – 26
	2

	27 – 63
	3

	64 – 110
	4


7.1.6.2
Resource allocation type 1

In resource allocations of type 1, a bitmap of size 
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 indicates to a scheduled UE the PRBs from the set of PRBs from one of P resource block group subsets. Also P is the resource block group size associated with the system bandwidth as shown in Table 7.1.6.1-1.  The portion of the bitmap used to address PRBs in a selected RBG subset has size 
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where 
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 is the overall bitmap size and 
[image: image90.wmf]é

ù

)

(

log

2

P

is the minimum number of bits needed to select one of the P RBG subsets and one additional bit is used to indicate whether the addressable PRBs of a selected RBG subset is left justified or is right justified (right shifted) where the shift is needed for full resource block granular addressability of all PRBs in a carrier since the number of PRBs in a RBG subset is larger than the PRB addressing portion of the bitmap as indicated by 
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.  Each bit in the PRB addressing portion of the bitmap addresses a single addressable PRB in the selected RBG subset starting at the left most addressable PRB.  

7.1.6.3
Resource allocation type 2

In resource allocations of type 2, the resource allocation information indicates to a scheduled UE a set of contiguously allocated localized virtual resource blocks or distributed virtual resource blocks depending on the setting of the Localized/Distributed VRB assignment flag carried on the associated PDCCH, value 0 indicates Localized and value 1 indicates Distributed VRB assignment. Localized VRB allocations for a UE vary from a single VRB up to a maximum number of VRBs spanning the system bandwidth. Distributed VRB allocations for a UE vary from a single VRB up to 
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 VRBs if 
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 is 6-49 and vary from a single VRB up to 16 if 
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 is defined in [3].
A type 2 resource allocation field consists of a resource indication value (RIV) corresponding to a starting resource block (
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) and a length in terms of contiguously allocated resource blocks (
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7.2.1
Aperiodic CQI/PMI/RI Reporting using PUSCH
A UE shall perform aperiodic CQI, PMI and RI reporting using the PUSCH upon receiving DCI format 0 with the CQI request field set to 1.  
The aperiodic CQI report size and message format is given by RRC.  
The minimum reporting interval for aperiodic reporting of CQI and PMI and RI is 1 subframe. The subband size for CQI shall be the same for transmitter-receiver configurations with and without precoding.
A UE is semi-statically configured by higher layers to feed back CQI and PMI and corresponding RI on the same PUSCH using one of the following reporting modes given in Table 7.2.1-1 and described below:

Table 7.2.1-1: CQI and PMI Feedback Types for PUSCH reporting Modes

	
	
	PMI Feedback Type

	
	
	No PMI
	Single PMI
	Multiple PMI

	PUSCH CQI                 Feedback Type
	
	
	
	

	
	Wideband
	
	
	Mode 1-2

	
	(wideband CQI)
	
	
	

	
	
	
	
	

	
	UE Selected
	Mode 2-0
	
	Mode 2-2

	
	(subband CQI)
	
	
	

	
	
	
	
	

	
	Higher Layer-configured
	Mode 3-0
	Mode 3-1
	

	
	(subband CQI)
	
	
	


For each of the transmission modes defined in Section 7.1, the following reporting modes are supported on PUSCH:

1. Single-antenna port



: Modes 2-0, 3-0
2. Transmit diversity




: Modes 2-0, 3-0
3. Open-loop spatial multiplexing
: Modes 2-0, 3-0
4. Closed-loop spatial multiplexing
: Modes 1-2, 2-2, 3-1 
The selection of PMI and the calculation of CQI are both dependent on the RI value that the UE selects for the corresponding reporting instance.

RI report on a PUSCH reporting mode is valid only for CQI/PMI report on that PUSCH reporting mode

· Wideband feedback

· Mode 1-2 description:
· For each subband a preferred precoding matrix is selected from the codebook subset assuming transmission only in the subband

· A UE shall report one wideband CQI value per codeword which is calculated assuming the use of the corresponding selected precoding matrix in each subband and transmission on set S subbands.

· The UE shall report the selected precoding matrix indicator for each set S subband.
· Subband size is given by Table 7.2.1-2.

· Higher Layer-configured subband feedback 

· Mode 3-0 description:

· A UE shall report a wideband CQI value which is calculated assuming transmission on set S subbands

· The UE shall also report one subband CQI value for each set S subband. The subband CQI value is calculated assuming transmission only in the subband The CQI represents channel quality for the first codeword, even when RI>1.
· Mode 3-1 description:

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands

· A UE shall report one subband CQI value per codeword for each set S subband which are calculated assuming the use of the single precoding matrix in all subbands

· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands

· The UE shall report the single selected precoding matrix indicator

· Subband CQI for each codeword are encoded differentially with respect to their respective wideband CQI using 2-bits as defined by

· Subband differential CQI = subband CQI index – wideband CQI index

· Possible subband differential CQI values are {-2, 0, +1, +2}

· Supported subband size (k) used and number of subbands (M1) in the set of subands S contained in a report include those given in Table 7.2.1-2. In Table 7.2.1-2 the k values and M1 values are semi-statically configured by higher layers as a function of system bandwidth.

· The payload size P2 in bits for closed loop spatial multiplexing feedback modes (3-0, 3-1) is given by 

· Mode 3-0 or Mode 3-1 with RI=1: 
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· Mode 3-1 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=y, while for mode 3-0 then T=0
Editor’s note: RAN1 needs to agree on y.
· where C=1 for mode 3-1 and C=0 for mode 3-0

· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise

Table 7.2.1-2: Subband Size and #Subband CQI in S vs. System Bandwidth

	System Bandwidth
	Subband Size
	#Subband CQI in S
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	(M1)

	6 - 7
	(wideband CQI only)
	

	8 - 10
	4
	

	11 - 26
	4
	

	27 - 63
	6
	

	64 - 110
	8
	


· UE-selected subband feedback

· Mode 2-0 description:

· The UE shall select a set of M preferred subbands of size k (where k and M are given in Table 7.2.1-3 for each system bandwidth range) within the set of subbands S. 

· The UE shall also report one CQI value reflecting transmission only over the M selected subbands determined in the previous step. The CQI represents channel quality across all layers irrespective of computed or reported RI. 

· Additionally, the UE shall also report one wideband CQI value. 
· Mode 2-2 description:
· The UE shall perform joint selection of the set of M preferred subbands of size k within the set of subbands S and a preferred single precoding matrix selected from the codebook subset that is preferred to be used for transmission over the M selected subbands.

· The UE shall report one CQI value per codeword reflecting transmission only over the selected M preferred best subbands and using the same selected single precoding matrix in each of the M subbands.  

· The UE shall also report the selected single precoding matrix preferred for the M selected subbands.

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands
· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands
· A UE shall also report the selected single precoding matrix indicator for all set S subbands.
· For all UE-selected subband feedback modes the UE shall report the positions of the M selected subbands using a combinatorial index r defined as

· 
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· where the set
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 is the extended binomial coefficient, resulting in unique label 
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· The CQI value for the M selected subbands for each codeword is encoded differentially using 2-bits relative to its respective wideband CQI as defined by

· Differential CQI = best-M average index – wideband CQI index

· Possible differential CQI values are {+1, +2, +3, +4}

· Supported subband size k and M values include those shown in Table 7.2.1-3. In Table 7.2.1-3 the k and M values are a function of system bandwidth.

· The payload size (P3) in bits for closed loop spatial multiplexing feedback modes (2-0, 2-2) is given by 

· Mode 2-0 or Mode 2-2 with RI=1: 
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· Mode 2-2 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=y, while for mode 2-0 then T=0
Editor’s note: RAN1 needs to agree on y.
· where C=2 for mode 2-2 and C=0 for mode 2-0
· where 
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· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise
Table 7.2.1-3: Subband Size (k) and M values vs. Downlink System Bandwidth

	System Bandwidth
	Subband Size k (RBs)
	M
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	6 – 7
	(wideband CQI only)
	(wideband CQI only)

	8 – 10
	2
	1

	11 – 26 
	2
	3

	27 – 63 
	3
	5

	64 – 110 
	4
	6


8
Physical uplink shared channel related procedures

For FDD, there shall be 8 HARQ processes in the uplink.  For FDD, the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+4 according to the PDCCH and PHICH information.

For TDD, the number of HARQ processes shall be determined by the DL/UL configuration (Table 4.2-2 of [3]), as indicated in table 8-1. 

Table 8-1: Number of synchronous UL HARQ processes for TDD

	TDD UL/DL configuration
	Number of HARQ processes

	0
	7

	1
	4

	2
	2

	3
	3

	4
	2

	5
	1

	6
	6


For TDD UL/DL configurations 1-6, the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+k, with k given in Table 8-2, according to the PDCCH and PHICH information

For TDD UL/DL configuration 0 the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+k if the MSB of the UL index in the DCI format 0 is set to 1 or PHICH is received in subframe n=0 or 5 in the resource corresponding to IPHICH  =0, as defined in Section 9.1.2, with k given in Table 8-2. If, for TDD UL/DL configuration 0, the LSB of the UL index in the DCI format 0 is set to 1 in subframe n or a PHICH is received in subframe n=0 or 5 in the resource corresponding to IPHICH =1, as defined in Section 9.1.2, or PHICH is received in subframe n=1 or 6, the UE shall adjust the corresponding PUSCH transmission in subframe n+7.
Table 8-2 k for TDD configurations 0-6
	TDD UL/DL
Configuration
	DL subframe number n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	4
	6
	
	
	
	4
	6
	
	
	

	1
	
	6
	
	
	4
	
	6
	
	
	4

	2
	
	
	
	4
	
	
	
	
	4
	

	3
	4
	
	
	
	
	
	
	
	4
	4

	4
	
	
	
	
	
	
	
	
	4
	4

	5
	
	
	
	
	
	
	
	
	4
	

	6
	7
	7
	
	
	
	7
	7
	
	
	5


8.4
UE PUSCH Hopping procedure

The UE shall perform PUSCH frequency hopping if the single bit frequency hopping (FH) field in a corresponding PDCCH with DCI format 0 is set to 1 otherwise no PUSCH frequency hopping is performed.  

A UE performing PUSCH frequency hopping shall determine its PUSCH resource allocation for the first slot of a subframe (S1) including the lowest index PRB (
[image: image113.wmf])
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) in subframe n from the resource allocation field in a corresponding PDCCH with DCI format 0 received on subframe n-4.  For a non-adaptive retransmission of a packet on a dynamically assigned PUSCH resource a UE shall determine its hopping type based on the last received PDCCH with DCI Format 0 associated with the packet.  For a PUSCH transmission on a persistently allocated resource on subframe n in the absence of a corresponding PDCCH with a DCI Format 0 in subframe n-4, the UE shall determine its hopping type based on the hopping information in the initial grant that assigned the persistent resource allocation.  The initial grant is either a PDCCH with DCI Format 0 or is higher layer signaled.

The resource allocation field in DCI format 0 excludes either 1 or 2 bits used for hopping information as indicated by Table 8.4-1 below where the number of PUSCH resource blocks is defined as
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 in other cases.  The size of the resource allocation field in DCI format 0 after excluding either 1 or 2 bits shall be 
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, where k = 1 or 2 bits and the number of contiguous RBs that can be assigned to a hopping user is limited to min(
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 is given by higher layers.

A UE performing PUSCH frequency hopping shall use one of two possible PUSCH frequency hopping types based on the hopping information.  PUSCH hopping type 1 is described in section 8.4.1 and type 2 is described in section 8.4.2.

Table 8.4-1: Max PUSCH BW, and Number of Hopping Bits vs. System Bandwidth
	System BW 
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	Max BW assigned to a hopping User
	#Hopping bits for 2nd slot RA 
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For either hopping type a single bit signaled by higher layers indicates whether PUSCH frequency hopping is inter-subframe only or both intra and inter-subframe.
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