
3GPP TSG-RAN WG1 Meeting #54bis 
(
R1-083541
Prague, Czech Republic, 29th Sept – 3rd Oct, 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.211
	CR
	0258
	(

rev
	1
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Modification due to DC-HSDPA

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R1

	
	

	Work item code:
(

	RANimp-DCHSDPA
	
	Date: (

	29/09/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers

	
	

	Summary of change:
(

	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers

	
	

	Consequences if 
(

not approved:
	No support for Dual-Cell HSDPA Operation on Adjacent Carriers

	
	

	Clauses affected:
(

	5.2.1.2, 5.3.1, 7.1

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.212, 25.213, 25.214, …

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


[ ----------------------------------------------------------- TEXT START ---------------------------------------------------------------]
5.2.1.2
HS-DPCCH
Figure 2A illustrates the frame structure of the HS-DPCCH. The HS-DPCCH carries uplink feedback signalling related to downlink HS-DSCH transmission. The HS-DSCH-related feedback signalling consists of Hybrid-ARQ Acknowledgement (HARQ-ACK) and Channel-Quality Indication (CQI) and in case the UE is configured in MIMO mode of Precoding Control Indication (PCI) as well [3]. Each sub frame of length 2 ms (3*2560 chips) consists of 3 slots, each of length 2560 chips. The HARQ-ACK is carried in the first slot of the HS-DPCCH sub-frame. The CQI, and in case the UE is configured in MIMO mode also the PCI, are carried in the second and third slot of a HS-DPCCH sub-frame. There is at most one HS-DPCCH on each radio link. The HS-DPCCH can only exist together with an uplink DPCCH.  The timing of the HS-DPCCH relative to the uplink DPCCH is shown in section 7.7.
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Figure 2A: Frame structure for uplink HS-DPCCH 

The spreading factor of the HS-DPCCH is 256 i.e. there are 10 bits per uplink HS-DPCCH slot.  The slot format for uplink HS-DPCCH is defined in Table 5A.

Table 5A: HS-DPCCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/

Subframe
	Bits/

Slot
	Transmitted slots per Subframe

	0
	15
	15
	256
	30
	10
	3


[----------------------------------------------------------- TEXT OMITTED ------------------------------------------------------------]
5.3.1
Downlink transmit diversity

Table 10 summarises the possible application of open and closed loop transmit diversity modes on different downlink physical channel types. Simultaneous use of STTD and closed loop modes on the same physical channel is not allowed. In addition, if Tx diversity is applied on any of the downlink physical channels allocated to UE(s) that are not configured in MIMO mode Tx diversity shall also be applied on P-CCPCH and SCH. If Tx diversity is applied on SCH it shall also be applied on P-CCPCH and vice versa. Regarding CPICH transmission in case of transmit diversity used on SCH and P-CCPCH, see subclause 5.3.3.1.

With respect to the usage of Tx diversity for DPCH on different radio links within an active set, the following rules apply:

-
Different Tx diversity modes (STTD and closed loop) shall not be used on the radio links within one active set.

-
No Tx diversity on one or more radio links shall not prevent UTRAN to use Tx diversity on other radio links within the same active set.
- 
If STTD is activated on one or several radio links in the active set, the UE shall operate STTD on only those radio links where STTD has been activated. Higher layers inform the UE about the usage of STTD on the individual radio links in the active set.
- 
If closed loop TX diversity is activated on one or several radio links in the active set, the UE shall operate closed loop TX diversity on only those radio links where closed loop TX diversity has been activated. Higher layers inform the UE about the usage of closed loop TX diversity on the individual radio links in the active set.

Furthermore, if the UE is not configured in MIMO mode the following restrictions apply:

· If a DPCH is associated with an HS-PDSCH subframe, the transmit diversity mode used for the HS-PDSCH subframe shall be the same as the transmit diversity mode used for the DPCH associated with this HS-PDSCH subframe. 

· If an F-DPCH is associated with an HS-PDSCH subframe, the transmit diversity mode used for the HS-PDSCH subframe shall be the same as the transmit diversity mode signalled for the F-DPCH associated with this HS-PDSCH subframe. 

· If neither DPCH nor F-DPCH is associated with an HS-PDSCH subframe the transmit diversity mode used for the HS-PDSCH subframe shall be the STTD if the P-CCPCH in the cell is using transmit diversity. Otherwise, no transmit diversity is used for the HS-PDSCH subframe.
If the UE is configured in MIMO mode then a DPCH or F-DPCH associated with an HS-PDSCH subframe can be either in transmit diversity mode or in no transmit diversity mode.

Regardless of whether or not the UE is configured in MIMO mode, 

· If the DPCH associated with an HS-SCCH subframe is using either open or closed loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell, the HS-SCCH subframe from this cell shall be transmitted using STTD, otherwise no transmit diversity shall be used for this HS-SCCH subframe. 

· If a F-DPCH for which STTD is signalled is associated with an HS-SCCH subframe, the HS-SCCH subframe shall be transmitted using STTD, otherwise no transmit diversity shall be used for this HS-SCCH subframe.

· If neither DPCH nor F-DPCH is associated with an HS-SCCH subframe the transmit diversity mode used for the HS-SCCH subframe shall be the STTD if the P-CCPCH in the cell is using transmit diversity. Otherwise, no transmit diversity is used for the HS-SCCH subframe.

The transmit diversity mode on the associated DPCH or F-DPCH may not change during a HS-SCCH and or HS-PDSCH subframe and within the slot prior to the HS-SCCH subframe. This includes any change between no Tx diversity and either open loop or closed loop mode.

If the UE is receiving a DPCH on which transmit diversity is used from a cell, or if the UE is receiving a F-DPCH for which STTD is signalled from a cell, the UE shall assume that the E-AGCH, E-RGCH, and E-HICH from the same cell are transmitted using STTD.

Table 10: Application of Tx diversity modes on downlink physical channel types
"X" – can be applied, "–" – not applied

	Physical channel type
	Open loop mode
	Closed loop mode

	
	TSTD
	STTD
	Mode 1

	P-CCPCH
	–
	X
	–

	SCH
	X
	–
	–

	S-CCPCH
	–
	X
	–

	DPCH
	–
	X
	X

	F-DPCH
	–
	X
	–

	PICH
	–
	X
	–

	MICH
	–
	X
	–

	HS-PDSCH (UE not in MIMO mode, UE configured without a secondary serving HS-DSCH cell)
	–
	X
	X

	HS-PDSCH (UE not in MIMO mode, UE configured with a secondary serving HS-DSCH cell)
	–
	X
	–

	HS-PDSCH (UE in MIMO mode)
	–
	–
	–

	HS-SCCH
	–
	X
	–

	E-AGCH
	–
	X
	–

	E-RGCH
	–
	X
	–

	E-HICH
	–
	X
	–

	AICH
	–
	X
	–


[------------------------------------------------------------ TEXT OMITTED --------------------------------------------------------]
7
Timing relationship between physical channels

7.1
General

The P-CCPCH, on which the cell SFN is transmitted, is used as timing reference for all the physical channels, directly for downlink and indirectly for uplink.

Figure 29 describes the frame timing of some of the downlink physical channels; the timing of the remaining downlink physical channels and of the uplink physical channels is specified in the remaining subclauses. For the AICH the access slot timing is included. Transmission timing for uplink physical channels is given by the received timing of downlink physical channels.
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Figure 29: Radio frame timing and access slot timing of downlink physical channels

The following applies:

-
SCH (primary and secondary), CPICH (primary and secondary) and P-CCPCH have identical frame timings.

-
The S-CCPCH timing may be different for different S-CCPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. S-CCPCH,k = Tk ( 256 chip, Tk ( {0, 1, …, 149}. For MBSFN operations using slot formats 21 to 23 in table 18, the offset shall be set in accordance with S-CCPCH,k = 256 + ( Tk /10(. ( 2560 chip.
-
If the PICH is associated to the S-CCPCH, the PICH timing is PICH = 7680 chips prior to its corresponding S-CCPCH frame timing, i.e. the timing of the S-CCPCH carrying the PCH transport channel with the corresponding paging information, see also subclause 7.2. If the PICH is associated to the HS-SCCH, the PICH frame timing is the same as the HS-SCCH frame timing.
-
AICH access slots #0 starts the same time as P-CCPCH frames with (SFN modulo 2) = 0. The AICH/PRACH timing is described in subclauses 7.3 and 7.4 respectively.

-
The DPCH timing may be different for different DPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. DPCH,n = Tn ( 256 chip, Tn ( {0, 1, …, 149}. The DPCH (DPCCH/DPDCH) timing relation with uplink DPCCH/DPDCHs is described in subclause 7.6.

-
The F-DPCH timing may be different for different F-DPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. F-DPCH,p = Tp ( 256 chip, Tp ( {0, 1, …, 149}. The F-DPCH timing relation with uplink DPCCH/DPDCHs is described in subclause 7.6.

-
The start of HS-SCCH subframe #0 is aligned with the start of the P-CCPCH frames. The relative timing between a HS-PDSCH and the corresponding HS-SCCH is described in subclause 7.8.

-
The E-HICH, E-RGCH and E-AGCH downlink timing are respectively specified in subclause 7.10, 7.11 and 7.12. The E‑DPCCH and E‑DPDCH uplink timing are specified in subclause 7.13.
-
For a secondary serving HS-DSCH cell, the nominal radio frame timing for CPICH and timing reference are the same as the radio frame timing for CPICH and timing reference for the serving HS-DSCH cell.
[------------------------------------------------------------ TEXT END ------------------------------------------------------------------]
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