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1. Overall Description:

RAN 5 would like to inform RAN1 and RAN2 that, during RAN5#40 meeting in Jeju, RAN5 agreed to introduce 2 radio bearer combinations for CS over HSPA testing in [1]. As the configurations are identical to the configurations in section 7.5.30 and 7.5.31 of TR 25.993 it is assumed that RAN1 and RAN2 do not need to check the parameters of the configurations, however during the drafting of [1] it was noticed that the combinations defined in 25.993 v8.0.0 contain some minor editorial errors and RAN5 has corrected these in the CR to 34.108. If sections 7.5.30 and 7.5.31 are updated to reference 34.108 this will not be an issue, however sections 7.5.28 and 7.5.29 of 25.993 will still contain these errors.  
1) Note 1 of the table 7.5.28.2.1.1.1, 7.5.29.2.1.1.1, 7.5.30.2.1.1.1 and 7.5.31.2.1.1.1 reads:

“The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs PDU (see [25.321]).” 

This has been updated in [1] to also mention mac-ehs used in alt.2 of the configurations. 

The corrected note reads: 

“The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs or MAC-ehs PDU (see [25.321]).” 

2) Note 2 of the same tables is redundant in 25.993 since it refers to what is being used in test cases defined in RAN5, and therefore could be removed.
2. Actions:

To TSG RAN WG1

ACTION:  None
To TSG RAN WG2

ACTION: 
Since the configurations introduced in TS 34.108 are identical to the configurations in TR 25.993 sections 7.5.30 and 7.5.31 then RAN5 would like to ask RAN2 to consider replacing the details of these sections in TR 25.993 with references to TS 34.108, and to check that the corrections mentioned are correct for both 34.108 and 25.993 and consider correcting the errors mentioned in the sections 7.5.28 and 7.5.29 of 25.993.
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #40 bis
6 – 9 Oct 08

Sophia Antipolis
TSG-RAN WG5 Meeting #41
10 – 14 Nov 08

Prague

TSG-RAN WG5 Meeting #41 bis
15 – 18 Dec 08

Munich
TSG-RAN WG5 Meeting #42
9 – 13 Feb 09

Athens
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