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1. Introduction

In R1-084513, default antenna tilt values for simulation calibration purposes were proposed. This contribution contains a text proposal replacing the FFS with these values. 
2. Text proposal
<<<< Start of new text >>>>
A.2.1.1.1
Homogeneous deployments

The minimum set of simulation cases is given in Table A.2.1.1-1 along with additional assumptions related to carrier frequency (CF), Inter-site distance (ISD), operating bandwidth (BW), penetration loss (PLoss) and UE speed. 

For 3GPP cases only, the system simulation baseline parameters for the macro-cell deployment model are as specified in [TR 25.814], with the modifications given in Table A.2.1.1-2. 

For the ITU cases, simulation parameters should be aligned with the ITU guidelines in [IMT Eval], some of which are reflected in Table A.2.1.1-1. Note that [IMT.EVAL] section-8 defines different antenna horizontal and vertical pattern from those defined in Table A.2.1.1-2 which is for 3GPP case evaluation only. 

Table A.2.1.1-1 – E-UTRA simulation case minimum set

	Simulation
	CF
	ISD
	BW
	PLoss
	Speed
	Additional  Simulation 

	Cases 
	(GHz)
	(meters)
	(MHz)
	(dB)
	(km/h)
	Parameters

	3GPP case 1
	2.0
	500
	FDD:10+10  TDD: 20
	20
	3
	Table A.2.1.1-2 and 25.814

	3GPP case 1 extended
	2.0
	500
	FDD:80+40*
TDD: 80*
	20
	3
	Table A.2.1.1-2 and 25.814

	3GPP case 3
	2.0
	1732
	 FDD:10+10  TDD: 20
	20
	3
	Table A.2.1.1-2 and 25.814

	ITU Indoor,  
Indoor hotspot scenario
	3.4
	60
	FDD:20+20  TDD: 40*
	N.A.
	3
	[IMT Eval] Section 8

	ITU Indoor extended,  
Indoor hotspot scenario
	3.4
	60
	FDD:80+40*
TDD: 80*
	N.A.
	3
	[IMT Eval] Section 8

	ITU Microcellular, 
Urban micro-cell scenario
	2.5
	200
	FDD:10+10  TDD: 20 
	See [IMT Eval] Annex.1
	3
	[IMT Eval]

Section 8

	ITU Base coverage urban,
Urban macro-cell scenario
	2.0
	500
	FDD:10+10  TDD: 20
	See [IMT Eval] Annex.1
	30
	[IMT Eval]

Section 8

	ITU Base coverage urban extended,
Urban macro-cell scenario
	2.0
	500
	FDD:80+40*
TDD: 80*
	See [IMT Eval] Annex.1
	30
	[IMT Eval]

Section 8

	ITU High speed, 
Rural macro-cell scenario
	0.8
	1732
	FDD:10+10  TDD: 20
	See [IMT Eval] Annex.1
	120
	[IMT Eval]

Section 8


(*) Pending availability of applicable channel model.

Table A.2.1.1-2 – 3GPP Case 1 and 3 (Macro-cell) 
system simulation baseline parameters modifications as compared to TR 25.814
	Parameter
	Assumption

	Antenna pattern (horizontal)

(For 3-sector cell sites with fixed antenna patterns)
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 = 70 degrees,  Am = 25 dB 

	Antenna pattern (vertical)

(For 3-sector cell sites with fixed antenna patterns)
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The parameter 
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is the electrical antenna downtilt. The value for this parameter, as well as for a potential additional mechanical tilt, is not specified here, but may be set to fit other RRM techniques used. For calibration purposes, the values 
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= 14 degrees for 3GPP case 1 and 
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= 6 degrees for 3GPP case 3 may be used. 

	Channel model
	3GPP Spatial Channel Model (SCM) [TR 25.996]

For single transmit antenna evaluations, the Typical Urban (TU) channel model may be used

	Total BS TX power (Ptotal)
	43dBm – 1.25, 5MHz carrier,   
46/49dBm – 10, 20MHz carrier
Some evaluations to exploit carrier aggregation techniques may use wider bandwidths e.g. 60 or 80 MHz (FDD). For these evaluations [49 dBm] Total BS Tx power should be used.

	UE power class
	 23dBm (200mW)
This corresponds to the sum of PA powers in multiple Tx antenna case

	In addition to the antenna bore-sight orientation in TR25.814 (center direction points to the flat side), an optional orientation as shown can be used if needed in Coordinated Multipoint study (i.e., point to corners)
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