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	Reason for change:
(

	When DCI format 1A is CRC-masked with P/RA/SI-RNTI, the NDI bit is re-interpreted as the gap indicator. However, the gap should only be valid when the localized/distributed flag is set to 1 (distributed VRB assignment). In addition, the explanation of NDI should refer to MAC specification.

In CR055 for 36.212, the bit mapping for gap value indication in format 1D is aligned to format 1A. However, such mapping in format 1B is not aligned. Thus it’s not clear which bit in resource block assignment field is used to indicate gap value. The mapping between bit value and gap value is also missing for DCI format 1B. 

	
	

	Summary of change:
(

	· Clarify that the interpretation of the NDI bit is valid only when CRC is scrambled by P/RA/SI-RNTI, and when the localized/distributed flag is set to 1
· One minor editorial change

· Clarify that NDI interpretation should refer to 36.321

· Use the MSB in the resource block assignment field to indicate the gap value, where value 0 indicates 
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, as what we have in DCI format 1A and 1D.
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	Other comments:
(

	Isolated impact analysis:

The correction in this CR has isolated impact. It solely affects the eNB/UE behavior in transmitting/receiving PDCCH using DCI format 1A and DCI format 1B. The correction would not affect implementations behaving like indicated in the CR, and would affect implementations supporting the corrected functionality otherwise.


5.3.3.1.3
Format 1A

DCI format 1A is used for the compact scheduling of one PDSCH codeword and random access procedure initiated by a PDCCH order. 

The following information is transmitted by means of the DCI format 1A:

- Flag for format0/format1A differentiation – 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

Format 1A is used for random access procedure initiated by a PDCCH order only if format 1A CRC is scrambled with C-RNTI and all the remaining fields are set as follows:

- Localized/Distributed VRB assignment flag – 1 bit is set to ‘0’

- Resource block assignment – 
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bits, where all bits shall be set to 1

- Preamble Index – 6 bits

- PRACH Mask Index – 4 bits, [5]
- All the remaining bits in format 1A for compact scheduling assignment of one PDSCH codeword are set to zeroes

Otherwise, 

- Localized/Distributed VRB assignment flag – 1 bit as defined in 7.1.6.3 of [3]

- Resource block assignment – 
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bits as defined in section 7.1.6.3 of [3]:

- For localized VRB: 
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bits provide the resource allocation
- For distributed VRB: 

- If 
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 or if the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTI
- 
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bits provide the resource allocation 

- Else 

- 1 bit, the MSB indicates the gap value, where value 0 indicates 
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 bits provide the resource allocation 
- Modulation and coding scheme – 5bits as defined in section 7.1.7 of [3]

- HARQ process number – 3 bits (FDD) , 4 bits (TDD)

- New data indicator – 1 bit


- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTI:

- If 
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and Localized/Distributed VRB assignment flag is set to 1
- the new data indicator bit indicates the gap value, where value 0 indicates 
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- Else the new data indicator bit is reserved.

- Else



- The new data indicator bit as defined in [5].
- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]


- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTI:



- The most significant bit of the TPC command is reserved.



- The least significant bit of the TPC command indicates column 
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 - If least significant bit is 0 then 
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- Else



- The two bits including the most significant bit indicates the TPC command

- Downlink Assignment Index (this field just applies to TDD operation and is not present in FDD) – 2 bits

If the number of information bits in format 1A is less than that of format 0, zeros shall be appended to format 1A until the payload size equals that of format 0. 
If the number of information bits in format 1A belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 1A.

When the format 1A CRC is scrambled with a RA-RNTI, P-RNTI, or SI-RNTI then the following fields among the fields above are reserved:

- HARQ process number

- Downlink Assignment Index (used for TDD only and is not present in FDD)

5.3.3.1.3A
Format 1B

DCI format 1B is used for the compact scheduling of one PDSCH codeword with precoding information. 

The following information is transmitted by means of the DCI format 1B:

- Localized/Distributed VRB assignment flag – 1 bit as defined in 7.1.6.3 of [3]

- Resource block assignment – 
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bits as defined in 7.1.6.3 of [3]

- For localized VRB: 
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bits provide the resource allocation
- For distributed VRB: 

- For 
[image: image20.wmf]50

DL

RB

<

N


- 
[image: image21.wmf]é

ù

)

2

/

)

1

(

(

log

DL

RB

DL

RB

2

+

N

N

bits provide the resource allocation 

- For 
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- 1 bit, the MSB indicates the gap value, where value 0 indicates
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 bits provide the resource allocation 
- Modulation and coding scheme – 5bits as defined in section 7.1.7 of [3]

- HARQ process number – 3 bits (FDD) , 4 bits (TDD)

- New data indicator – 1 bit

- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field just applies to TDD operation and is not present in FDD) – 2 bits

- TPMI information for precoding – number of bits as specified in Table 5.3.3.1.3A-1
TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2] corresponding to the single-layer transmission.

- PMI confirmation for precoding – 1 bit as specified in Table 5.3.3.1.3A-2

Table 5.3.3.1.3A-1: Number of bits for TPMI information

	Number of antenna ports 
at eNode-B
	Number 
of bits

	2
	2

	4
	4


Table 5.3.3.1.3A-2: Content of PMI confirmation

	Bit field mapped to index
	Message

	0
	Precoding according to the indicated TPMI in the TPMI information field

	1
	Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)


If the number of information bits in format 1B belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 1B.
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