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1. Introduction

In this contribution, backhaul subframe allocation methods considering  DL/UL backhaul (minimum) RTT, non-configurable MBSFN subframe impact, uplink retransmission blocking and uplink ACK/NACK blocking are discussed when uplink access retransmission periodicity in relay cell is 8ms  [1]. 
2. Backhaul subframe allocation methods
2.1. Method #1: based on 8ms &16ms interval resource assignment
The key idea of this method is to avoid the uplink data blocking occasions by using 8ms periodicity resource allocation pattern which is the same as in LTE Rel-8.  The backhaul resource pattern#1 and access resource allocation patterns are well-interlaced in TDM manner with 8ms periodicity. However it still causes unavoidable collisions with non-MBSFN configurable subframes periodically. That is, the pattern#1 has twice of such the collision in 40ms (subframe #9 in the 1st radio frame and #5 in the 3rd radio frame). It causes unavailable uplink subframe (#3 in the 2nd radio frame and #9 in the 3rd radio frame) in pair of the corresponding downlink subframe. Consequently, such irregular subframe allocation pattern (8ms&16ms) leads to resource waste and/or retransmission blocking in uplink as well as longer HARQ RTT from time to time. 
Figure 1 shows a subframe allocation pattern #1 (yellow) for backhaul and access link (3(out of 40) subframes (7.5%) for backhaul, 35(out of 40) subframes (87.5%) for access, 2(out of 40) subframes (5%) for blocking in 40ms).  Figure 2 shows the proposed pattern #2 on top of pattern #1. Figure 3 shows the proposed pattern #1, #2, #3, #4 and #5. Note that the hatched subframes in Figures are regarded as unavailable subframe in normal situation. 
Due to R-PHICH ACK loss in the hatched subframes, R-PUSCH retransmission will be blocked or R-PUSCH new transmission will not be able to be granted.
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Figure 1: Subframe allocation pattern #1 (yellow) for backhaul and access link (3(/40) subframes (7.5%) for backhaul, 35(/40) subframes (87.5%) for access, 2(/40) subframes (5%) for unavailable in 40ms) in terms of downlink 
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Figure 2: Subframe allocation pattern #1 (yellow) and #2 (red) for backhaul and access link 
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Figure 3: Subframe allocation pattern #1 (yellow), #2 (red), #3 (green), #4 (blue) and #5 (pink) for backhaul and access link 
The summary of the number of available subframes and blocking subframes according to the variation of allocated patterns is listed in Table 1. For example, when five patterns (#1~#5) are allocated, 15 subframes out of 40 subframes can be used for backhaul link and 10 subframes can’t be used due to retransmission blocking. The remaining 15 subframes with pattern#6, #7 and #8 can be used for access link.
Table 1: The number of available subframes and blocking subframes according to the applied patterns
	Patterns
	No. of backhaul subframes
	Access link UL subframes without synch ReTX blocking
	Access link UL subframes with synch ReTX blocking
	Access link UL subframes with UL ACK/NACK blocking

	#1 

(Figure 1)
	3
	35 (7 unaffected HARQ processes: #2~#8)
	2
	0

	#1, #2 

(Figure 2)
	6
	30 (6 unaffected HARQ processes: #3~#8)
	4
	0

	#1, #2, #3
	9
	25 (5 unaffected HARQ processes: #4~#8)
	6
	0

	#1, #2, #3, #4
	12
	20 (4 unaffected HARQ processes: #5~#8)
	8
	0

	#1, #2, #3, #4, #5 

(Figure 3)
	15
	15 (3 unaffected HARQ processes: #6~#8)
	10
	0

	#1, #2, #3, #4, #5, #6
	18
	10 (2 unaffected HARQ processes: #7 and #8)
	12
	0


Summary of method#1:

· 8ms&16ms periodicity with DL/UL subframe retransmission.

· Puncturing/skipping operation occurs where subframe corresponds to non-MBSFN-configurable subframes (e.g. subframe #9 in 1st radio frame and subframe #5 in 3rd radio frame in Figure 1) 

Pros:

· Fixed timing relation between DL and UL backhaul subframes (4 ms) : n+4 rule
· No access link UL ACK/NACK blocking thanks to n+4 rule
· More unaffected access link UL HARQ processes if the number of backhaul subframes is small. 
Cons:

· Irregular/different timing relation within a single pattern (i.e. 8ms and 16 ms retransmission timing for two consecutive backhaul subframes). Probability of out-of-sequence delivery will be increased even though both packets are transmitted in consecutive subframe. 

· Retransmission is delayed where the puncturing operation should be applied.
· Relatively less unaffected access links UL HARQ processes as the number of backhaul subframes becomes large  (i.e. the pattern number becomes large) 
It’s assumed to use the implicit subframe allocation rule based on pre-defined subframe allocation patterns.
2.2. Method #2: based on 10ms interval resource assignment
This method is based on 10ms retransmission interval to avert the collision with the non-MBSFN configurable subframe. The proposed five patterns
 are designed in such way that 
· two patterns (#1 and #7 in Figure 4, 5, 6, 7 and 8) have 4 subframe timing gap between downlink and uplink subframe, 
· another two patterns (#2 and #8) have 5 subframe timing gap, and 
· the other pattern (#3) has 6 subframe timing gap e.g. assuming that 50% of subframes 
are allocated to backhaul resource. 
These patterns allows not only to avoid the collision with non-MBSFN configurable subframe, but also uplink access retransmission blocking. These selected 5 patterns are optimized in terms of resource efficiency when using 10ms HARQ RTT based proposals.

On the other hand, when only the “n+4” implicit rule
 is applied, the retransmission blocking problems always occurs if uplink transmissions are scheduled on the two subframes simultaneously which are one out of even-numbered subframes and the other out of odd-numbered subframes. Also this is one reason to split subframe resources into odd-numbered subframes and even-numbered subframes respectively. This kind of even/odd splitting is more effective on avoiding the blocking problem at least up to 50% resource partitioning (i.e. “4 unaffected HARQ processes” in Table 2) compared to the conventional “n+4” rule.  So when comparing 10ms with 8ms RTT, we have to carefully choose the comparative schemes for the fair comparison. We believe both 8ms and 10ms patterns proposed here are the best pattern in each method.
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Figure 4: Subframe allocation pattern #1 (yellow, n+4)for backhaul and access link (4 subframes (10%) for backhaul, 20 subframes (50%) for access, and 16 subframes (40%) for potential blocking subframe in 40ms), No UL ACK loss 
[image: image5.emf]4 6

1 2 3 6 7 8

6 0 4

1 2 3 6 7 8 1 2 3 6 7 8 1 2 3 6 7 8 4 4 4 4 5 5 5 5 0 0 0 0 9 9 9 9

1 Backhaul DL

Backhaul UL

Access DL

Access UL

1

Subframe 

index

2 3 5 7

6 0 4 2 3 5 7 7 5

6 0 4 2 5 7 6 0 4 2 3 7 6 0 4 2 3 5 6 0 4 2 3 5 7

6 0 4 2 5 7

1 1 1 1

1 6 0 4 2 3 7 1 6 0 4 2 3 5 1 0 2 3 1

1

1

1

1

1 1

1

1 3

3 5

5

7

7

7 7 7 7

7 7 7 7


Figure 5: Subframe allocation pattern #1 and #2 (blue, n+4) for backhaul and access link, 
No UL ACK loss 
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Figure 6: Subframe allocation pattern #1, #2 and #3 (red, n+5) for backhaul and access link, 
4 UL ACK losses associated with 4 PDSCHs in odd-numbered subframe#3, 13, 23, 33, colliding with the backhaul pattern#2 (red)  
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Figure 7: Subframe allocation pattern #1, #2, #3 and #4 (green, n+6) for backhaul and access link, 
4 UL ACK losses associated with 4 PDSCHs in odd-numbered subframe#5, 15, 25, 35, colliding with the backhaul pattern#3 (green) 
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Figure 8: Subframe allocation pattern #1, #2, #3, #4 and #5 (pink, n+5) for backhaul and access link, 
8 UL ACK losses responding to 8 PDSCHs in odd-numbered subframe#5, 9, 15, 19, 25, 29, 35, 39, colliding with the backhaul pattern#3 (green) and #5 (pink)
The Table 2 shows the number of available subframes and blocking subframes according to the variation of the number of allocated patterns shown in Figure 4, 5, 6, 7 and 8.  For example, when the five patterns are applied, the 20 subframes (50%) can be used for backhaul link and access link respectively without any retransmission blocking, but the 8 subframes may suffer from UL ACK/NACK blocking in the access link. However, it can be easily resolved by means of ACK/NACK repetition method in LTE Rel-8 specification [3].
Table 2: The number of available subframes and blocking subframes according to the applied patterns
	Patterns
	Backhaul subframes
	Access link UL subframes without synch ReTX blocking 
	Access link UL subframes with synch ReTX blocking 
	Access link UL subframes with UL ACK/NACK blocking

	#1

(Figure 4)
	4

(Odd SF)
	20 (4 unaffected HARQ processes, Even SF)
	16 (Odd SF)
(4 processes * 4)
	0

(“n+4” only)

	#1, #2

(Figure 5)
	8

(Odd SF)
	20 (4 unaffected HARQ processes, Even SF)
	12 (Odd SF)
(3 processes * 4)
	0

(“n+4” added)

	#1, #2, #3

(Figure 6)
	12

(Odd SF)
	20 (4 unaffected HARQ processes, Even SF)
	8 (Odd SF)
(2 processes * 4)
	4

(“n+5” added)

	#1, #2, #3, #4

(Figure 7)
	16

(Odd SF)
	20 (4 unaffected HARQ processes, Even SF)
	4 (Odd SF)
(1 process * 4)
	4

(“n+6” added)

	#1, #2, #3, #4, #5

(Figure 8)
	20

(Odd SF)
	20 (4 unaffected HARQ processes, Even SF)
	0 (Odd SF)
(0 process * 4)
	8

(“n+5” added)

	#1, #2, #3, #4, #5, #6
	24

(Odd/Even)
	0 (0 unaffected HARQ process)
	16 (Odd/Even)

(4 processes * 4)
	8

(“n+5” added)


Summary of method#2:

· This method is based on 10 ms periodicity with (DL/)UL backhaul retransmission

· This method uses ‘n+5’, ‘n+6’ rule in addition to ‘n+4’ implicit rule between DL-UL subframe 
Pros:
· This method has regular timing gap within a single pattern which has 10ms of HARQ retransmission time
· A half of the access link UL HARQ processes (50%, 4 HARQ processes) remains unaffected until the number of backhaul subframes increases up to 20 (50%).

Cons:
· Restriction in backhaul subframe allocation. 
· It has possibility of the access link UL ACK/NACK blocking, but it can be resolved by ACK/NACK repetition.

· Relatively less unaffected access links UL HARQ processes when the number of backhaul subframes become small (i.e. the pattern number becomes small)
It’s assumed to use the implicit subframe allocation rule based on pre-defined subframe allocation patterns
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�Please note that this pattern is different from that of the scheme #3 in [2].


�It means the conventional implicit rule such as “scheduling in  subframe#n and uplink transmission in subframe#n+4” 





