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1. Overall Description:

In recent discussions of carrier aggregation, RAN2 have agreed that there is a need for a UE-specific identifier that can be used in upper-layer signalling to identify a particular cell (comprising a DL CC and the corresponding UL CC, if there is one) among the configured cells for a UE.  This identifier needs to have the following properties:
· Each cell configured for the UE (including the PCell) must have an assigned value;

· Values for different cells must be distinct.
RAN2 are considering the possibility that the cell identifier (which has been determined to be a 3-bit value) could be the same as the CIF, for cells that have a CIF assigned.  If this is not workable, RAN2 can define a separate identifier for the CIF if requested by RAN1.
RAN2 has no strong preference between these two options, but would like to understand if the first option is viable.  Therefore, RAN2 would like to ask RAN1 if the value of the CIF is unique for each cell configured for a particular UE.
In addition, RAN2 consider that it is desirable for the index of a cell to remain fixed during the time that the cell is configured.  Therefore, RAN2 would like to ask if the  CIF is expected to change during the lifetime of an SCell.

2. Actions:

To: RAN1

1. RAN2 kindly ask RAN1 to indicate if the value of the CIF is unique for each cell configured for a particular UE.
2. RAN2 kindly ask RAN1 to indicate if the CIF is expected to change during the lifetime of an SCell.
3. Dates of Next TSG-RAN2 Meetings:
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