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	Reason for change:
(

	As defined in 6C.2, when UL_DTX_Active is FALSE, UE shall transmit the uplink DPCCH in each slot except in the slots overlapping a compressed mode transmission gap. When UL_DTX_Active is TRUE, the UE shall not transmit the uplink DPCCH in a slot when all of the listed 5 conditions are met. That is to say, if at least one of the listed 5 conditions is not met, the UE shall transmit uplink DPCCH. 
However, those conditions do not consider compressed mode transmission gap (not consistent with the case when UL_DTX_Active is FALSE). It can be deduced that if one of the conditions is not met in a slot overlapping a compressed mode transmission gap, UE shall transmit uplink DPCCH in this slot, according to current definition in 6C.2. As defined in 6C.5, the UE shall not transmit uplink DPCCH in the slot overlapping a compressed mode transmission gap. Therefore, it is not fully clear that under what conditions the UE shall not transmit uplink DPCCH. 

	
	

	Summary of change:
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	Include compressed mode condition to determine whether the UE shall tranmit the uplink DPCCH when UL_DTX_Active is TRUE. 

	
	

	Consequences if 
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not approved:
	The UE may tranmit the uplink DPCCH in a slot overlapping a compressed mode transmission gap when UL_DTX_Active is TRUE and at least one of the 5 conditions listed in 6C.2 is not met.
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	Other comments:
(

	Isolated Impact Analysis

Impacted Functionality:

Discontinuous uplink DPCCH transmission operation when UL_DTX_Active is TRUE.  
Inter-operability:

1. If the network is implemented according to this CR but the UE is not then UE may transmit the uplink DPCCH in a slot overlapping a compressed mode transmission gap, while network may not transmit F-DPCH in the corresponding slot. 
2. If the UE is implemented according to this CR but the network is not then network may transmit F-DPCH in a slot corresponding to the uplink slot overlapping a compressed mode transmission gap. 



[-------------------------------------------------------------- TEXT START -------------------------------------------------------------]
6C.2
Discontinuous uplink DPCCH transmission operation

When UL_DTX_Active is FALSE (see section 6C) the UE shall transmit the uplink DPCCH in each slot except in the slots overlapping a compressed mode transmission gap.

When UL_DTX_Active is TRUE (see section 6C),

· The UE shall not transmit the uplink DPCCH in a slot overlapping a compressed mode transmission gap.
· The UE shall not transmit the uplink DPCCH in a slot not overlapping a compressed mode transmission gap when all of the following conditions are met:

1. There is no HARQ-ACK transmission on HS-DPCCH as indicated in 6A.1 overlapping with the UL DPCCH slot,

2. There is no CQI transmission on HS-DPCCH as indicated in 6C.1 overlapping with the UL DPCCH slot,

3. There is no E-DCH transmission during the UL DPCCH slot,

4. The slot is in a gap in the Uplink DPCCH burst pattern defined in 6C.2.1,

5. The UL DPCCH preamble or postamble defined in 6C.2.2 is not transmitted in the slot,
6. The UL DPCCH transmission as indicated in 6C.5 is not transmitted in the slot.

The procedures for the F-DPCH transmission and reception in case of discontinuous uplink DPCCH operation are defined in sub-clause 5.1.

 [--------------------------------------------------------------- TEXT END ---------------------------------------------------------------]
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