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	Reason for change:
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	The collision handling between MCH and PRS are not described. So rate matching parameter cannot be decided in case of the collision.
UE with MBMS capable but not PRS may be required to receive PRS related higher layer information.

	
	

	Summary of change:
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	The similar handling with the conflict with system information is proposed. UE does not take into account the usage of PRS. The network side has the freedom among following operations.
1. eNB does not allocate actual MBMS traffic in the subframe PRS is configured.

2. eNB transmit PRS conflicted with actual MBMS traffic. But it is eNB responsibility to ensure the robust operation for example using lower coding rate.

3. eNB does not transmit PRS in the conflict subframe but aware some reduced accuracy on the positioning.
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	Isolated Impact Anlaysis:

The correction in this CR has isolated impact, as it affects only the conflict on MCH and PRS. The correction would not affect implementations behaving like indicated in the CR, but would affect implementations supporting the corrected functionality otherwise.



11.1
UE procedure for receiving the physical multicast channel
The UE shall decode the PMCH when configured by higher layers. The UE may assume that an eNB transmission on the PMCH is performed according to Section 6.5 of [3].
A UE may assume that positioning reference signals are not present in resource blocks in which it shall decode PMCH.
The
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for the PMCH is configured by higher layers. The UE shall use
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for the PMCH and Table 7.1.7.1-1 to determine the modulation order (
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) used in the PMCH. The UE shall then follow the procedure in Section 7.1.7.2.1 to determine the transport block size, assuming 
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