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	Reason for change:
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	When the UE operates under heavy interference in the heterogeneous network deployment, the time domain solution would prevent the UE declaring radio link failure.  The time domain solution is designed for the UE to perform the radio link monitoring procedure only on the specified subframes, which the neighbouring cells are performing ABS.  
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	The radio link monitoring procedure is defined by the measurement in the restricted subframes indicated by higher-layer signalling. 
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	The UE will declare radio link failure under heavy interference environement in the heterogeneous network deployment.  
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4.2.1
Radio link monitoring

· The downlink radio link quality of the serving cell shall be monitored by the UE for the purpose of indicating out-of-sync/in-sync status to higher layers. 
· In non-DRX mode operation, the physical layer in the UE shall every radio frame assess the radio link quality, evaluated over the previous time period defined in [10], against thresholds (Qout and Qin) defined by relevant tests in [10]. 
· In DRX mode operation, the physical layer in the UE shall at least once every DRX period assess the radio link quality, evaluated over the previous time period defined in [10], against thresholds (Qout and Qin) defined by relevant tests in [10].

If higher-layer signalling indicates certain subframes for restricted radio link monitoring, the assessment of the radio link quality shall not be performed in any other subframe. 

The physical layer in the UE shall in radio frames where the radio link quality is assessed indicate out-of-sync to higher layers when the radio link quality is worse than the threshold Qout. When the radio link quality is better than the threshold Qin, the physical layer in the UE shall in radio frames where the radio link quality is assessed indicate in-sync to higher layers.
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