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	Reason for change:
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	In 36.331 it is defined that the UE RX-TX time difference measurement is only defined for the primary cell, whiles in 36.214 it is defined for the serving cell. The applicable text in 36.331 is “UE Rx-Tx time difference measurement result of the PCell, provided by lower layers.”

	
	

	Summary of change:
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	The UE RX-TX time difference measurement is defined for the primary cell
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	Clauses affected:
(

	5.1.15

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Isolated Impact Anlaysis:

This change has an isolated impact since it only determines which cells the UE can measure the UE RX-TX time difference measurement on.


5.1.15
UE Rx – Tx time difference

	Definition
	The UE Rx – Tx time difference is defined as TUE-RX – TUE-TX
Where:

TUE-RX is the UE received timing of downlink radio frame #i from the primary cell, defined by the first detected path in time.

TUE-TX is the UE transmit timing of uplink radio frame #i.

The reference point for the UE Rx – Tx time difference measurement shall be the UE antenna connector.

	Applicable for
	RRC_CONNECTED intra-frequency
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