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1 Introduction
At RAN1#66, dynamic control of five UL CLTD configurations via HS-SCCH orders was agreed. In the contribution, a TP of HS-SCCH order mapping for TS25.212 is presented.
2 Text Proposal 

****************************************** TEXT START ******************************************
4.6C.2.2.3
Orders for Switching between Uplink Closed Loop Transmit Diversity Configurations

For this Order type, the meaning of the orders is listed in Table 14C.

Table 14C: Orders for UL CLTD Configurations

	Order Type
	Order Mapping
	Activation Status of UL CLTD Configurations 
A= Activate; D = De-activate

	xodt,1, xodt,2, xodt,3
	xord,1
	xord,2
	xord,3
	CLTD
	Single Tx on Antenna 1 with S-DPCCH on Antenna 2
	Single Tx on Antenna 2 with S-DPCCH on Antenna 1
	Single Tx on Antenna 1 with no S-DPCCH
	Single Tx on Antenna 2 with no S-DPCCH

	011
	0
	0
	0
	A
	D
	D
	D
	D

	
	0
	0
	1
	D
	A
	D
	D
	D

	
	0
	1
	0
	D
	D
	A
	D
	D

	
	0
	1
	1
	D
	D
	D
	A
	D

	
	1
	0
	0
	D
	D
	D
	D
	A

	
	1
	0
	1
	Unused (Reserved)

	
	1
	1
	0
	Unused (Reserved)

	
	1
	1
	1
	Unused (Reserved)


******************************************* TEXT END *******************************************
