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1. Overall Description:

RAN 1 continued discussion on feICIC based on the conclusions reached at RAN1#67 [1] and RAN1#68 [2]. The followings are further conclusions reached at RAN1#68bis with respect to handling of CRS interference:
· For CSI reporting, demodulation, RLM, and RRM for feICIC capable UE for the purpose of CRS interference handling from neighboring cells with ABS configuration, serving cell may provide the following information via higher layer signaling:

· List of cell IDs
· Parameters for each cell in the list of cell IDs

· Number of CRS ports

· Subframes containing CRS i.e. MBSFN configuration
· FFS for additional information (e.g. ABS patterns)
·  A target example scenario of above is when UE is served by pico eNB in the CRE region.

RAN1 will continue working on feICIC and keep other WGs informed on further agreements.
2. Actions:

To 3GPP TSG-RAN2 
RAN1 invites RAN2 to take the RAN1 agreements above into account in their further work.
To 3GPP TSG-RAN4 

RAN1 invites RAN4 to take the RAN1 agreements above into account in their further work.

3. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 Meeting #69 

21st-25th May 2012
         Prague, Czech Republic
TSG-RAN1 Meeting #70  
13th-17th August 2012
   
      Tsing Tao, China
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[1] 114468 LS on feICIC
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