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1. Overall Description:

RAN1 would like to inform RAN2 about the further RRC signalling implications that RAN1 has identified during RAN1 #70 bis for the Enh. CA WI. The related RAN1 agreements are shown below incrementally based on the parameter list in R1-124038 that was attached to the LS R1-124021.

Transmit diversity for PUCCH Format 1b with Channel Selection

	Parameter name
	Value range
	Description
	Specification

	twoAntennaPortActivatedPUCCH-ChannelSelection-r11
	On or off
	Configuration of a UE for transmit diversity for PUCH Format 1b with channel selection for CA or single cell operation according to according a set of tables 10.1.3-5/6/7 in TS36.213
	36.213

	deltaTxD-OffsetPUCCH-Format1bCS-r11
	[0, -1] dB
	Sets the power level when TxD is used for PUCCH format 1b with Channel Selection
	36.213


Multi-cell HARQ-ACK and Periodic CSI Multiplexing

	Parameter name
	Value range
	Description
	Specification

	simultaneousAckNackAndCQI (Rel-8 parameter)
	No change
	Additional behaviour in Rel-10 is that the combination of the parameter simultaneousAckNackAndCQI and simultaneousAckNackAndCQI-Format3-r11 is described in TS 36.213 section 10
	36.213


2. Actions:

To RAN2

ACTION:
RAN1 respectfully asks RAN2 to take the above information into account in their specifications for Rel-11.

3. Date of Next TSG-RAN1 Meetings:
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