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[--------------------------------------------------------------- TEXT START -----------------------------------------------------------]
4.7
Coding for HS-DPCCH

4.7.1
Overview

Data arrives to the coding unit in form of indicators for measurement indication and HARQ acknowledgement.

The following coding/multiplexing steps can be identified:

-
channel coding (see subclauses 4.7.2, 4.7.3, 4.7.3A, 4.7.3B , 4.7.3C and 4.7.3D);

-
mapping to physical channels (see subclause 4.7.4).

The coding/multiplexing for HS-DPCCH is defined separately for the following cases:

-
when the UE is not configured in MIMO mode in the serving HS-DSCH cell, and Secondary_Cell_Enabled is 0 or 1 and Secondary_Cell_Active is 0 (see subclause 4.7.2);

-
when the UE is configured in MIMO mode in the serving HS-DSCH cell and Secondary_Cell_Enabled is 0 (see subclause 4.7.3);

-
when the UE is configured in MIMO mode in at least the serving HS-DSCH cell, and Secondary_Cell_Enabled is 1 and Secondary_Cell_Active is 0 (see subclause 4.7.3B);

-
when the UE is not configured in MIMO mode in any cell and Secondary_Cell_Enabled is 1 and Secondary_Cell_Active is 1 (see subclause 4.7.3A);

-
when the UE is configured in MIMO mode in at least one cell and Secondary_Cell_Enabled is 1 and Secondary_Cell_Active is 1 (see subclause 4.7.3B);

-
when Secondary_Cell_Enabled is equal to 2 or 3 (see applicable subclauses in Table 14C and 14D) 
-
when Secondary_Cell_Enabled is more than 3 (see applicable subclauses in Table 14C.1 and 14D.1) 
-
when the UE is configured in Multiflow mode, see subclause 4.7.3D
where Secondary_Cell_Enabled and Secondary_Cell_Active are defined in [4].
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