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	It is the invalid case that the resource blocks for PDSCH scheduled by EPDCCH are the subset of those for EPDCCH transmission. The case of “no data”, which can be caused by using EPDCCH, has never happened in PDSCH transmission with PDCCH  where PDCCH and PDSCH are multiplexed in the time domain.
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	Isolated impact analysis
The correction in this CR has an isolated impact and it only affects PDSCH resource block assignment in the DCI that is carried by EPDCCH.
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7.1.6

Resource allocation 

The UE shall interpret the resource allocation field depending on the PDCCH/EPDCCH DCI format detected.  A resource allocation field in each PDCCH/EPDCCH includes two parts, a resource allocation header field and information consisting of the actual resource block assignment. 

PDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 0 and PDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 1 resource allocation have the same format and are distinguished from each other via the single bit resource allocation header field which exists depending on the downlink system bandwidth (section 5.3.3.1 of [4]), where type 0 is indicated by 0 value and type 1 is indicated otherwise. PDCCH with DCI format 1A, 1B, 1C and 1D have a type 2 resource allocation while PDCCH with DCI format 1, 2, 2A, 2B, 2C and 2D have type 0 or type 1 resource allocation. PDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field. 

EPDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 0 and EPDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 1 resource allocation have the same format and are distinguished from each other via the single bit resource allocation header field which exists depending on the downlink system bandwidth (section 5.3.3.1 of [4]), where type 0 is indicated by 0 value and type 1 is indicated otherwise. EPDCCH with DCI format 1A, 1B, and 1D have a type 2 resource allocation while EPDCCH with DCI format 1, 2, 2A, 2B, 2C and 2D have type 0 or type 1 resource allocation. EPDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field.
A UE may assume the resource block assignment scheduled by EPDCCH is not a subset of the PRBs for EPDCCH transmission.
[…]
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