
3GPP TSG-RAN WG1 #74
R1-133414
Barcelona, Spain, 19th-23rd August, 2013
Agenda Item:
7.2.3.1
Source: 
Ericsson, ST-Ericsson 

Title:  
On CSI enhancements for Dynamic TDD 
Document for:
Discussion, Decision

1 Introduction
The interference mitigation for TDD eIMTA was discussed at RAN1 #73 and the following was agreed
· In UL, at least two subframe sets can be configured, and for each subframe set,

· support separate open-loop power control parameters (P0 and alpha)

· FFS the application of these parameters to different channels e.g, PUSCH, SRS, PUCCH

· FFS  separate TPC command and accumulation is supported,  companies are encouraged to bring evaluation results regarding this prospoal

· FFS if additional (more than two) subframe sets are needed

· In DL, at least two subframe sets can be configured to allow separate CSI measurement/report for either two types of  subframes, and/or two types of interference seen by a subframe 

· FFS if additional (more than two) subframe sets are needed

· FFS if applicability of this in different CSI reporting modes and/or transmission modes

· FFS further details of the required specification support

In this contribution, we discuss the enhancements to CSI measurement. The further details of enhancements to UL power control is discussed in our companion contribution [1].
2 Discussion

In dynamic TDD, different UL-DL configurations are adaptively selected based on the traffic situations in different cells. Regardless of what kind of time scale will be supported for dynamic TDD, there will be two types of subframes with different interference situations, static subframes and flexible subframes. The link directions of static subframes do not change over time while the link directions of the flexible subframes can be changed dynamically or semi-statically.  

2.1 Number of subframe sets
For dynamic TDD capable UEs, downlink transmission could occur in both static downlink subframes and flexible subframes. Considering UE reception in the two types of subframes, the interference situations are different. In static downlink subframes, the inter-cell interference comes from the neighboring eNB(s) while in flexible subframes the inter-cell interference could either come from neighboring eNB(s) or certain UE(s) served by the neighboring eNB(s) who are currently scheduled with UL transmissions. To capture the different interference situations, separate CSI measurements could be considered for the two types of subframes so that DL scheduling as well as link adaptation can be properly performed. To achive balance between complexity and benefit, we think it is suffcient to support two subframe sets. 
Proposal 1: Two subframe sets are supported to allow separate CSI measurement.

2.2 Restrictions of CSI-IM configuration 

In order to have separate CSI measurements for the two types of subframes, either the restricted CSI measurement sets in eICIC or the multiple CSI processes in CoMP could be utilized. Note that the restricted CSI measurement sets could support single CSI process capable UEs. However, there are some restrictions in current CSI-IM configurations that make it difficult for both use cases. 
For a UE with single CSI process in TM10, the UE shall derive channel measurement based on the configured non-zero power CSI-RS and derive interference measurement based on the configured CSI-IM. With single CSI process, only one CSI-IM is configured and this CSI-IM resource configuration should be completely overlapping with one of the zero-power CSI-RS resource configurations. Note that there is one restriction with ZP CSI-RS configurations that they have a periodicity of multiple of 5ms. Therefore, it is not possible to have one CSI-IM resource covering both of the CSI measurement sets since the interval between the two types of subframes is not an integer multiple of 5ms as shown in Figure 2‑1. One simple solution is to introduce a new CSI-RS subframe configuration with 1ms periodicity. With the 1ms CSI-RS subframe configuration, the UE is able to report two CSI based on the CSI reference resources belonging to the two CSI measurement sets.
Proposal 2: Introduce a new CSI-RS subframe configuration with 1ms periodicity to support multiple CSI measurement sets for dynamic TDD. 
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Figure 2‑1 Separate CSI measurement sets configuration for dynamic TDD
Another way to have separate CSI measurements is to make use of multiple CSI processes in CoMP. In this case, the UE is configured with two CSI processes and reports multiple CSI reflecting different channel and interference conditions in the two types of subframes. 
For the channel part, the downlink transmit power could be different between the two types of subframes if downlink transmit power control is applied. This can well be captured by the parameter Pc that is associated with each CSI process. Therefore, the channel part can be measured based on one common NZP CSI-RS resource configured in the static DL subframes. 
For the interference part, it is natural to configure two CSI-IM resources in the two types of subframes so that different interference levels can be measured. However, in current specification, there is one restriction of CSI-IM resource configuration that a UE is not expected to receive CSI-IM resource configuration(s) that are not all completely overlapping with one zero-power CSI-RS resource configuration which can be configured for the UE. In another word, all CSI-IM resources for the UE must be configured in a way such that they fall on a k*5 ms time grid, where k is an integer and the smallest value of k is 1. As a result, it is not possible to configure two CSI-IM resources to capture the different interference levels since the interval between the two types of subframes is not an integer mutliple of 5ms. Therefore it is natual to remove such CSI-IM configuration restrictions so that the interference differences in dynamic TDD can be capatured. It should be further noted that this kind of restriction is artificial even in CoMP since the eNB could always configured CSI-IM resources in such a way [2].
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Figure 2‑2 Multiple CSI-IM resource configuration for dynamic TDD
Proposal 3: Remove the restriction of CSI-IM configurations where all CSI-IM resources must be completely overlapped with one ZP CSI-RS configuration. 
3 Conclusion

In this contribution we discussed the CSI measurement for dynamic TDD. Based on the discussion, we have the following proposals:

Proposal 1: Two subframe sets are supported to allow separate CSI measurement.

Proposal 2: Introduce a new CSI-RS subframe configuration with 1ms periodicity to support multiple CSI measurement sets for dynamic TDD. 
Proposal 3: Remove the restriction of CSI-IM configurations where all CSI-IM resources must be completely overlapped with one ZP CSI-RS configuration.
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