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1 Introduction 
In RAN#62 it was agreed to start a new SI [1] with the objective of evaluating mechanisms that enable Scalable Bandwidth UMTS by Filtering based on a narrow-band filter over the 3.84 Mcps baseband signal.

It was recognised that this method has not been analysed to the same extent as the time dilation method. 

It was also decided to continue to use TR25.701 to capture the results of the new study. 

Considering the current structure of TR25.701, it would, however, need some modification in order to make it appropriate for capturing the same extent of study of the filtering method as for the time dilation method. 

In particular, some sections which relate only to the time dilation method are at the same heading level as the time dilation and filtering methods, and hence it is unclear whether they apply to both methods or only to time dilation. 

It is therefore proposed to move all the sections of analysis relating to time dilation under the time dilation section 6.1 as sub-sections. 

The existing section 6.7, which is erroneously named “Conclusion” (the real conclusion is in section 7) is removed. 

New sub-sections can then be added under section 6.8 to capture the same areas of analysis for the filtering method as for the time dilation method. 

2 Conclusion
A draft text proposal (which would need a CR cover sheet) for TR25.701 is attached, making the above changes. 
3 References

[1] RP-132122, “New SID: Scalable Bandwidth UMTS by Filtering”


























































































































































































































































































