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1. Overall Description:

RAN1 would like to thank SA3 for the LS on parameter synchronization in S3-131152 (R1-140017).
It is RAN1’s understanding that SA3 requires a system counter that is known to all UEs.  We note that many of the details regarding timing and counters are yet to be agreed in RAN1, especially for the out of network case.  Hence, we provide preliminary answers to the questions in S3-131152 (R1-140017).
We note that there are many different ways of providing system counter. For example, we note that SIB16 as defined in TS 36.331 can support mechanisms requested by SA3. We note that SIB16 is an optional broadcast, and may not necessarily be sent in all deployments. 
In the case that SIB16 is not sent, the system counters can potentially be added to a system broadcast (SIB) newly defined for D2D discovery/communication, but we note that RAN1 has not made any agreements yet on these aspects. 

Similarly, for the out of network case, RAN1 is currently discussing various synchronization mechanisms, and a system counter can in principle be added to a broadcast message sent with the synchronization signal.  However, RAN1 has not made any agreements yet on the design and size of such message.
We note that this system counter, if defined, would provide a common value to all UEs that receive this broadcast message.

2. Actions:

To SA3:

ACTION: 
RAN1 respectfully asks SA3 to take the above discussion into account in its work. 
3. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 Meeting#76BIS

31 Mar - 4 Apr 2014

Shenzhen, China
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Seoul, Korea
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