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1
Introduction

During the previous RAN#63 plenary, a WI on NAICS has been approved. In a companion contribution [2] we present several network assistance options with respect to semi-static signalling for NAICS. In this contribution we discuss the NAICS CSI feedback.
2
NAICS CSI feedback
CSI feedback is one of the WI open issues as concerns have been highlighted in several previous contributions [3]

 REF _Ref382406759 \r \h 
[4]

 REF _Ref382406761 \r \h 
[5]. As the NAICS spans both CRS and DMRS modes, it is worth having separate discussions on what CSI feedback challenges may be faced depending on the operation mode of the NAICS UE. 

There are also two distinct issues, yet connected: the CSI/CQI feedback computation at the UE side and the applicability of the reported CSI feedback by the eNB. These two issues are indeed connected by the CQI definition which states that: “a single PDSCH transmission block with a combination of modulation scheme and transport block size corresponding to a CQI index and occupying a group of downlink physical resource blocks termed the CSI reference resource, could be received with a transport block error probability not exceeding 0.1.”
The current CSI computation mechanisms are different for CRS and DMRS modes. In CRS transmission, the UE measures the interference based on the CRS resource elements which are known to badly reflect the actual traffic, and hence interference conditions. On the other hand, the DMRS modes have the benefit of the IMR configuration and multiple processes in terms of interference hypothesis configuration and feedback possibilities. These are indeed the current baselines for NAICS operation.
Observation:

· The current baseline for NAICS CSI feedback computation and reporting relies on CRS CSI feedback computation in CRS modes and IMR & multiple CSI processes in DMRS modes. 
In addition to how the CSI is computed at the UE side, the eNB needs to apply the proper MCS to the NAICS UE in order to enable efficient link adaptation. At this point it is worth discussing about the receivers considered under the NAICS agenda as both enhanced-IRC (E-IRC) and SLIC/RML are considered for Rel-12 specification. These two types of receivers have some commonality as for example detecting and estimating the channel of the dominant interferer. From E-IRC perspective, once this step is done, CSI feedback is computed and reported, hence there are no extra dependencies except the correct identification of the dominant interferer and the channel estimation process. E-IRC provides one interference cancelation efficiency level. The non-linear receivers are performing one extra step in terms of utilizing the modulation information of the dominant interferer in the IC loop and hence different interference cancelation efficiencies may be obtained and are dependent on the modulation type of the interferer. From this perspective, it is clear that the link adaptation process is more predictable for E-IRC compared to SLIC/RML which have extra dependencies on the interferers’ modulation type.
Observation:

· The link adaptation process is more predictable for E-IRC compared to SLIC/RML which have extra dependencies on the interferers’ modulation type.
· E-IRC provides one interference cancelation efficiency level independent from the modulation type of both NAICS and interfering UE.
· SLIC/RML provide multiple interference cancellation efficiencies highly dependent on the utilized modulation for both the NAICS and the interfering UE.
The CSI computation may be refined at the UE side, in terms of multiple hypothesis assuming different modulations for the interferer. In [6] it is shown that such an approach widens the CQI distribution. However, as explained above, the efficient utilization of such reported CSI needs information on the scheduled modulation in the interfering cell, which ultimately boils down to knowing the scheduled modulation of the interferer. This is obviously difficult to achieve in non-ideal backhaul scenarios. 
Proposals:
· Further study is needed to understand the CSI feedback issues in NAICS and the potential solutions.
· E-IRC operation does not suffer from the same CSI feedback issues as SLIC/RML. 
· The problem relies not only in calculating accurately the CSI feedback but also in applying correctly the reported CSI.
3
Conclusions

In this contribution we have been presenting views with respect to NAICS CSI feedback. Our observations and proposals can be summarized as follows:
Observation:

· The current baseline for NAICS CSI feedback computation and reporting relies on CRS CSI feedback computation in CRS modes and IMR & multiple CSI processes in DMRS modes. 
· The link adaptation process is more predictable for E-IRC compared to SLIC/RML which have extra dependencies on the interferers’ modulation type.
· E-IRC provides one interference cancelation efficiency level independent from the modulation type of both NAICS and interfering UE.
· SLIC/RML provide multiple interference cancellation efficiencies highly dependent on the utilized modulation for both the NAICS and the interfering UE.
Proposals:
· Further study is needed to understand the CSI feedback issues in NAICS and the potential solutions.
· E-IRC operation does not suffer from the same CSI feedback issues as SLIC/RML. 
· The problem relies not only in calculating accurately the CSI feedback but also in applying correctly the reported CSI.
References

[1] RP-140519, “New work item proposal for network assistance interference cancellation and suppression for LTE” . 
[2] R1-141543, “Network assistance for NAICS receivers”, NSN, Nokia.
[3] R1-140578, “On the NAICS network operation”, NSN, Nokia.
[4] R1-141022, “System level evaluations for NAICS”, Ericsson.

[5] R1-140631, “Evaluation Results on Symbol-Level IC for Rel-12 NAICS”, NTT DOCOMO.

[6] R1-140343, “Discussion on CQI calculation methods in NAICS”, LGE.

[7] R1-140614, “Signaling in NAICS”, Broadcom.
[8] R4-140864, “On NAICS receiver operation and complexity”, Nokia, NSN.

