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	Other comments:
	This CR has isolated impact, it only affects the understanding of periodic CSI reporting payload size. This correction could be implemented by UE from earlier release.


7.2.2
Periodic CSI Reporting using PUCCH
^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^
Unchanged parts are omitted.

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^
Table 7.2.2-2: Subband Size (k) and Bandwidth Parts (J) vs. Downlink System Bandwidth

	System Bandwidth 
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	Subband Size k (RBs)
	Bandwidth Parts (J)

	
	
	

	6 – 7
	NA
	NA

	8 – 10
	4
	1

	11 – 26
	4
	2

	27 – 63
	6
	3

	64 – 110
	8
	4


If parameter ttiBundling provided by higher layers is set to TRUE and if an UL-SCH in subframe bundling operation collides with a periodic CSI reporting instance, then the UE shall drop the periodic CSI report of a given PUCCH reporting type in that subframe and shall not multiplex the periodic CSI report payload in the PUSCH transmission in that subframe. A UE is not expected to be configured with simultaneous PUCCH and PUSCH transmission when UL-SCH subframe bundling is configured.
Table 7.2.2-3: PUCCH Reporting Type Payload size per PUCCH Reporting Mode and Mode State

	PUCCH Reporting
 Type
	Reported
	Mode State 
	PUCCH Reporting Modes

	
	
	
	Mode 1-1
	Mode 2-1
	Mode 1-0
	Mode 2-0

	
	
	
	(bits/BP
or bits)
	(bits/BP
or bits)
	(bits/BP
or bits)
	(bits/BP
or bits)

	1
	Sub-band

CQI
	RI = 1
	NA
	4+L
	NA
	4+L

	
	
	RI > 1
	NA
	7+L
	NA
	4+L

	1a
	Sub-band CQI

 / second PMI
	8 antenna ports RI = 1
	NA
	8+L
	NA
	NA

	
	
	8 antenna ports 1 < RI < 5
	NA
	9+L
	NA
	NA

	
	
	8 antenna ports RI > 4
	NA
	7+L
	NA
	NA

	
	
	4 antenna ports RI=1
	NA
	8+L
	NA
	NA

	
	
	4 antenna ports 1<RI(4
	NA
	9+L
	NA
	NA

	2
	Wideband

 CQI/PMI
	2 antenna ports RI = 1
	6
	6
	NA
	NA

	
	
	4 antenna ports RI = 1
	8
	8
	NA
	NA

	
	
	2 antenna ports RI > 1
	8
	8
	NA
	NA

	
	
	4 antenna ports RI > 1
	11
	11
	NA
	NA

	2a
	Wideband

 first PMI
	8 antenna ports RI < 3
	NA
	4
	NA
	NA

	
	
	8 antenna ports 2 < RI < 8
	NA
	2
	NA
	NA

	
	
	8 antenna ports RI = 8
	NA
	0
	NA
	NA

	
	
	4 antenna ports 1(RI(2
	NA
	4
	NA
	NA

	
	
	4 antenna ports 2(RI(4
	NA
	NA
	NA
	NA

	2b
	Wideband CQI

 / second PMI
	8 antenna ports RI = 1
	8
	8
	NA
	NA

	
	
	8 antenna ports 1 < RI < 4
	11
	11
	NA
	NA

	
	
	8 antenna ports RI = 4
	10
	10
	NA
	NA

	
	
	8 antenna ports RI > 4
	7
	7
	NA
	NA

	
	
	4 antenna ports RI=1
	8
	8
	NA
	NA

	
	
	4 antenna port 1<RI(4
	11
	11
	NA
	NA

	2c
	Wideband CQI

 / first PMI 

/ second PMI
	8 antenna ports RI = 1
	8
	NA
	NA
	NA

	
	
	8 antenna ports 1 < RI ( 4
	11
	NA
	NA
	NA

	
	
	8 antenna ports 4 < RI ( 7
	9
	NA
	NA
	NA

	
	
	8 antenna ports RI = 8
	7
	NA
	NA
	NA

	
	
	4 antenna ports RI=1
	8
	NA
	NA
	NA

	
	
	4 antenna port 1<RI(4
	11
	NA
	NA
	NA

	3
	RI
	2/4 antenna ports, 2-layer spatial multiplexing
	1
	1
	1
	1

	
	
	8 antenna ports, 2-layer spatial multiplexing
	1
	NA
	NA
	NA

	
	
	4 antenna ports, 4-layer spatial multiplexing
	2
	2
	2
	2

	
	
	8 antenna ports, 4-layer spatial multiplexing
	2
	NA
	NA
	NA

	
	
	8-layer spatial multiplexing
	3
	NA
	NA
	NA

	4
	Wideband CQI
	RI = 1 or RI>1
	NA
	NA
	4
	4

	5
	RI/ first PMI
	8 antenna ports, 2-layer spatial multiplexing
	4
	NA
	NA
	NA

	
	
	8 antenna ports, 4 and 8-layer spatial multiplexing
	5
	
	
	

	
	
	4 antenna ports, 2-layer spatial multiplexing
	4
	
	
	

	
	
	4 antenna ports, 4-layer spatial multiplexing
	5
	
	
	

	6
	RI/PTI
	8 antenna ports, 2-layer spatial multiplexing
	NA
	2
	NA
	NA

	
	
	8 antenna ports, 4-layer spatial multiplexing
	NA
	3
	NA
	NA

	
	
	8 antenna ports, 8-layer spatial multiplexing
	NA
	4
	NA
	NA

	
	
	4 antenna ports, 2-layer spatial multiplexing
	NA
	2
	NA
	NA

	
	
	4 antenna ports, 4-layer spatial multiplexing
	NA
	3
	NA
	NA


