[bookmark: OLE_LINK1]3GPP TSG RAN WG1 Meeting #77,	R1-142484
Seoul, Korea, 19th – 23rd May 2014

Source:	Kyocera
Title:	        Multi carrier operations for D2D
Agenda Item:	6.2.5.2.2
Document for:	Discussion/Decision

[bookmark: _Ref301342314]Introduction
During RAN1#76bis, multi-carrier operations for D2D are discussed [1]. 

	· At least in Rel-12, RAN1 assumes that:
· Carrier aggregation and dynamic carrier switching for D2D transmission are not supported. 
· D2D transmission can only be configured on a single carrier per UE at any given time, and 
· D2D transmission and reception can only be configured on the same carrier per UE at any given time.
· 
· At least in Rel-12, D2D on a different carrier from the UE’s WAN serving cell carrier is / is not supported.

Email discussion until RAN1#77 on what multi-carrier operations for D2D and WAN transmission/reception should be supported or excluded in Rel-12 – Stefano (Ericsson) (starting after 21st April). 


Multi-carrier operations
In our opinion multi-carrier operations have a significant impact on RAN1 specification. It will be very difficult to complete the work within Rel-12 timeframe.  Carrier aggregation and dynamic carrier switching for D2D transmission are complex topics and requires significant amount of analysis before the RAN1 specification could be completed. Therefore, RAN 1 should not support multi-carrier D2D operation in Rel.12. However, if there higher layer based solutions (e.g., RRC messaging, etc.) then RAN 2 should decide if those operations are supported in Rel.-12.  
Proposal:
Multi-carrier operations requiring RAN1 specification should not be standardized in Rel.12

Conclusions
[bookmark: _GoBack]Proposal:
Multi-carrier operations requiring RAN1 specification should not be standardized in Rel.12
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