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1. Overall Description:

RAN1 would like to thank SA3-LI for their LS. Some answers to the questions are provided below:

1) Do the current Rel. 12 RAN specifications allow for the eNB to have knowledge of the ProSe UE ID (Source L2 ID) used in the ProSe One to Many communications of the UEs in the eNB’s coverage?

This knowledge is currently not available to the eNB but it could be feasible for mode-1.
2) Do the current current Rel. 12 RAN specifications allow for the eNB to have knowledge of the ProSe Layer 2 Group ID (ProSe L2 Group ID) used in ProSe One to Many communications?

When the UE is in coverage and operating in mode-1, the eNB has knowledge of the Layer 2 Group ID. When the UE is operating in mode-2, such information is not available.
3)  Do the current Rel. 12 RAN specifications assume that the eNB detects the ProSe One to Many communications, especially the content of communications (e.g., MAC PDUs broadcast on its resources)?
There is no such assumption. However, for mode-1 communication, the eNB can instruct the UE to transmit at maximum power. In that case, while there is no guarantee, there is an increased likelihood that the eNB could detect the mode-1 communication.
To SA WG3-LI
ACTION: 
TSG RAN WG1 respectfully asks SA WG3-LI to take into account the above information when discussing potential solutions for ProSe communication LI.
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