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1. Overall Description:

3GPP RAN1 has discussed and made the following agreements on PRACH in dual connectivity.

Agreements:
· Not to increment preamble power if PRACH is dropped; 

· It is up to UE implementation to increment or not to increment in case PRACH is power-scaled
· It is up to RAN2 to decide how to capture in specification
· RAN1 does not discuss handling of counter related to RACH preamble

Agreements:
· Replace the first WA (If the difference of the starting time of two transmissions is equal to or less than [33usec] and if the UE applies PCM1, PCell PRACH > other PRACHs > other channels) made in RAN1 #78bis meeting to agreement with the following clarification

· In PCM1, if two PRACHs collide and two PRACHs are intended to start at the same subframe, or a PRACH overlap with other channels, 
· PCell PRACH > other PRACHs > other channels 
· Replace the second WA (For the case of retransmission of PRACH or UE-initiated PRACH, PCell PRACH > other PRACHs > other channels) made in RAN1 #78bis meeting to agreement with the following clarification
· In PCM2, if two PRACHs collide and the difference of the starting time of two PRACH transmissions is less than 1msec, or a PRACH overlap with other channels,
·  when prioritized PRACH is transmitted at least one subframe after the subframe in which the UE shall be ready to transmit a preamble according to 36.213 section 6.1.1, 
· Pcell PRACH > Other PRACH > other channels
The updated agreements on PRACH from RAN1#78bis with the above two agreements are captured in the followings for the information:
Agreements:
· For a UE in a power-limited case, the following are assumed with regards to PRACH prioritization across CGs
· In PCM1, if two PRACHs collide and two PRACHs are intended to start at the same subframe, or a PRACH overlap with other channels, 
· 
· PCell PRACH > other PRACHs > other channels
· In PCM2, if two PRACHs collide and the difference of the starting time of two PRACH transmissions is less than 1msec, or a PRACH overlap with other channels,
·  when prioritized PRACH is transmitted at least one subframe after the subframe in which the UE shall be ready to transmit a preamble according to 36.213 section 6.1.1,,
· PCell PRACH > other PRACHs > other channels
· Other than above two sub-bullets, on-going transmission is prioritized

· Priority among other PRACHs is up to UE implementation

· It is up to UE implantation that lower prioritized PRACH is power scaled or dropped,
· Not to increment preamble power if PRACH is dropped; 

· It is up to UE implementation to increment or not to increment in case PRACH is power-scaled
· It is up to RAN2 to decide how to capture in specification
· RAN1 does not discuss handling of counter related to RACH preamble

· 
· 
· 
2. Actions:

RAN1 respectfully asks RAN2 and RAN4 to take the above conclusions and agreements into account in their work on small cell enhancements.
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