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1 Discussion and proposal
TS36.213 section 7.1 has following text.

· If a UE is not configured by higher layers to decode PMCH on PSCell, the UE is not expected to monitor the common search space on the PSCell for PDCCH with CRC scrambled by the SI-RNTI.
· The UE is not expected to monitor the common search space on the PSCell for PDCCH with CRC scrambled by the P-RNTI.
TS36.213 section 9.1.1 has following text.
· The UE shall monitor common search space on a cell to decode the PDCCHs necessary to decode PMCH on that cell if configured to decode PMCH by higher layers.
On the text in section 7.1, although it is correct no need to monitor common search space for PDCCH with CRC scrambled by the SI-RNTI and no need to monitor common search space for PDCCH with CRC scrambled with P-RNTI, to have the description on the common search space could be misinterpreted that the whole common search space is required. Common search space related text is mainly captured in section 9.1. Therefore, we think no need to mention common search space. Section 7.1 should describe which PDCCH is required to be received.
Before to receive the PMCH for MBMS, SIB1 and SIB13 receptions are at least necessary. When to receive SIB1 and SIB13 reception, UE is not configured by higher layers to decode PMCH because when PMCH is transmitted is known after these SIBs reception. Instead of physical layer level terminology like PMCH, the description should be generic like MBMS. This comment is applied to section 7.1 and 9.1.
Based above discussion, we propose to modify as following.
TS36.213 section 7.1 has following text.

· Except MBMS reception purpose, the UE is not required to monitor PDCCH with CRC scrambled by the SI-RNTI on the PSCell.
· The UE is not required to monitor PDCCH with CRC scrambled by the P-RNTI on the PSCell.
TS36.213 section 9.1.1 has following text.
· The UE shall monitor common search space on a cell to decode the PDCCHs necessary to receive MBMS on that cell if higher layers intends to receive MBMS on that cell.
Another alternative would be two text in section 7.1 can be removed as when and which CC to receive PDCCH with CRC scrambled by the SI-RNTI/P-RNTI are described in the higher layer already.
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