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1. Introduction

This contribution provides the conclusions of the downlink enhancement solutions for the technical report for the study item on downlink enhancements for UMTS [1][2].
2. Text Proposal

[------------------------------------------------------------- TEXT START --------------------------------------------------------------]
x.1.4
Conclusion

From link evaluations, a downlink gain around 10*log10N dB (where N is the repetition/decimation factor) can be observed for all the candidate solutions of slow power control over the legacy algorithm 1 fast power control. From system evaluations, significant power saving on downlink Tx power can be observed using the TPC repetition scheme, considering the limitation of minimum transmit power requirement.
The fast power control with 10 % TPC BER can be considered as an implementation solution to reduce DL control channel power consumption. According to the system evaluation of comparing fast power control with 4 % TPC BER, it can save about 11%~16% F-DPCH Tx power in the downlink. However, about 13%~20% F-DPCH Tx power can be saved by using new TPC repetition scheme with 1% TPC BER and about 18%~24% F-DPCH Tx power can be saved by using TPC repetition scheme with 4% TPC BER. The power consumption of fast power control with 10 % TPC BER is 2% to 8% more than that of the TPC repetition scheme.
Both of the implementation solution and new solutions have some impact on the uplink performance, comparing with the performance of fast power control with 4 % TPC BER. For both 2 and 4 H-ARQ transmissions, it can be observed that the performance of fast power control with 10 % TPC BER is worse than the performance of slow power control with 1% and 4 % TPC BER in the VA120 and case 4 channels. In PA3 channel, fast power control with 10% TPC BER shows 0.36dB gain over new algorithms with 1% TPC BER and 0.68dB gain over new algorithms with 4% TPC BER for 2 H-ARQ transmissions. For 4 H-ARQ transmissions, however, this gain is reduced to as small as 0.09dB and 0.2dB. In summary, for 2 H-ARQ transmissions, fast power control with 10 % TPC BER has smaller uplink impact than slow power control with 1% and 4% TPC BER in the uplink at low UE speed. For 4 H-ARQ transmissions, fast power control with 10 % TPC BER has similar impact with slow power control with 1% and 4% TPC BER in the uplink at low UE speed. As for high UE speed, slow power control with 1% and 4% TPC BER has smaller impact than fast power control with 10% TPC BER.

The advantages and disadvantages of legacy algorithm (fast power control) with 10 % TPC BER and new algorithms (slow power control) with 1% TPC BER are summarized as follows:
Table x1 Summary of all the candidate solutions

	Candidate solutions
	Downlink gain
	Uplink impact

	Legacy algorithm with 10 % TPC BER
	medium
	low

	New algorithms with 1% TPC BER
	high
	low

	New algorithms with 4% TPC BER
	high
	medium


[-------------------------------------------------------------TEXT OMITTED------------------------------------------------------------]
3. Conclusion
It is proposed to agree to and capture the text proposal presented in this document in the downlink enhancements for UMTS TR [2].
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