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1. Introduction

Section 9.1.3 of the current 36.211 CR does not correctly capture the agreed UE behavior of dropping sidelink transmissions overlapping with uplink transmission. The following changes are proposed and the corresponding text proposal is provided in Section 2:

- Move the wording “overlapping partially or completely with UpPTS or an uplink subframe used for uplink transmission” so that sidelink transmission is dropped when sidelink “transmission (not subframe)” overlaps with uplink transmission. This is because the text in the current 36.211 CR is that sidelink transmission is dropped if the sidelink “subframe” overlaps with uplink transmission, which would lead to sidelink dropping even when there is no overlap in actual sidelink transmission by the gap in the last symbol.

- Clarify the agreed behavior with regard to SRS subframe.

Agreement:
· A UE drops the entire D2D transmission in sub-frame n if the UE transmits an uplink SRS signal in a sub-frame n on the same component carrier except for Mode 1 data if Mode 1 data CP length and WAN CP length are equal.
Assuming the update proposed above, in the existing agreement, sidelink transmission dropping can occur even when there is no overlap in actual transmissions. The example is Mode 1 data with extended CP and WAN with normal CP.
2. Text proposal
===========================<Text for 36.211>===================================

9.1.3 Handling of simultaneous sidelink and uplink/downlink transmissions

For a given carrier frequency, sidelink and uplink transmissions from a single UE shall not occur simultaneously in time, nor shall sidelink transmissions overlapping partially or completely with uplink transmissions within a UE take place in a sidelink subframe. For a given carrier frequency, with the exception of PSSCH transmissions with transmission mode 1 and same sidelink cyclic prefix as PUSCH, no sidelink transmissions shall occur in sidelink subframe n from a UE if uplink SRS is transmitted from the same UE in uplink subframe n.
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