
3GPP TSG RAN WG1 #80
R1-150927
09 Aug- 13 Feb 2015
Athens, Greece
Agenda item:
7.1
Source: 
Motorola Mobility, LG Electronics, Samsung 
Title: 
TP for 36.211 on Discovery signal transmission
Document for:
Discussion
1   Discussion and Text Proposal
This document proposes a TP after discussion of R1-150590.
--------------------------------------------- Begin Text Proposal ----------------------------------------
6.11A
Discovery signal

A discovery signal occasion for a cell consists of a period with a duration of

-
one to five consecutive subframes for frame structure type 1

-
two to five consecutive subframes for frame structure type 2

where the UE in the downlink subframes may assume presence of a discovery signal consisting of

-
cell-specific reference signals on antenna port 0 in all downlink subframes and in DwPTS of all special subframes in the period, 

-
primary synchronization signal in the first subframe of the period for frame structure type 1 or the second subframe of the period for frame structure type 2,

-
secondary synchronization signal in the first subframe of the period, and

-
non-zero-power CSI reference signals in zero or more subframes in the period. The configuration of non-zero-power CSI reference signals part of the discovery signal is obtained as described in clause 6.10.5.2

The UE may assume a discovery signal occasion once in a period every dmtc-Periodicity. 
--------------------------------------------- End Text Proposal ----------------------------------------
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