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1. Overall Description:

RAN1 discussed PUCCH on SCell for CA under the WI of LTE Carrier Aggregation Enhancements Beyond 5 Carriers, and achieved the following agreements. 

	Agreements:
· SR on PUCCH SCell can be supported

· Send LS to RAN2

· UE reports Type 2 PHR for PUCCH on SCell

· UE does not monitor common search space on the SCell carrying PUCCH

· Cross-carrier scheduling between PUCCH CGs is not supported

· For the power limited case, PUCCH CG with PCell is prioritized for the same UCI type between different PUCCH CGs

· Path loss estimation for PUCCH carried by SCell when the UE is configured with a single TAG or the PUCCH carried by a SCell is within pTAG with multiple TAGs is configurable 


Note that in the last bullet above, RAN1 agreed that for the PUCCH carried by the SCell, either the primary cell or the PUCCH SCell is configured as pathloss reference by higher layer signalling in the following cases:

· When the UE is configured with a single TAG, or

· When the UE is configured with multiple TAGs and the PUCCH SCell belongs to a TAG containing the primary cell
Otherwise (i.e., the PUCCH SCell belongs to a secondary TAG), the PUCCH SCell is the pathloss reference for the PUCCH carried by the SCell.
2. Actions:

RAN1 respectfully requests RAN2 to take the above into account for the discussion about PUCCH on SCell aspects in the work item of LTE Carrier Aggregation Enhancement Beyond 5 Carriers.
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