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1 Introduction
From RAN1#80 to RAN1#81[1]

 REF _Ref419191547 \r \h 
[2]

 REF _Ref425841725 \r \h 
[3], most aspects of PUCCH on SCell for Rel-13 CA have been agreed. However, how to report Type2 PH for PUCCH on SCell has not been discussed yet. In this contribution, we discuss the detail Type2 PH reporting for PUCCH on SCell.
2 Discussion
For PH reporting, UE shall report both Type1 PH and Type2 PH for the serving cell with PUCCH transmission in both PUCCH cell groups. Different from Rel-12 dual connectivity, with ideal-backhaul among different serving cells in CA, there is no need to report the PH of all serving cells to both cell groups, and there is no need to configure UE to report one of the following PHs for activated serving cell belonging to another CG.
· Always virtual PH

· Actual PH when there is a PUCCH/PUSCH transmission for a cell in the other CG, otherwise virtual PH. 
Hence, we have the following proposal:

Proposal: Type2 PH reporting mechanism of legacy CA shall be directly reused for the SCell with PUCCH transmission for Rel-13 CA with PUCCH on SCell.
3 Conclusion
In this contribution, we discuss the Type2 PH reporting for PUCCH on SCell in Rel-13 CA, and have the following proposal:
Proposal: Type2 PH reporting mechanism of legacy CA shall be directly reused for the SCell with PUCCH transmission for Rel-13 CA with PUCCH on SCell.
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