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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
At RAN#69 meeting, the “NB-IoT” WI was approved based on outcome of the GERAN SI on cellular IoT [1]. The objective on exception report latency in study item is stated in TR 45.820 as
For devices supporting such applications a delay requirement of 10 seconds is appropriate for the uplink when measured from the application ‘trigger event’ to the packet being ready for transmission from the base station towards the core network.
The evaluation results following methodologies in [2]  and following conclusion on designs with 3.75 kHz sub-carrier spacing downlink and FDMA uplink have been captured in TR 45.820:
This section demonstrates that exception report can be delivered to the base station within 10s for all coverage classes with a reliability of at least 99%.
In this contribution, the evaluation results of exception report delivery latency with an UL numerology supporting 2.5 kHz  sub-channel spacing and 1.875 kHz sample rate is presented for standalone operation (see [6] for more information). Downlink with 3.75 kHz sub-carrier spacing and uplink with FDMA are assumed, and the same methodology for standalone case [5] is used in the analysis except that the time to receive downlink channels is prolonged, due to the limited downlink power boosting in guard-band operation.
[bookmark: _Ref434315780]Exception report procedure
The different durations for transmitting an exception report with 90% and 99% confidence of successful delivery are summarized in Table 1 and Table 2, respectively. The assumptions different to standalone case [5] are as following:
· PSD boosting of 6dB is assumed for downlink channels.
· The results on synchronization refer to [3], and the results on broadcast channel refer to [4].
[bookmark: _Ref434504039]Table 1 Exception report activity duration for 90% confidence of delivery
	Activity
	Report with no header compression
(105 byte payload)

	Coupling loss
	144
	154
	164

	Tsync (ms)
	140
	200
	760

	TPSI(ms)
	PSCH – to - PSI gap (ms)
	80
	160
	640

	
	Time to decode PSI Duration (ms)
	80
	160
	640

	TRACH (ms)
	RACH Duration 
	40
	40
	320

	
	PSI to RACH gap
	40+4
	40+4
	320+4

	TUplinkAssignment (ms)
	Wait for NB-EPDCCH
	320
	320
	320

	
	NB-EPDCCH
	10
	30
	430

	TUplinkData (ms)
	Wait for PUSCH
	40
	40
	40

	
	Transmission time 
	50
	400
	1920

	
	Processing time
	3
	3
	3

	Total time (ms)
	807
	1397
	5397



[bookmark: _Ref434504050]Table 2 Exception report activity duration for 99% confidence of delivery
	Activity
	Report with no header compression
(105 byte payload)

	Coupling loss
	144
	154
	164

	Tsync (ms)
	140
	200
	760

	TPSI(ms)
	PSCH – to - PSI gap (ms)
	80
	160
	640

	
	Time to decode PSI Duration (ms)
	80
	160
	640

	TRACH (ms)
	RACH Duration 
	40
	40
	320

	
	PSI to RACH gap
	40+4
	40+4
	320+4

	TUplinkAssignment (ms)
	Wait for NB-EPDCCH
	320
	320
	320

	
	NB-EPDCCH
	10
	30
	430

	TUplinkData (ms)
	Wait for PUSCH
	40
	40
	40

	
	Transmission time 
	50
	400
	1920

	
	Processing time
	3
	3
	3

	TUplinkAck (ms) & TUplinkAssignment (ms)
	Wait for NB-EPDCCH
	217
	167
	167

	
	NB-EPDCCH
	10
	30
	430

	TUplinkData (ms)
	Wait for PUSCH
	40
	40
	40

	
	Transmission time 
	50
	400
	1920

	
	Processing time
	3
	3
	3

	Total time (ms)
	1127
	2037
	7957



Based on above analysis, the following could be observed:
[bookmark: _Ref433970408]Observation 1: For design with 3.75 kHz subcarrier spacing downlink and FDMA uplink, the exception report can be delivered to the network with 99% confidence within 10 seconds in guard-band operation, for all the target MCLs, including 164 dB.

[bookmark: _Ref129681832]Conclusions
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]This document provides the latency evaluation for transmitting an exception report to the network in standalone operation. Based on the analysis, the following can be observed:
Observation 1: For design with 3.75 kHz subcarrier spacing downlink and FDMA uplink, the exception report can be delivered to the network with 99% confidence within 10 seconds in guard-band operation, for all the target MCLs, including 164 dB.
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Annex A. PUSCH configurations
The PUSCH configurations in guard-band operation are given in Table 3. 
[bookmark: _Ref434480999]Table 3 PUSCH configurations with less than 10% BLER
	Burst type
	PHY burst size
	Coupling loss
	Symbol rate
	modulation
	repetition
	code rate
	Duration (ms)

	PUSCH
	105 bytes
	144dB
	30kHz
	GMSK
	1
	0.77
	50

	
	
	154dB
	3.75kHz
	GMSK
	1
	0.77
	400

	
	
	164dB
	1.875 kHz
	GMSK
	1
	0.32
	1920



