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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction
A study item, “Feasibility Study on LTE-based V2X Services”, was approved at 3GPP TSG RAN #68 [2]. This study is to evaluate new functionalities needed to operate LTE-based V2X services defined in [3]. The objectives of the study include definition of an evaluation methodology and possible scenarios for vehicular services based on LTE, and identification and evaluation of necessary enhancements to LTE physical layer, RAN protocols, and interfaces. The results and findings of the study are documented in this technical report. 
1
Scope

The present document contains the results and findings from the study item, “Feasibility Study on LTE-based V2X Services” [2]. The purpose of this TR is to document the identified LTE enhancements and corresponding evaluations for LTE-based V2X services defined in [3] as follows:

· V2V (vehicle-to-vehicle): covering LTE-based communication between vehicles.

· V2P (vehicle-to-pedestrian): covering LTE-based communication between a vehicle and a device carried by an individual (e.g. handheld terminal carried by a pedestrian, cyclist, driver or passenger). 

· V2I/N (vehicle-to-infrastructure/network): covering LTE-based communication between a vehicle and a roadside unit/network. A roadside unit (RSU) is a transportation infrastructure entity (e.g. an entity transmitting speed notifications) implemented in an eNodeB or a stationary UE.

This document addresses LTE-based V2X both with and without LTE network coverage, and covers both the operating scenario where the carrier(s) is/are dedicated to LTE-based V2X services (subject to regional regulation and operator policy including the possibility of being shared by multiple operators) and the operating scenario where the carrier(s) is/are licensed spectrum and also used for normal LTE operation.
This technical report contains the evaluation methodology for LTE-based V2V, V2I/N and V2P services to compare the performance of different technical options.
This document identifies necessary enhancements to LTE for support of PC5 transport for V2V services.

This document captures identification and evaluation of Uu transport for V2V and PC5/Uu transport for V2I/N and V2P services.

This document is a ‘living’ document, i.e. it is permanently updated and presented to TSG-RAN meetings.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TD RP-151109: "New SI proposal: Feasibility Study on LTE-based V2X Services".
[3]
3GPP TR 22.885: "Study on LTE Support for V2X Services".
[4]
3GPP TR 36.843: "Study on LTE Device to Device Proximity Services".

[5]
3GPP TR 36.828: "Further enhancements to LTE Time Division Duplex (TDD) for Downlink-Uplink (DL-UL) interference management and traffic adaptation".
[6]
ETSI TR 101 612: "Intelligent Transport Systems (ITS); Cross Layer DCC Management Entity for operation in the ITS G5A and ITS G5B medium; Report on Cross layer DCC algorithms and performance evaluation".
[7]
3GPP TR 36.814: "Further advancements for E-UTRA physical layer aspects".
[8]
R1-157436, "Discussion on DMRS density and structure to handle high Doppler case."
[9]
R1-157435, "Discussion on enhancement for PC5 based V2V resource allocation."
[10]                      R1-157449, "Further discussion on resource allocation mechanism in PC5-based V2V."
[11]
R1-157438, "Discussion on Resource Allocation Enhancement for PC5 based V2V Communications."
[12]                      R1-156690, "On enhancements to resource pool configuration for V2V communication."
[13]                      R1-156687, "Discussion on baseline sidelink performance for V2V communication."
[14]                      R1-156688, "On support of geo-based transmission for V2V communication."
[15]                      R1-157534, "Discussion on enhancement of V2X resource allocation."
[16]                      R1-157777, "Enhancement of resource allocation and procedure for V2V."
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
3.2
Symbols

For the purposes of the present document, the following symbols apply:

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

4
V2X operation scenarios
Editor notes: This section is to describe LTE-based V2X operation scenarios, e.g., in terms of spectrum, network coverage, etc.

Editor notes: It is FFS whether V2I/V2N/V2P will be captured in the following scenarios or new scenarios.
4.1
Scenario 1

4.1.1
General Description
This scenario supports V2V operation only based on PC5.

In this scenario, a UE transmits a V2X message to multiple UEs at a local area in sidelink.
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Figure 4-1: Scenario 1
4.1.2
Operation Aspects

RAN aspects for PC5-based V2V operation (Tx/Rx of V2V message) are as follows:

· (Aspect 1) Operation bands used as test points for evaluation

· Case 1A: 6 GHz

· Case 1B: 2 GHz

Note: Case 1B may not be need to be specifically simulated for all scenarios

· (Aspect 2) eNB deployment consideration including possibility of network control

· Case 2A: UE autonomous resource allocation, at least mode 2, based on semi-statically network-configured/pre-configured radio parameters including no eNB coverage case.
· Case 2B: eNB providing more UE specific or/and more dynamic resource allocation including Mode 1 compared to case 2A.
Note: Related to aspect 2, it is necessary to consider the condition to apply any preconfigured radio parameters.
· (Aspect 3) Multi-carrier operation

· Case 3A: UEs communicating over PC5 across a single carrier.

· Case 3B: UEs communicating over PC5 across multiple carriers.

· (Aspect 4) Operating scenarios

· Case 4A: Single operator operation
· Case 4B: A set of PC5 operation carrier(s) is shared by UEs subscribed to different operators. This means that UEs belonging to different operators may transmit on the same carrier. 
· Case 4C: Each operator is allocated with a different carrier. This means that a UE transmits only on the carrier allocated to the operator which it belongs to.
· FFS: Case 4D: No operator operation 
· (Aspect 5) Co-existing with Uu

· Case 5A: Dedicated carrier for V2x. There is no uplink (Uu) traffic on the PC5 operation carrier.

· Case 5B: V2x carrier is shared with Uu.

All scenarios and combinations captured above should be considered in scope of the study item.

4.2
Scenario 2

4.2.1
General Description

This scenario supports V2V operation only based on Uu.

In this scenario, a UE transmits a V2X message to E-UTRAN in uplink and E-UTRAN transmits it to multiple UEs at a local area in downlink. 
To support this scenario, E-UTRAN performs uplink reception and downlink transmission of V2X messages. For downlink, E-UTRAN may use a broadcast mechanism. It is FFS whether E-UTRAN supports RSU function in this scenario.
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Figure 4-2: Scenario 2
4.2.2
Operation Aspects

RAN aspects for Uu-based V2V operation (Tx/Rx of V2X message) in this scenario are as follows:

· (Aspect 1) Operation bands used as test points for evaluation

· Case 1A: 6 GHz

· Case 1B: 2 GHz
NOTE: Case 1A may not be needed to be specifically simulated for uplink and downlink.

· (Aspect 2) eNB deployment consideration including possibility of network control

· eNB deployment and network control for radio resources are always assumed in uplink and downlink.

· (Aspect 3) Multi-carrier operation

For UL:

· Case 3A-UL: UEs performing uplink transmissions at a single carrier for V2X messages.
· Case 3B-UL: UEs performing uplink transmissions across multiple carriers for V2X messages.
For DL:

· Case 3A-DL: UEs performing downlink receptions at a single carrier for V2X messages.
· Case 3B-DL: UEs performing downlink receptions across multiple carriers for V2X messages.
· (Aspect 4) Operating scenarios

· Case 4A: Single operator operation (i.e. message exchange across operators are not assumed.)
· Case 4B: A set of Uu operation carrier(s) is shared by UEs subscribed to different operators. 
· In this case, UEs belonging to different operators transmit on the shared uplink carrier(s) while receiving on the shared downlink carrier(s).
· Case 4C: Each operator is allocated with a different carrier for both uplink and downlink. 

· In this case, a UE transmits only on the uplink carrier(s) allocated to the operator which it belongs to. It is FFS whether UE receives on the downlink carrier allocated to the other operator as well as the downlink carrier allocated to the operator which it belongs to.
Editor notes:
It is FFS whether or not the study considers the case that each operator is allocated with a different uplink carrier while a set of downlink operation carrier(s) is shared by UEs subscribed to different operators. The study excludes the case that a set of uplink operation carrier(s) is shared by UEs subscribed to different operators while each operator is allocated with a different downlink carrier.

·  (Aspect 5) Co-existing with Uu/sidelink
· Case 5A: There is no sidelink traffic on the Uu operation carrier.

· Case 5B: The uplink carrier is shared with sidelink.
· NOTE:
It is FFS whether the uplink carrier can be the dedicated operation carrier for V2X.

Editor notes:
It is FFS whether the study will consider this aspect for Scenario 2.

· (Aspect 6) Single/multiple eNB
· Case 6A: Uplink reception and downlink transmission for the same message are performed by the same eNB.
· Case 6B: Uplink reception and downlink transmission for the same message are performed by different eNBs.
· In this case, uplink reception is performed by one eNB. But downlink transmission can be performed by different eNB(s) including the eNB which received the message.
Editor notes: The cases above will result in several combinations across the aspects. It is FFS whether all combinations will be considered in the study. The cases in each aspect above may co-exist.

4.3
Scenario 3

4.3.1 General Description

This scenario supports V2V operation using both Uu and PC5.

4.3.1.1 Scenario 3A

In this scenario, a UE transmits a V2X message to other UEs in sidelink. One of the receiving UEs is a UE type RSU which receives the V2X message in sidelink and transmits it to E-UTRAN in uplink. E-UTRAN receives the V2X message from the UE type RSU and then transmits it to multiple UEs at a local area in downlink. 
To support this scenario, E-UTRAN performs uplink reception and downlink transmission of V2X messages. For downlink, E-UTRAN may use a broadcast mechanism. It is FFS whether E-UTRAN also supports RSU function in this scenario.
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Figure 4-3: Scenario 3A
4.3.1.2 Scenario 3B

In this scenario, a UE transmits a V2X message to E-UTRAN in uplink and E-UTRAN transmits it to one or more UE type RSUs. Then, the UE type RSU transmits the V2X message to other UEs in sidelink.

To support this scenario, E-UTRAN performs uplink reception and downlink transmission of V2X messages. For downlink, E-UTRAN may use a broadcast mechanism. It is FFS whether E-UTRAN also supports RSU function in this scenario.
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Figure 4-4: Scenario 3B
4.3.2
Operation Aspects

RAN aspects for Uu/PC5-based V2V operation (Tx/Rx of V2X message) in this scenario are as follows:

· (Aspect 1) Operation bands used as test points for evaluation

For PC5:
· Applying all the cases in the corresponding aspect of Scenario 1.
For Uu:
· Applying all the cases in the corresponding aspect of Scenario 2.

NOTE: Evaluation work on V2V for this aspect will focus on the combination of {1A for PC5, 1B for Uu} in Scenario 3.

· (Aspect 2) eNB deployment consideration including possibility of network control

For PC5:

· Applying all the cases in the corresponding aspect of Scenario 1.
For Uu:

· Applying all the cases in the corresponding aspect of Scenario 2.
· (Aspect 3) Multi-carrier operation
For PC5:

· Applying all the cases in the corresponding aspect of Scenario 1.
For UL:

· Applying all the UL cases in the corresponding aspect of Scenario 2.
For DL:

· Applying all the DL cases in the corresponding aspect of Scenario 2.
· (Aspect 4) Operating scenarios

For PC5:

· Applying all the cases in the corresponding aspect of Scenario 1. 

For Uu:

· Applying all the cases in the corresponding aspect of Scenario 2.
For both PC5 and Uu:

· Case 4.1: PC5 operation carrier and Uu operation carrier are allocated to the same operator.
· Case 4.2: PC5 operation carrier and Uu operation carrier are allocated to different operators.

· In this case, it is assumed that uplink operation carrier and downlink operation carrier are allocated to the same operator. It is FFS whether uplink operation carrier and downlink operation carrier can be allocated to different operators. 

· (Aspect 5) Co-existing with Uu/sidelink
· Case 5A: Dedicated operation carrier for V2X on which there is sidelink traffic but no uplink (Uu) traffic, i.e. uplink and sidelink are on different carriers.
· Case 5B: The uplink carrier is shared with sidelink, i.e. uplink and sidelink are on the same carrier.

NOTE:
It is FFS whether the uplink carrier can be the dedicated operation carrier for V2X.

· (Aspect 6) Single/multiple eNB
· Applying all the cases in the corresponding aspect of Scenario 2.
Editor notes: The cases above will result in several combinations across the aspects. It is FFS whether all combinations will be considered in the study. The cases in each aspect above may co-exist.
5
Technical support for V2V

5.1
PC5 interface

Editor notes: Including necessary enhancements for PC5 transport for V2V services.
5.1.1
Resource allocation
It is observed that Rel-13 sidelink resource allocation is not sufficient for some of the scenarios for PC5-based V2V. Enhancements to Rel-13 sidelink resource allocation are necessary for PC5-based V2V
5.1.1.1
Resource pool
The resource allocation principles listed below should be studied for PC5-based V2V (note that other schemes are not precluded):
· Resource pool

· The concept of resource pool is introduced at least for the purpose of study.

· Resource pool is a set of time/frequency resources where PC5 transmission may occur. Note that Rel-12 D2D communication mode 1 uses all the time/frequency resources as data pool. 

· FFS whether Rel-12 resource pool configuration is reused for PC5-based V2V.

· FFS the number of resource pools configured for a UE

· The need for defining multiple resource pools should be justified.

· FFS whether the number of SA pools can be different from the number of data pools and, if can, FFS whether multiple SA pools can be associated with the same data pool.

The following resource allocation principles are deemed necessary for PC5-based V2V:

· Scheduling assignment

· Each data transmission is scheduled by an SA. A UE knows at least time and frequency location of data transmission(s) after decoding the associated SA.

· FFS the indication is implicit, explicit, or both

· If SA and the associated data from a single transmitter is transmitted in different subframes:

· FFS details

· If SA and the associated data from a single transmitter are transmitted in the same subframe:

· FFS whether it is possible to support the case where data transmission in a subframe occurs without associated SA transmitted in the same subframe

· Alt 1: SA and Data are transmitted on separate physical channels (i.e., separated DFT precoding for SA and data):
· RAN1 assumes that RAN4 will study the proper transmission characteristics (e.g, MPR) to support this.

· FFS whether SA and data transmissions in the same subframe are always adjacent in the frequency domain.
· In case of separate channels, study whether SA pool and data pool are orthogonal or can overlap.
· Alt 2: A single DFT precoding applies to SA and data transmitted in the same subframe.
· The whole bandwidth is divided into one or multiple sub-channels. 

· The transmission bandwidth of SA/data is fixed to the bandwidth of a single sub-channel.

· Alt 3: SA and data are TDMed within one subframe.
· The transmission bandwidth of SA is fixed.

· Study the number of transmissions of a given TB
· Study the number of transmissions of a given SA

· FFS whether a single SA may schedule multiple TBs

· FFS whether the time/frequency resources of a given SA is independent of the time/frequency resources of the associated data

5.1.1.2
Resource control/selection mechanism
The resource allocation principles listed below should be studied for PC5-based V2V (note that other schemes are not precluded):
· Network control aspect

· At least when a UE is inside coverage of an eNB on the carrier where PC5 is performed (i.e., Uu and PC5 share the carrier), the eNB controls at least some parameters that affects UE resource selection.

· When a UE operates PC5 in a carrier where no cell is detected but it is inside coverage of an eNB in another carrier (i.e., different carriers for Uu and PC5), network may control at least some parameters that affects UE resource selection.

· At least when the PC5 and Uu carriers are allocated to the same operator, RAN1 assumes that eNB has at least some controls. FFS for the other cases. 

· UE autonomous resource selection can be configured for a UE inside network coverage.

· eNB control above includes

· Exact resources for transmission or set of resources for UE autonomous selection

· FFS: other parameters
· Enhancement to resource selection/structure

· Study which of the following principle(s) is(are) beneficial:

· Collision avoidance

· A UE identifies the resources that will be occupied and/or collided by the other UEs and avoids a colliding resource allocation for its transmission.

· FFS

· Details of the identification of the occupied and/or collided resources, e.g., by reading other UEs’ SA and/or sensing the energy level

· How to select the resources and MCS for transmission

· Whether a UE performs the resource selection procedure for every transmission, and if not, what triggers reselection

· FFS if the initial selection and reselection procedures are the same or not

· Whether signaling from eNB (e.g., information on the resource load) or another UE is beneficial. 

· Whether resource in this context is in the physical domain or the logical domain

· Resource selection based on transmitter-specific information

· Example 1: Resource allocation based on the location, velocity, and/or direction of the transmitter and/or distance between vehicles.

· Example 2: A UE reports its observation on the radio environment to help eNB scheduling

· Enhanced resource randomization

· Example is increasing the number of time resource patterns.

· Introducing a finer time resource granularity and/or a coarser frequency resource granularity 

· Semi-persistent scheduling from eNB for PC5 transmissions

· Cross-carrier scheduling

· eNB sends control via a carrier to schedule sidelink resource in another carrier not associated with the carrier used for the control transmission.

· FFS in which scenario(s) this principle is beneficial

· Differentiation of radio transmission characteristics based at least on higher layer properties

· FFS which other aspect(s) will also differentiate radio transmission characteristics

· FFS radio transmission characteristics

· Transmission power control and/or setting

· Use different transmission power e.g., depending on scenario

· This includes the possibility of using zero power (i.e., muting)

· Resource allocation robust to temporal interruption due to, e.g., handover, RLF, cell reselection

The following observations are made for resource control/selection mechanism:
· For enhancement to UE autonomous resource selection, collision avoidance based on sensing (P1), enhanced random resource selection (P2), and location-based resource selection (P3) are shown to provide gain when each of them is evaluated individually.

· Further discussion is needed to identify whether operating a combination of the principles provides more gain than operating an individual principle.

· It is understood that a combination of P1 and P2 is possible at least in the following example:

· In resource selection, a UE by sensing excludes the resources that will be occupied by other UEs, and the enhanced random selection applies to the remaining resources.

· It is understood that a combination of P1 and P3 is possible at least in the following example:

· Subsets of resources are associated with sets of UE location, and a UE performs P1 in the subset which is associated with its current location.

· It is understood that a combination of P2 and P3 is possible at least in the following example:

· Subsets of resources are associated with sets of UE location, and a UE performs P2 in the subset which is associated with its current location.

· Details FFS
· RAN1 observes potential benefit of adapting transmitter behavior from physical layer viewpoint:
· It is noted that RAN1 has not evaluated the feasibility of any adaptation mechanism.
· FFS
· Which specific behavior is adapted
· E.g., Reducing message transmission rate and/or dropping some messages
· What the adaptation is based on
· E.g., when the vehicle density is high
· Whether service requirement can be adapted accordingly in some scenarios
· RAN1 observes potential benefit of UE reporting its observation on the radio environment of PC5 carrier and/or its location to help eNB scheduling. However, the uplink signaling overhead, handover issue, burden caused by the increased number of RRC_Connected UEs have not been evaluated.
· RAN1 observes potential benefit of increasing subcarrier spacing. However, the impact of a smaller length of normal CP, ICI to/from legacy channels, AGC, timing advance, potential change in the inband emission have not been evaluated.
5.1.2
Handling high Doppler case
It is observed that DMRS needs to be enhanced for PC5-based V2V.

SC-FDM is used for V2V transmission in each physical channel.
Enhancement at least includes:
· Increase DMRS density to reduce time interval between DMRS sequences

· Enhance DMRS structure to increase frequency offset compensation range

Study at least the following DMRS structure:

· Reuse PUSCH DMRS

· Other options are not precluded, i.e., 

· PUSCH DMRS with Comb (similar as structure of SRS)

· New DMRS patterns spread over time and frequency, that may be frequency multiplexed with DFT-precoded data at least in some symbols

· Increased subcarrier spacing

· All options should solve any complexity and standardization impact including analysis of frequency synchronization accuracy
Working assumption is to increase DMRS density to 4 symbols per 1ms with reusing PUSCH DM RS sequence in each physical sidelink channel except for PSBCH. 
· If RAN1 finds working assumption does not work, i.e. the performance cannot meet requirements for PC5 V2V at least including consideration on whether RAN1 working assumption of frequency offset is confirmed, the first priority should be given to DMRS structure with Comb (like SRS). There should be considerations on receiver complexity when working assumption is confirmed.
· Location of DM RS is FFS. Options of DM RS location (counting from #0) for evaluation include the following for normal CP with 15 kHz subcarrier spacing (other options are not precluded):
· Option 1: #2, #5, #8, #11 (Note: This is for regular spacing.)
· Option 2: #1, #5, #8, #12  (Note: Reuse RS location of PUCCH format 2.)
· Option 3: #2, #4, #9, #11 (Note: Frequency offset estimation first using {#2, #4} and {#9, #11})
· Option 4: #3, #6, #7, #10 (Note: Frequency offset estimation first using {#6, #7})
· FFS the number and location of DMRS in PSBCH
5.1.3
Synchronization
GNSS or GNSS-equivalent is at the highest priority of synchronization source for time and frequency when the vehicle UE
 directly receives GNSS or GNSS-equivalent with sufficient reliability and the UE does not detect any cell in any carrier.
eNB instructs vehicle UE to prioritize either eNB-based synchronization or GNSS or GNSS-equivalent at least when the eNB is in the carrier where the vehicle UE operates on PC5 V2V

Priority of GNSS or GNSS-equivalent for other cases needs further study

Priority of other synchronization source needs further study

· Scenarios with there is no eNB coverage and GNSS or GNSS-equivalent coverage need to be studied

· RAN1 will not optimize only for this scenario

· This scenario needs to be supported from the synchronization perspective

RAN1 assumes that eNBs may not always have GNSS or GNSS-equivalent

· Asynchronous network case should be supported.
Perspectives for further study:

· eNB assistant information, e.g.

· Timing offset to UTC

· TA or eNB location

· others
SLSS and PSBCH transmission of UE is supported for PC5 based V2V.
· UE capability of SLSS transmission will be discussed later.
· Rel. 12/13 physical format of SLSS/PSBCH is the starting point.
· FFS number and location of PSBCH DM RS
· FFS PSSS root index, SLSS ID
· Rel. 12/13 sync procedure (e.g., sync reference priority) is the starting point.
· FFS PSBCH contents
· “GNSS or GNSS-equivalent is at the highest priority of synchronization source for time and frequency when the vehicle UE directly receives GNSS or GNSS-equivalent with sufficient reliability and the UE does not detect any cell in any carrier.”
· RAN1 needs to study the impact of this existing agreement on Uu operation.
The following sync procedure should be supported:

· Priority of synchronization source includes at least transmission timing reference.

· FFS whether there is any differentiation depending on whether eNB is synchronized to GNSS in the corresponding SLSS transmissions
· SLSS transmitted from out-coverage UE directly synchronized with GNSS or GNSS equivalent with sufficient reliability is differentiated from SLSS_net with in coverage indicator 1
· At least reuse priority order SLSS_net with in coverage indicator 1, SLSS_net with in coverage indicator 0, SLSS_oon

· FFS: any new priorities can be defined if benefits are shown
· FFS: Definition of SLSS_net, SLSS_oon

· FFS: GNSS or GNSS equivalent priority
· Working assumption: Priority of SLSS transmitted from in-coverage UE directly synchronized with GNSS or GNSS equivalent with sufficient reliability is the same as that of  SLSS_net with in coverage indicator 1

· FFS: SLSS transmitted from in-coverage UE using GNSS or GNSS equivalent is configured by eNB
· FFS: whether the configured SLSS uses the same configuration as Rel-12 D2D SLSS or not
· FFS: SLSS transmitted from in-coverage UE using GNSS or GNSS equivalent is taken from SLSS_net with in coverage indicator 1
· FFS: Periodicity of synchronization resource

· FFS: Criteria to select between signals received with the same priority (e.g., up to UE implementation)

5.2
Uu interface

Editor notes: Including feasibility of Uu transport for V2V services.
6
Technical support for V2I/N

Editor notes: Including necessary enhancements for PC5/Uu transport for V2I/N services.
7
Technical support for V2P

Editor notes: Including necessary enhancements for PC5/Uu transport for V2P services.
8
Evaluation results
Editor notes: Detailed evaluation assumptions are placed in Annex A.
8.1. PC5-based V2V

This clause summarizes the evaluation results of PC5 transport for V2V services in the scenarios defined in Table A. 1.5-1. Table 8.1-1 shows the average PRR in the range (n*20, (n+1)*20) m from transmitters where n=15, 7, 2 for freeway case, urban case with 60 km/h vehicle speed, and urban case with 15 km/h vehicle speed, respectively. 100 msec latency for message delivery is targeted in evaluations. Details of the evaluation assumptions and results of each source can be found in Annex B.
Table 8.1-1: Average PRR with a=n*20 m, b=(n+1)*20 m
	Description
	Scenario#1
(n=15)
	Scenario#2
(n=15)
	Scenario#3
(n=7)
	Scenario#4
(n=2)
	Scenario#5
(n=2)

	Source 1
	0.9190
	0.7810
	0.5995
	0.7196
	0.9441

	Source 2
	0.7524
	0.6663
	0.4886
	0.5709
	–

	Source 3
	0.9733
	0.9671
	0.5423
	–
	–

	Source 4
	0.8544
	0.7730
	0.5584
	0.8163
	–

	Source 5
	0.7811
	0.7004
	0.4789
	0.8012
	–

	Source 6
	0.9385
	0.6348
	0.6024
	0.7966
	0.9846

	Source 7
	0.8903
	0.5634
	0.5736
	0.7826
	0.9785

	Source 8
	0.8364
	0.5921
	0.4856
	0.7668
	–

	Source 9
	0.8917
	0.6560
	0.6737
	0.8369
	–

	Source 10
	0.9798
	0.8927
	0.7042
	0.9273
	–

	Source 11
	0.9099
	0.8416
	0.7284
	0.8842
	–

	Source 12
	0.7020
	0.3115
	0.4397
	0.6182
	0.9066


The following observations are made from the performance results under the agreed evaluation scenarios:
· In freeway cases, the performance of PC5 interface with enhancements exceeds or approaches 80% average PRR at 320m range.

· In urban cases with 15 km/h, the performance of PC5 interface with enhancements achieves average PRR 90% at 50m range.

· In urban cases with 60 km/h speed, the performance of PC5 interface with enhancements achieves about 60% average PRR at 150m range.

· It is noted that evaluations in RAN1 used the geographical distance between vehicles, and this can be shorter than the actual travelling distance between vehicles which may be more relevant to the definition of the effective range in [3]. Average PRR would be increased if the actual travelling distance is used.

· It is noted that some of the enhancements identified in Clause 5.1.1 are not simulated in some sources.

· It is noted that no system level calibration was performed.

9
Conclusions

Editor notes: Summarize the findings of the study on LTE-based V2X.
It is feasible to support V2V services based on LTE PC5 interface with necessary enhancements. As identified, it is recommended to enhance at least LTE sidelink resource allocation, physical layer structure, and synchronization.
Annex A:
Evaluation methodology
For PC5-based V2V, tradeoff between system and link level performance can be studied. Assumption on the target link budget in link level is as follows:

· 150 m in NLOS Urban case

· 320 m in Freeway case

A.1 System level simulation assumptions

For PC5-based V2V, the following general assumptions apply:
· Each vehicle UE’s reception is subject to the half duplex constraint.
A.1.1 Evaluation scenarios
Two vehicle UE dropping cases are defined: Urban case and Freeway case. See Section A.1.2 for the UE drop and mobility model in each case. See Section A.1.4 for the channel model in each case.

Macro eNB may or may not be deployed in the evaluations. If deployed, the assumptions in Section A.1.3 should be used. If not, simple wrap around can be used as long as it is aligned with the evaluation assumptions in this TR.
Details of evaluation scenarios are in Table A.1.1.-1.
Table A.1.1-1: Details of evaluation scenarios
	Parameter
	Assumption

	Carrier frequency for PC5-based V2V
	6 GHz
, 2 GHz

	Bandwidth
	10 MHz

	Number of carriers
	One carrier is baseline. Other numbers can be evaluated based on inter-carrier interference model from the existing UE-UE link ACIR [28] dB according to [5] for the adjacent channel case.

	Synchronization
	Time and frequency error should be considered in system and link level simulations. Companies should explain the assumed error model and the method to achieve the error range. Until RAN4 provides an answer, RAN1 will assume at least the case where frequency error (i.e., error in the oscillator) is in the range of +- 0.1 PPM.

	Vehicle UE parameters
	In-band emission
	In-band emission model in Section A.2.1.5 in [4] is reused with {W, X, Y, Z} = {3, 6, 3, 3} for single cluster SC-FDMA.

	
	Antenna height
	1.5 m

	
	Antenna pattern
	Omni 2D

	
	Antenna gain
	3 dBi

	
	Maximum transmit power
	23 dBm

	
	Number of antennas 
	1 TX and 2 RX antennas. Baseline is that 2 RX antennas are separated by wavelength/2.

	
	Noise figure
	9 dB


A.1.2 UE drop and mobility model
Vehicle UEs are dropped on the roads according to spatial Poisson process. The vehicle density is determined by the assumption on the vehicle speed, and the vehicle location should be updated every 100 ms in the simulation. 

In Urban case, a vehicle changes its direction at the intersection as follows:
· Go straight with probability 0.5
· Turn left with probability 0.25
· Turn right with probability 0.25
Details of vehicle UE drop and mobility model for each of Urban and Freeway cases are in Table A.1.2-1. Figures A.1.2-1 and A.1.2-2 illustrate the road configuration of the two cases.
Table A.1.2-1: Details of vehicle UE drop and mobility model
	Parameter
	Urban case
	Freeway case

	Number of lanes
	2 in each direction (4 lanes in total in each street)
	3 in each direction (6 lanes in total in the freeway)

	Lane width
	3.5 m
	4 m

	Road grid size by the distance between intersections
	433 m * 250 m. Note that 3 m is reserved for sidewalk per direction (i.e., no vehicle or building in this reserved space)
	N/A

	Simulation area size
	Minimum [1299 m * 750 m]
	Freeway length >= 2000 m. Wrap around should be applied to the simulation area.

	Vehicle density
	Average inter-vehicle distance in the same lane is 2.5 sec * absolute vehicle speed. Baseline: The same density/speed in all the lanes in one simulation.

	Absolute vehicle speed
	15 km/h, 60 km/h
	140 km/h, 70 km/h
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Figure A.1.2-1: Road configuration for Urban case
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Figure A.1.2-2: Road configuration for Freeway case
A.1.3 eNB and RSU deployment
If macro eNBs are deployed for Urban case, ISD of macro eNB is 500 m and the wrap around model in Figure A.1.3-1 is used.

If macro eNBs are deployed for Freeway case,

· Option 1 (baseline): eNBs are located along the freeway 35m away with 1732m ISD in Figure A.1.3-2.

· Option 2 (optional): Wrap around method of 19*3 hexagonal cells with 500m ISD in Figure A.1.3-3.

[image: image9.emf]
Figure A.1.3-1: Wrap around model for Urban case
[image: image1.jpg]


[image: image10]
Figure A.1.3-2: Wrap around model option 1 (baseline) for Freeway case
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Figure A.1.3-3: Wrap around model option 2 (optional) for Freeway case
[Editor’s note: Assumptions on other RSU deployments (if any) will be captured here.]
FFS on how to handle mobility and handover related issue
A.1.4 Channel model

Assumptions for channel between two vehicle UEs are in Table A.1.4-1.

Table A.1.4-1: Assumptions for vehicle-to-vehicle channel
	Parameter
	Urban case
	Freeway case

	Pathloss model
	WINNER+ B1 Manhattan grid layout (note that the antenna height should be set to 1.5 m.). Pathloss at 3 m is used if the distance is less than 3 m.
	LOS in WINNER+ B1 (note that the antenna height should be set to 1.5 m.). Pathloss at 3 m is used if the distance is less than 3 m.

	Shadowing distribution
	Log-normal
	Log-normal

	Shadowing standard deviation
	3 dB for LOS and 4 dB for NLOS
	3 dB

	Decorrelation distance
	10 m
	25 m

	Fast fading
	NLOS in Section A.2.1.2.1.1 or A.2.1.2.1.2 in [4] with fixed large scale parameters during the simulation.


Vehicle-to-vehicle channels are updated during the simulation as follows:

· Let N be the number of vehicle UE in system simulation 

· Initialization (at time 0)

· N vehicle locations are generated per agreed drop model

· PL (0) – NxN matrix generated as per vehicle locations and agreed channel models

· Shadowing (in log domain): S(0) – NxN i.i.d. (with the exception that shadowing between two vehicles should be the same in the two directions) normal matrix generated as per agreed shadowing model

· Fading (0) – NxN i.i.d. processes with a common distribution

· Update (at time 100*n ms)

· Vehicle locations are updated as per agreed update rules

· PL(n) – N x N matrix generated as per updated vehicle locations

· S(n) = exp(-D/D_corr) .* S(n-1) +sqrt{ (1-exp(-2*D/D_corr))}.*N_S(n)

· where N_S(n) is an NxN  i.i.d. (with the exception that shadowing between two vehicles should be the same in the two directions) normal matrix generated  as per the agreed shadowing model

· D is the update distance matrix where D(i,j) is change in distance of link i to j from time n-1 to time n

· Fading process is not impacted due to vehicle location updates – fading is only updated due to time
· UE performance should reflect fast fading variation within the subframe 

Assumptions for channel between a UE and a macro eNB in the cell layout in Figures A.1.3-1, A.1.3-2, and A.1.3-3 are in Table A.1.4-2. For Urban case and option 2 of Freeway case, assumptions not in Table A.1.4-2 are the same as the assumptions of 3GPP case 1 in A.2.1.1.1 in [7]. For option 1 of Freeway case, assumptions not in Table A.1.4-2 are the same as the assumptions of 3GPP case 3 in A.2.1.1.1 in [7].

Table A.1.4-2: Assumptions for channel between UE and macro eNB
	Parameter
	Assumption

	Pathloss model
	128.1 + 37.6log10(R), R in kilometers 

	Penetration loss
	0 dB

	Shadowing distribution
	Log-normal

	Shadowing standard deviation
	8 dB

	Decorrelation distance
	50 m

	Fast fading
	3GPP Spatial Channel Model (SCM) NLOS in [7] with fixed large scale parameters during the simulation.


Shadowing is updated as follows:
· Let M be the number of eNB sites 

· Initialization (at time 0) 

· Shadowing: SeNB2UE,i(0) =R*Ni (0)


[image: image12.emf] 

1/2

10.50.5

0.51

0.5

0.50.51

R
























· R is a MxM matrix to generate shadowing correlation between eNB sites. 

· A Shadowing correlation factor of 0.5 for the shadowing between eNB sites and of 1.0 between sectors of the same eNB site are used 

· SeNB2UE,i(0): Mx1 shadowing values between the ith UE and eNB sites 

· Ni(0): Mx1 i.i.d. normal vector generated for the ith UE. 

· Update (at time 100*n ms) 

· UE locations are updated as per A.1.2.
· SeNB2UE,i (n) = exp(-Di/D_corr) .* SeNB2UE,i (n-1) +sqrt{(1-exp(-2*Di/D_corr))}.*(R*Ni (n)) 

· where Ni (n) is an Mx1 i.i.d. normal vector for the ith UE. 

· Di denotes the update distance matrix for the ith UE where Di(k,k) is change in distance of the ith UE to the kth eNB site from time n-1 to time n. Note that Di is a diagonal matrix. 

· D_corr = 50m 
A.1.5 Traffic model
· Traffic model for V2V
There are two traffic models used in evaluation: Periodic traffic case and Event-triggered traffic case. Periodic traffic case is mandatory. Event-triggered traffic case can be evaluated optionally with or without Periodic traffic.
Every vehicle in the simulation generates messages according to the traffic model.
For Periodic traffic, message generation periods are defined in the following 5 distinctive scenarios in Table A.1.5-1.
Table A. 1.5-1:  Message generation period for Periodic traffic
	Index
	Vehicle dropping scenarios
	Absolute vehicle speed (km/h)
	Message generation period (ms)

	1
	Freeway
	140
	100

	2
	Freeway
	70
	100

	3
	Urban
	60
	100

	4
	Urban
	15
	100

	5
	Urban
	15
	500


For Periodic traffic, working assumption of message size is that one 300-byte message followed by four 190-byte messages, and the time instance of 300-byte size message generation is randomized among vehicles. Note that it is allowed not to consider message size in calculating the performance metric.
For Event-triggered traffic, event arrival follows Poisson process with the arrival rate X (up to company choice) per second for each vehicle. Once event triggered, 6 messages are generated with space of 100ms. Working assumption of message size for Event-trigger traffic at L1 is 800bytes.
· Traffic model for xxx [Editor notes: placeholder of traffic model for V2I/N, V2P in case they are different from that for V2V ]
A.1.6 Performance metric
For evaluation of proposed schemes for V2V, the following metric(s) shall be considered.

· Packet Reception Ratio (PRR) :
· For one Tx packet, the PRR is calculated by X/Y, where Y is the number of UE/vehicles that located in the range (a, b) from the TX, and X is the number of UE/vehicles with successful reception among Y. CDF of PRR and the following average PRR are used in evaluation
· CDF of PRR with a = 0, b = baseline of 320 meters for freeway and 150 meters for urban. Optionally, b = 50 meters for urban with 15 km/h vehicle speed
.
· Average PRR, calculated as (X1+X2+X3….+Xn)/(Y1+Y2+Y3…+Yn) where n denotes the number of generated messages in simulation. with a = i*20 meters, b = (i+1)*20 meters for i=0, 1, …, 25

· FFS Packet Inter-Reception (PIR): time elapsed between two successive successful receptions of two different packets transmitted from node A to node B
Companies should explain the amount of time and frequency resources used for simulation.
A.2 Link level simulation assumptions

For fast fading model in PC5-based V2V, channel model in Section A.2.1.2.1.2 in [4] is used.
Message sizes used in link level simulation for V2V are:

· Baseline: 190, 300, 800 bytes

· Other numbers are not precluded

Assumptions for evaluation of DM RS location is as follows:

· Transmissions in a single TTI (i.e., no HARQ retransmission). It is encouraged to evaluate both SA and data. 

· Baseline: QPSK with coding rate of 0.5

· Optional: QPSK with coding rate of 0.7, 16QAM with coding rate 0.5 (only for data)

· Frequency error: Baseline is to evaluate both {Case 1+Case B} and {Case 2+Case A}. Other cases can be considered, e.g., based on RAN4 feedback.

· Case 1: The extreme case should be assumed, i.e., +0.1 PPM for TX and -0.1 PPM for RX w.r.t. UE’s sync reference. 

· Performance in Case 1 is to check whether the system can work in the extreme case.

· Case 2: Frequency error in each UE is uniformly distributed [-0.1, 0.1] PPM w.r.t. UE’s sync reference.

· Frequency error between sync references of TX and RX:

· Case A: 0 error (i.e., the same reference)

· Case B: The extreme case should be assumed, i.e., +0.05 PPM for TX’s reference and -0.05 PPM for RX’s reference w.r.t. the absolute frequency.

· Companies should describe the receiver algorithm of the evaluated options.
Annex B:
Detailed evaluation results for PC5-based V2V
B.1 Simulation assumptions
– Periodic traffic scenario

	Description
	Source 1
	Source 2
	Source 3
	Source 4
	Source 5
	Source 6
	Source 7

	
	Sceanrio#1, #2, #3, #4, #5
	Sceanrio#1, #2, #3, #4
	Sceanrio#1, #2, #3
	Sceanrio#1, #2, #3, #4
	Sceanrio#1, #2, #3, #4
	Sceanrio#1, #2, #3, #4, #5
	Sceanrio#1, #2, #3, #4, #5

	Carrier frequency (GHz)
	6
	6
	6
	6
	6
	6
	6

	Number of carriers
(1 carrier is baseline)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)
	1(10MHz)
	1(10MHz)
	1 (10 MHz)
	1 (10 MHz)

	Number of subframes used to transmit each message
	190 bytes
	3 (1 control + 2 data) 
	4 (2 control + 2 data)
	1 (control + data)
	1
	1
	4 (4 control + data) 
	4 (4 control + data) 

	
	300 bytes
	4 (1 control + 3 data) 
	5 (2 control + 3 data)
	1 (control + data)
	1
	1
	4 (4 control + data) 
	4 (4 control + data) 

	Number of RBs used to transmit each message in each subframe
	190 bytes
	10 RBs
	10 RBs
	16 RBs
	16RBs
	16RBs
	12 RBs
	12 RBs

	
	300 bytes
	10 RBs
	10 RBs
	32 RBs
	16RBs
	16RBs
	16 RBs
	16 RBs

	Modulation
	190 bytes
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	
	300 bytes
	QPSK
	QPSK
	QPSK
	16QAM
	16QAM
	QPSK
	QPSK

	Transmission power (in case of non-zero MPR, actual power after applying MPR)
	23 dBm
	23 dBm
	23dBm
	23dBm
	23dBm
	23 dBm
	23 dBm

	Physical channel format (e.g., number of RS symbols)
	4 symbol comb-type DMRS positioned at #2, #5, #8, #11 for both of control and data 
	4 symbol comb-type DMRS positioned at #2, #5, #8, #11 for both of control and data 
	4 symbol comb-type DMRS positioned at #3, #6, #9, #12 for both of control and data 
	4 symbol comb-type DMRS positioned at #2, #5, #8, #11
	4 symbol comb-type DMRS positioned at #2, #5, #8, #11
	4 symbol PUSCH DMRS positioned at #2, #5, #8, #11 for both of control and data 
	4 symbol PUSCH DMRS positioned at #2, #5, #8, #11 for both of control and data 

	MPR and inband emission model 
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843

	Synchronization assumptions
	Ideal time synchronization. ''1.2KHz' residual frequency offset in every UE-UE link [8]
	Ideal time synchronization. ''1.2KHz' residual frequency offset in every UE-UE link [8]
	Ideal time synchronization
	Ideal time synchronization. ''1.2KHz' residual frequency offset in every UE-UE link
	Ideal time synchronization. ''1.2KHz' residual frequency offset in every UE-UE link
	Ideal time and frequency synchronization.
	Ideal time and frequency synchronization.

	SA assumption (e.g., SA overhead)
	Control channel containing 30-bit SA is transmitted in a PRB pair in a subframe before the corresponding data transmissions [9]
	Control channel containing 30-bit SA (1 PRB pair) is transmitted twice in the control pool before the corresponding data transmissions in the data pool [9]
	Control channel containing 60-bit SA is transmitted inband with the corresponding data within the same sub-channel(s)
	SA overhead is not assumed
	SA overhead is not assumed
	The SA and the associated data are transmitted in the same subframe and one SA occupies one PRB.
	The SA and the associated data are transmitted in the same subframe and one SA occupies one PRB.

	Remark
	–
	–
	–
	–
	–
	–
	–


	Description
	Source 8
	Source 9
	Source 10
	Source 11
	Source 12

	
	Sceanrio#1, #2, #3, #4
	Sceanrio#1, #2
	Sceanrio#3, #4
	Sceanrio#1, #2
	Sceanrio#3, #4
	Sceanrio#1, #2, #3, #4
	Sceanrio#1, #2, #3, #4, #5

	Carrier frequency (GHz)
	6
	6
	6
	6
	6
	6
	6

	Number of carriers
(1 carrier is baseline)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)
	1 (10 MHz)

	Number of subframes used to transmit each message
	190 bytes
	4 (control and data in each subframe)
	4
	4
	4
	4
	2 data
	4 (2 control + 2 data)

	
	300 bytes
	4 (control and data in each subframe)
	4
	4
	4
	4
	2 data
	4 (2 control + 2 data)

	Number of RBs used to transmit each message in each subframe
	190 bytes
	6 RBs
	12 RBs
	12 RBs
	12 RBs
	12 RBs
	12 RBs
	50RBs

	
	300 bytes
	8 RBs
	24 RBs
	24 RBs
	24 RBs
	24 RBs
	12 RBs
	50RBs

	Modulation
	190 bytes
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	
	300 bytes
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	16QAM
	QPSK

	Transmission power (in case of non-zero MPR, actual power after applying MPR)
	21 dBm
	23 dBm
	23 dBm
	23 dBm
	23 dBm
	23 dBm
	23dBm

	Physical channel format (e.g., number of RS symbols)
	4 DMRS symbols at #2, #5, #9, #12 positions for control and data
	15KHz subcarrier spacing, 

4 DMRS Symbols at #3, #6, #9, #12
	15KHz subcarrier spacing, 

4 DMRS Symbols at #3, #6, #9, #12
	30KHz subcarrier spacing,

2 DMRS Symbols at #4, #11
	30KHz subcarrier spacing,

2 DMRS Symbols at #4, #11
	4 symbol comb-type DMRS positioned at #2, #5, #8, #11
	4 symbol PUSCH DMRS positioned at #2, #5, #8, #11 for both of control and data

	MPR and inband emission model 
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	According to SI evaluation assumptions, with

{W, X, Y, Z} = {3, 6, 3, 3}
	According to SI evaluation assumptions, with

{W, X, Y, Z} = {3, 6, 3, 3}
	According to SI evaluation assumptions, with

{W, X, Y, Z} = {3, 6, 3, 3}
	According to SI evaluation assumptions, with

{W, X, Y, Z} = {3, 6, 3, 3}
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843

	Synchronization assumptions
	Ideal time synchronization. For frequency synchronization we randomly chose frequency offset and apply a corresponding loss.
	Ideal time frequency synchronization (GNSS/GNSS-equivalent)
	Ideal time frequency synchronization (GNSS/GNSS-equivalent)
	Ideal time frequency synchronization (GNSS/GNSS-equivalent)
	Ideal time frequency synchronization (GNSS/GNSS-equivalent)
	Ideal time synchronization. ''1.2KHz” residual frequency offset in every UE-UE link
	Ideal time synchronization and frequency offset

	SA assumption (e.g., SA overhead)
	48-bit SA is transmitted in the  same subframes as DATA and adjacent in frequency with DATA
	D2D Rel-12 SA Format
	D2D Rel-12 SA Format
	D2D Rel-12 SA Format
	D2D Rel-12 SA Format
	Ideal SA decoding
	Control channel occupy 20% of the SA Period,SA and Data is TDM(e.g., Control channel occupy 8 ms when SA Period is 40ms)

	Remark
	–
	15KHz, QPSK, TDM/UE-Cycling, 4 TTIs, T-RPT R-Start Time
	15KHz, QPSK, TDM/Geo, 4 TTIs, T-RPT R-Start Time
	30KHz, QPSK, TDM/UE-Cycling, 4 TTIs, T-RPT Fully Random
	30KHz, QPSK, TDM/Geo, 4 TTIs, T-RPT R-Start Time
	–
	–


It is further noted that resource allocation principles used by sources are different and are summarized below:

1)  Source 1: Collision avoidance based on sensing and location-based resource selection [9]

2)  Source 2: Control pool FDMed with data pool, random resource selection and location-based resource selection [9]

3)  Source 3: 
A. "Sensing based semi-persistent resource occupy": 
i. UE sensing available resource via energy measurement and SA decoding.
ii. UE detect resource collision via energy measurement and broadcast it in SA.
iii. Once selected from available resources, the resource is persistently occupied by UE, until been notified as collision by other UE(s).

iv.  See more detail in [10] 

4)  Source 4: 
A. Collision avoidance:
i. Assuming UE enters NW one by one, and randomly selects a subframe within a set of least interfered subframes, and then selects the least interfered Freq. resource in the subframe [11]

5)  Source 5: 
A. eNB scheduling with UE location information:
i. eNB schedules UE to a subframe such that the minimum distance to other UEs assigned the same SF is largest, and then selects Freq. resource in the same way [11]
6)  Source 6: eNB randomly allocates sub-band resources which are not occupied to UEs
7)  Source 7: Choose resources randomly in time and frequency domain
8)  Source 8: Location-based resource partitioning and random resource allocation. For location based subset of subframes are mapped to a set of locations. UEs within that set of location transmit only on the subset of the subframes. Within each subset of subframes SA+DATA transmissions are adjacent in frequency and occupy random resources.
9)  Source 9:

A. Scenario#1, #2: TDM of SA and Data Pools, PSCCH  with UE-specific transmission cycle: 2 random TTIs out of 8 upcoming PSCCH subframes; PSSCH with UE-specific transmission cycle, 4 TTIs out of 32 upcoming PSSCH subframes, Random time offset within T-RPT subframes [12]

B. Scenario#3, #4: TDM of SA and Data Pools, PSCCH/PSSCH 8SFs/32SFs, Random time offset within T-RPT subframes [13], Spatial reuse over even/odd PSCCH/PSSCH period according to [14]
10) Source 10:
A. Scenario#1, #2: TDM of SA and Data Pools, PSCCH  with UE-specific transmission cycle: 2 random TTIs out of 8 upcoming PSCCH subframes; PSSCH with UE-specific transmission cycle, 4 TTIs out of 32 upcoming PSSCH subframes, fully randomized T-RPT pattern [12]

B. Scenario#3, #4: TDM of SA and Data Pools, PSCCH/PSSCH 16SFs/64SFs, Random time offset within T-RPT subframes [13], Spatial reuse over even/odd PSCCH/PSSCH period according to [14]
11) Source 11: Random scheduling (2 sub-frames out of 32 sub-frames for a MAC PDU). Frequency hopping enabled.
12) Source 12: Random resource selection [16]
– Event-triggered traffic scenario 
	Description
	Source 12
	Source 13
	Source 14
	Source 15
	Source 16
	Source 17

	
	Sceanrio#1
	Sceanrio#1
	Sceanrio#1
	Sceanrio#1
	Sceanrio#1
	Sceanrio#1

	Carrier frequency (GHz)
	6
	6
	6
	6
	6
	6

	Number of carriers
(1 carrier is baseline)
	1 (10 MHz)
	1 (10 MHz)
	1
	1
	1
	1

	Periodic scenario (e.g., periodic off, scenario#1..)
	Periodic on,scenario#1
	Periodic off,scenario#1
	Scenario#1
	Scenario#1
	Scenario#1
	Scenario#1

	Number of subframes used to transmit each message
	190 bytes
	4 (2 control + 2 data)
	4 (2 control + 2 data)
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data

	
	300 bytes
	4 (2 control + 2 data)
	4 (2 control + 2 data)
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data

	
	800 bytes
	4 (2 control + 2 data)
	4 (2 control + 2 data)
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data
	2 control + 2 data

	Number of RBs used to transmit each message in each subframe
	190 bytes
	50RBs
	–
	12RBs
	12RBs
	12RBs
	12RBs

	
	300 bytes
	50RBs
	–
	25RBs
	25RBs
	25RBs
	25RBs

	
	800 bytes
	50RBs
	50RBs
	50RBs
	50RBs
	50RBs
	50RBs

	Modulation
	190 bytes
	QPSK
	–
	QPSK
	QPSK
	QPSK
	QPSK

	
	300 bytes
	QPSK
	–
	QPSK
	QPSK
	QPSK
	QPSK

	
	800 bytes
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Transmission power (in case of non-zero MPR, actual power after applying MPR)
	23dBm
	23dBm
	23dBm
	23dBm
	23dBm
	23dBm

	Physical channel format (e.g., number of RS symbols)
	4 symbol PUSCH DMRS positioned at #2, #5, #8, #11 for both of control and data
	4 symbol PUSCH DMRS positioned at #2, #5, #8, #11 for both of control and data
	4 RS symbols
	4 RS symbols
	4 RS symbols
	4 RS symbols

	MPR and inband emission model 
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	'{W, X, Y, Z} = {3, 6, 3, 3}' as in TR 36.843
	Not modelled
	Not modelled
	Not modelled
	Not modelled

	Synchronization assumptions
	Ideal time synchronization and frequency offset
	Ideal time synchronization and frequency offset
	Time: ideal,  Frequency: +/-0.1PPM
	Time: ideal,  Frequency: +/-0.1PPM
	Time: ideal,  Frequency: +/-0.1PPM
	Time: ideal,  Frequency: +/-0.1PPM

	SA assumption (e.g., SA overhead)
	Control channel occupy 20% of the SA Period,SA and Data is TDM(e.g., Control channel occupy 8 ms when SA Period is 40ms)
	Control channel occupy 20% of the SA Period,SA and Data is TDM(e.g., Control channel occupy 8 ms when SA Period is 40ms)
	59 bit
	59 bit
	59 bit
	59 bit

	Detailed assumptions for event-triggered traffic (e.g., event probability)
	Average waiting time is 1s per Packet
	Average waiting time is 1s per Packet
	X = 0.01
	X = 0.01
	X = 0.01
	X = 0.01

	Remark
	–
	–
	–
	–
	–
	–


It is further noted that resource allocation principles used by sources are different and are summarized below:

1)  Source 12: Random resource selection [16]
2)  Source 13: Random resource selection [16]
3)  Source 14: Random resource selection for periodical messages and emergency triggered messages;  2 blind retransmissions for emergency triggered messages [15]
4)  Source 15: Random resource selection for periodical messages and cooperative retransmission for emergency triggered messages; 2 blind retransmissions for emergency triggered messages [15]
5)  Source 16: Random resource selection for periodical messages and emergency triggered messages; 4 blind restransmission for emergency triggered messages [15]
6)  Source 17: Random resource selection for periodical messages and cooperative retransmission for emergency triggered messages;4 blind restransmission for emergency triggered messages [15]
B.2 Simulation results
Maximum coupling loss (MCL) of each source is as follows:
– Periodic traffic scenario

	Description
	Message size

(Byte)
	Scenario#1
	Scenario#2
	Scenario#3
	Scenario#4
	Scenario#5

	Source 1
	190
	130.01 for NLOS
	129.87 for NLOS
	129.87 for NLOS
	129.37 for NLOS
	129.37 for NLOS

	
	300
	129.95 for NLOS
	129.89 for NLOS
	129.89 for NLOS
	129.55 for NLOS
	129.55 for NLOS

	Source 2
	190
	130.01 for NLOS
	129.87 for NLOS
	129.87 for NLOS
	129.37 for NLOS
	–

	
	300
	129.95 for NLOS
	129.89 for NLOS
	129.89 for NLOS
	129.55 for NLOS
	–

	Source 3
	190
	128.14 for NLOS
	129.24 for NLOS
	129.24 for  LOS

124.69 for NLOS
	–
	–

	
	300
	127.22 for NLOS
	127.75 for NLOS
	127.75 for  LOS

122.51 for NLOS
	–
	–

	Source 4
	190
	125.3 for NLOS
	125.7 for NLOS
	125.7 for NLOS
	126.2 for NLOS
	–

	
	300
	122 for NLOS
	122.7 for NLOS
	122.7 for NLOS
	123.2 for NLOS
	–

	Source 5
	190
	125.3 for NLOS
	125.7 for NLOS
	125.7 for NLOS
	126.2 for NLOS
	–

	
	300
	122 for NLOS
	122.7 for NLOS
	122.7 for NLOS
	123.2 for NLOS
	–

	Source 6
	190
	124.2 for NLOS
	124.8 for NLOS
	125.2 for NLOS
	125 for NLOS
	125 for NLOS

	
	300
	123.6 for NLOS
	123.5 for NLOS
	123.7 for NLOS
	123.6 for NLOS
	123.6 for NLOS

	Source 7
	190
	124.2 for NLOS
	124.8 for NLOS
	125.2 for NLOS
	125 for NLOS
	125 for NLOS

	
	300
	123.6 for NLOS
	123.5 for NLOS
	123.7 for NLOS
	123.6 for NLOS
	123.6 for NLOS

	Source 8
	190
	132.70 for NLOS
	133.90 for NLOS
	133.32 for NLOS
	134.10 for NLOS
	–

	
	300
	130.9 for NLOS
	132.10 for NLOS
	132.15 for NLOS
	132.40 for NLOS
	–

	Source 9
	190
	132 for NLOS
	132.9 for NLOS
	132.9 for NLOS
	131.6 for NLOS
	–

	
	300
	130.4 for NLOS
	130.6 for NLOS
	130.6 for NLOS
	130.2 for NLOS
	–

	Source 10
	190
	128.4 for NLOS
	129.5 for NLOS
	129.5 for NLOS
	128.4 for NLOS
	–

	
	300
	127.1 for NLOS
	127.5 for NLOS
	127.5 for NLOS
	127.1 for NLOS
	–

	Source 11
	190
	128.45 for NLOS
	129.55 for NLOS
	129.45 for NLOS
	128.55 for NLOS
	–

	
	300
	127.15 for NLOS
	126.65 for NLOS
	126.55 for NLOS
	126.35 for NLOS
	–

	Source 12
	190
	125.5 for NLOS
	128.8 for NLOS
	125.5 for NLOS
	125.8 for NLOS
	125.8 for NLOS

	
	300
	124 for NLOS
	126.7 for NLOS
	124 for NLOS
	123.8 for NLOS
	123.8 for NLOS


– Event-triggered traffic scenario

	Description
	Message size

(Byte)
	Scenario#1
	Scenario#2
	Scenario#3
	Scenario#4
	Scenario#5

	Source 12
	190
	125.5 for NLOS
	–
	–
	–
	–

	
	300
	124 for NLOS
	–
	–
	–
	–

	
	800
	115 for NLOS
	–
	–
	–
	–

	Source 13
	190
	–
	–
	–
	–
	–

	
	300
	–
	–
	–
	–
	–

	
	800
	115 for NLOS
	–
	–
	–
	–

	Source 14
	190
	122.66
	–
	–
	–
	–

	
	300
	123.47
	–
	–
	–
	–

	
	800
	116.46
	–
	–
	–
	–

	Source 15
	190
	122.66
	–
	–
	–
	–

	
	300
	123.47
	–
	–
	–
	–

	
	800
	116.46
	–
	–
	–
	–

	Source 16
	190
	122.66
	–
	–
	–
	–

	
	300
	123.47
	–
	–
	–
	–

	
	800
	119.26
	–
	–
	–
	–

	Source 17
	190
	122.66
	–
	–
	–
	–

	
	300
	123.47
	–
	–
	–
	–

	
	800
	119.26
	–
	–
	–
	–


It is noted that MCL is calculated by the following equation:
MCL (dB) = maximum transmit power (dBm) + transmit antenna gain + receive antenna gain – (thermal noise density (dBm/Hz) + receiver noise figure (dB) + 10∙log10(occupied channel bandwidth (Hz)) + required SINR (dB))
Average PRR of each source is as follows (a=n*20 m, b=(n+1)*20 m):
– Periodic traffic scenario

· Source 1
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– Event-triggered traffic scenario
· Source 12
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CDF of PRR of each source is as follows (a=0, b=320 m for scenario#1, #2 and b=150 m for scenario#3, #4, #5):
– Periodic traffic scenario
· Source 1
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· Source 5
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· Source 7
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· Source 9

[image: image39]
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· Source 12
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– Event-triggered traffic scenario
· Source 12
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· Source 13
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· Source 14
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· Source 15
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· Source 16
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CDF of PRR of each source is as follows (a=0, b=50 m for scenario#4, #5):
– Periodic traffic scenario
· Source 4
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· Source 6
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� “Vehicle” UE in this clause indicates UE in PC5 V2V. This terminology is only used for discussion convenience.


� Note that the system should work for all the bands up to 6 GHz, including 5.9 GHz. This study is not intended to make any implication for the study on channel above 6 GHz.


� The intention is to capture the sparse and medium cases in [6].


� This optional value shall not be used to justify the fulfilment of SA1 requirements. It shall only apply to system-level evaluations.
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