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7.2.1
Aperiodic CSI Reporting using PUSCH

· Wideband feedback

· Mode 1-1 description:

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands
· A single wideband CQI value which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands
· When RI>1, an additional 3-bit wideband spatial differential CQI, which is shown in Table 7.2-2.
· Subband size is given by Table 7.2.1-3.
· The UE shall report the selected single precoding matrix indicator except with 8 CSI-RS ports configured for transmission modes 9 and 10 or with alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8, 9 and 10, in which case a first and second precoding matrix indicator are reported corresponding to the selected single precoding matrix.

· For transmission modes 4, 8, 9 and 10, the reported PMI and CQI values are calculated conditioned on the reported RI. For other transmission modes they are reported conditioned on rank 1.
· Mode 1-0 description:

· A UE shall report a wideband CQI value which is calculated assuming transmission on set S subbands.
· Subband size is given by Table 7.2.1-3.
· The wideband CQI represents channel quality for the first codeword, even when RI>1.
· For transmission mode 3 the reported CQI value is calculated conditioned on the reported RI. For other transmission modes they are reported conditioned on rank 1.











































































