


[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: _Ref446688366][bookmark: _GoBack]3GPP TSG RAN WG1 Meeting #86	 	R1-167871
Gothenburg, Sweden, 22-26 August 2016

Source: 	Ericsson
Title:	Discussion on Pedestrian Authorization
Agenda Item:	7.2.3.2
Document for:	Discussion and Decision
Discussion
RAN plenary indicated in WID RP-161298:
3)	To specify enhancements for support of V2P service:
a)	Random resource selection for P-UEs potentially on the PC5 resource pool shared with V-UE transmissions, with additional study on sensing operation during a limited time for P-UEs [RAN1, RAN2]
b)	Authorization for pedestrian UEs, if necessary [RAN3, RAN2 if needed]
In a companion contribution [1] we discuss the details of the resource allocation for pedestrians according to 3a). As discussed in [1] the Pedestrian UE resource allocation may be achieved by a new Transmission Mode or by enabling restricted sensing on V2V “Mode-2” (final TM name pending). It makes sense that the NW can control which devices are allowed to use such simplified TMs, both in order to plan radio resources properly and to avoid opportunistic use of simplified resource allocation. For this purpose we propose a draft LS [2].
Proposal:
· Inform RAN3 about the need for a specific authorization for V2X Transmission Mode 3.

In ProSe the authorization bits defined by RAN3 are reflected in the RRC specifications 36.331. However, for Pedestrians, we believe that a different solution is required because the impact of the Pedestrian authorization is in TM restrictions and possibly sensing restrictions, which are RAN1 details likely captured in 36.213. We suggest to capture the authorization in the following way:
Proposals:
· Capture the Pedestrian authorization in RAN1 specifications, e.g., 36.213 (pending decision by the Editor)
· The Pedestrian Authorization determines whether the new TM for Pedestrian is allowed and whether a UE is allowed to perform reduced sensing.
Conclusions 
In this paper we discuss the Pedestrian authorization:
Proposals:
· Inform RAN3 about the need for a specific authorization for V2X Transmission Mode 3.
· Capture the Pedestrian authorization in RAN1 specifications, e.g., 36.213 (pending decision by the Editor)
· The Pedestrian Authorization determines whether the new TM for Pedestrian is allowed and whether a UE is allowed to perform reduced sensing.
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