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1 Introduction
A summary of the evaluation results for NCJT performance for TR 36.741.
2 Text Proposal
<Unchanged sections omitted>
<Start of first changed section>
7
Evaluation Results
In this section, evaluation results of NCJT and CS/CB are provided with the following four agreed deployment scenarios (details provided in Appendix A):

· Scenario A: Indoor small cell deployment 

· Scenario B: Macro cell deployment

· Scenario C/D: co-channel/ non co-channel macro cell and outdoor small deployment
For scenario A and B, evaluation results of NCJT and CS/CB have been collected from 3 sources and 5 sources, respectively. The detailed evaluation methodology used by all resources can be found in Annex A. Note that the performance differences in different sources exist and could be explained by the fact that different sources may use different assumptions, such as the scheduler, CSI calculation and baselines, etc.  Detailed evaluation assumptions used by a specific source can be found in the referred contribution.
7.1 Evaluation results of NCJT
Performance evaluation of NCJT for Scenario A and B is provided in Clause 7.1. Table 7.1-1 shows the spectral efficiency results of NCJT versus single cell SU-MIMO transmission and DPS/DPB in Scenario A.  2T4R are used with ideal backhaul links.
Table 7.1-1: Absolute and relative performance gain of NCJT in Scenario A with non-full buffer

	RU
	Source
	Schemes
	5% UPT
	50% UPT
	95% UPT
	Mean UPT

	 (RU~5%)
	R1-166547
	SU-MIMO
	28.47
	58.47
	58.99
	52.83

	
	
	NCJT
	33.63 (18%)
	97.54 (67%)
	99.63 (69%)
	77.57 (47%)

	
	R1-166332
	DPS/DPB
	38.10
	56.34
	56.34
	54.25

	
	
	NCJT
	45.45 (19.29%)
	74.07 (31.47%)
	85.11 (51.06%)
	70.41 (29.79%)

	(RU~15%)
	R1-166547
	SU-MIMO
	19.53
	54.81
	58.99
	46.82

	
	
	NCJT
	20.57 (6%)
	58.66 (7%)
	99.39 (68%)
	63.92 (37%)

	 (RU~20%)
	R1-166547
	SU-MIMO
	11.97
	40.24
	58.91
	39.15

	
	
	NCJT
	12.14 (1%)
	44.62 (11%)
	98.99 (68%)
	49.87 (27%)

	
	R1-166332
	DPS/DPB
	15.07
	55.56
	56.34
	46.31

	
	
	NCJT
	16.09 (6.77%)
	55.95 (0.7%)
	81.67 (44.96)
	52.15 (12.55%)

	 (RU~40%)
	R1-166547
	SU-MIMO
	6.27
	27.76
	58.74
	30.65

	
	
	NCJT
	6.65 (6%)
	28.65 (3%)
	98 (67%)
	36.15 (18%)


Table 7.1-2 shows the spectral efficiency results of NCJT versus single cell SU-MIMO transmission with 2T4R and 8T4R in Scenario B.
Table 7.1-2: Relative performance gain of NCJT in Scenario B with non-full buffer (R1-167144)
	RU
	Antenna
	Mean UPT
	5% UPT
	50% UPT
	95% UPT

	 (RU~5%)
	2T4R
	21.78%
	11.24%
	21.34%
	28.63%

	
	8T4R
	30.02%
	22.37%
	17.23%
	63.05%

	 (RU~20%)
	2T4R
	20.43%
	9.63%
	19.56%
	20.43%

	
	8T4R
	27.75%
	12.97%
	24.73%
	54.53%

	 (RU~40%)
	2T4R
	19.82%
	-1.49%
	19.70%
	27.20%

	
	8T4R
	12.63%
	-30.38%
	40.67%
	52.33%
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