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1 Introduction
A summary of the evaluation results for CS/CB performance for TR 36.741.
2 Text Proposal
<Unchanged sections omitted>
<Start of first changed section>
7
Evaluation Results
7.1 Evaluation results of NCJT
7.2 Evaluation results of CS/CB

Performance evaluation of CS/CB for Scenario A and B is provided in Clause 7.2. Table 7.2-1 shows the spectral efficiency results of CS/CB in Scenario A with non-full buffer.  
Table 7.2-1: Absolute and relative performance gain of CS/CB in Scenario B with non-full buffer

	RU
	Antenna
	Source 
	Schemes
	5% UPT
	50% UPT
	95% UPT
	Mean UPT

	(RU~20%)
	8T2R
	R1-166548
	SU-MIMO
	7.99
	23.1
	55.53
	26.94

	
	
	
	CS/CB(1)
	8.58 (7.4%)
	25.7 (11.3%)
	55.62 (0.2%)
	29 (7.6%)

	
	
	
	SU-MIMO
	7.91
	22.98
	55.52
	26.87

	
	
	
	CS/CB(2)
	8.61 (8.8%)
	25.06 (9.1%)
	55.57 (0.1%)
	28.47 (6%)

	(RU~40%)
	8T2R
	R1-166548
	SU-MIMO
	4.66
	14.77
	51.09
	19.28

	
	
	
	CS/CB(1)
	5.26 (12.9%)
	17.67 (19.6%)
	55.2 (8%)
	21.84 (13.3%)

	
	
	
	SU-MIMO
	4.65
	14.64
	51.09
	19.23

	
	
	
	CS/CB(2)
	5.42 (16.6%)
	16.97 (15.9%)
	54.81 (7.3%)
	21.22 (10.3%)

	
	
	R1-167146
	SU-CS/CB
	4.46%
	N/A
	N/A
	-1.79%

	
	
	
	MU-CS/CB
	8.82%
	N/A
	N/A
	0.59%

	(RU~60%)
	8T2R
	R1-166548
	SU-MIMO
	2.52
	9.27
	39.24
	13.3

	
	
	
	CS/CB(1)
	2.95 (17.1%)
	11.64 (25.6%)
	43.19 (10.1%)
	15.72 (18.2%)

	
	
	
	SU-MIMO
	2.48
	9.21
	38.87
	13.28

	
	
	
	CS/CB(2)
	3.11 (25.4%)
	10.98 (19.2%)
	41.64 (7.1%)
	15.08 (13.6%)

	
	
	R1-167146
	SU-CS/CB
	16.32%
	N/A
	N/A
	-0.14%

	
	
	
	MU-CS/CB
	8.32%
	N/A
	N/A
	-0.63%

	
	16T2R
	R1-167146
	SU-CS/CB
	11.38%
	N/A
	N/A
	-0.65%


Table 7.2-2 shows the spectral efficiency results of CS/CB with full buffer in Scenario B.
Table 7.2-2: Absolute and relative performance gain of CS/CB in Scenario B with full buffer

	Source 
	Antenna
	Schemes
	Spectrum efficiency
	Cell edge spectrum efficiency

	R1-166336
	16T2R
	SU-MIMO
	3.0375
	0.0187

	
	
	SU-CS/CB
	2.9046 (-4.38%)
	0.0257 (37.43%)

	
	
	MU-MIMO
	3.2621
	0.0237

	
	
	Case 1
	MU-CS/CB (1)
	3.2395 (-0.69%)
	0.022 (-7.17%)

	
	
	
	MU-CS/CB (2)
	2.99 (-8.43%)
	0.0311 (31.22%)

	
	
	Case 2
	MU-CS/CB (1)
	3.2572 (-0.15%)
	0.0252 (6.33%)

	
	
	
	MU-CS/CB (2)
	2.9094 (-10.81%)
	0.0288 (21.52%)

	R1-166712
	64 physical antenna
	FD-MIMO
	11.545
	0.251

	
	
	CS/CB with FD-MIMO
	13.5 (17%)
	0.448 (78%)


Table 7.2-3 shows the spectral efficiency results of CS/CB with non-full buffer in Scenario A.

Table 7.2-3: Relative performance gain of CS/CB in Scenario A with non-full buffer (R1-167649)
	RU
	Cluster size
	Schemes
	Mean user throughput
	Cell-edge user throughput

	(RU~20%)
	4TP
	No-CoMP
	0%
	0%

	
	
	CS/CB
	-3%
	16%

	
	8TP
	No-CoMP
	0%
	0%

	
	
	CS/CB
	-6%
	63%

	(RU~40%)
	4TP
	No-CoMP
	0%
	0%

	
	
	CS/CB
	8%
	42%

	
	8TP
	No-CoMP
	0%
	0%

	
	
	CS/CB
	20%
	170%
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