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1. Background:

RAN1 had discussion regarding subcarrier grid for NR and reached the following agreements yesterday.
Agreements:
· RAN1 will down select between following alternatives in the next meeting.
· Alt.1

· Assuming the subcarriers in a PRB are numbered from 0 to 11, for a given SCS F0, subcarrier 0 always coincide with a subcarrier 0 of all SCS of order less than F0.

· Alt.2

· For a given SCS F0, subcarrier 0 has SCS dependent offset of PRB boundary based on the largest subcarrier spacing supported by the carrier.
· Fractional PRB is not supported in Rel. 15

The description of Alt.2 is unclear.

2. Proposal:
Change the description of Alt.2 as follows.
Agreements:
· RAN1 will down select between following alternatives in the next meeting.
· Alt.1

· Assuming the subcarriers in a PRB are numbered from 0 to 11, for a given SCS F0, subcarrier 0 always coincide with a subcarrier 0 of all SCS of order less than F0.

· Alt.2

· Assuming the subcarriers in a PRB are numbered from 0 to 11, subcarrier 0 for the largest SCS FM=15kHz x 2M supported by a NR carrier coincides with a subcarrier 2K-1-1 for smaller SCS of FN=FM x 2-K (K=1,2,…).
· Note: Above two alternatives does not preclude the usage of frequency shift (e.g., half tone-shift of 15 kHz for all numerologies). If frequency shift is applied, the relative position among subcarriers in both Alt.1 and Alt.2 should be maintained.
· 
· Fractional PRB is not supported in Rel. 15

