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8.0	UE procedure for transmitting the physical uplink shared channel
< Unchanged parts are omitted >
Table 8-2g: k for TDD configurations 0-6 and UE configured with symPUSCH-UpPts-r14
	TDD UL/DL
Configuration
	subframe number n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	4
	5
	
	
	
	4
	5
	
	
	

	1
	6
	6
	
	
	4
	6
	6
	
	
	4

	2
	
	5
	
	4
	
	
	5
	
	4
	

	3
	4
	
	
	
	
	
	
	4
	4
	4

	4
	
	
	
	
	
	
	
	4
	4
	4

	5
	
	
	
	
	
	
	
	4
	4
	

	6
	7
	7
	
	
	
	7
	7
	
	
	5



< Unchanged parts are omitted >
A UE configured with parameter PUSCHEnh-Configuration shall upon detection on a given serving cell of an PDCCH/EPDCCH with DCI Format 0C intended for the UE, perform a corresponding PUSCH transmission in subframe(s) n+ki if a transport block corresponding to the HARQ process of the PUSCH transmission is generated as described in [8] with i = 0, 1, …, N-1 according to the PDCCH/EPDCCH, where
-	subframe n is the last subframe in which the PDCCH/EPDCCH is transmitted; and
-	x≤k0<k1<…,kN-1 and the value of N is given by Table 8-2g 8.2g based on the repetition number field in the corresponding DCI Format 0C; and
-	in case N>1, subframe(s) n+ki with i=0,1,…,N-1 are N consecutive UL subframe(s) starting with subframe n+x,  and in case N=1, k0=x; 
-	for FDD, x = 4; 
-	for TDD UL/DL configurations 1-6, the value of x is given as the value of k in Table 8-2 for the corresponding TDD UL/DL configuration; If the value x is not given in Table 8-2 for subframe n, denote subframe n’ as the first downlink/special subframe which has a value in Table 8-2 after subframe n, and substitute n with n’ in the above procedure for performing the PUSCH transmission.



-	for TDD UL/DL configuration 0 and N=1, if the MSB of the UL index in the PDCCH with DCI format 0C is set to 1, the value of x is given as the value of k in Table 8-2 for the corresponding TDD UL/DL configuration; if the LSB of the UL index in the PDCCH with DCI format 0C is set to 1, x = 7. The UE is not expected to receive DCI format 0C with both the MSB and LSB of the UL index set to 1 when N>1. In case both the MSB and LSB of the UL index are set to 1, the HARQ process number of the PUSCH corresponding the MSB of the UL index is  and the HARQ process number of the PUSCH corresponding the LSB of the UL index is , where  is determined according to the HARQ process number field in DCI format 0C

Table 8-2g 8.2g: PUSCH repetition levels (DCI Format 0C)
	Repetition Number field in DCI Format 0C
	Number of repetitions N

	000
	1

	001
	2

	010
	4

	011
	8

	100
	12

	101
	16

	110
	24

	111
	32

	
	

	
	

	
	

	
	

	
	


< Unchanged parts are omitted >
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