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1. Overall Description: 
RAN1 has received the LS in R1-1706866 (R2-1703942) from RAN2 with the following contents on resource reselection for P2X UEs

	During RAN2#97bis meeting, RAN WG2 has discussed the following RAN1 agreement which has RAN2 impacts:

For P-UEs performing random resource selection,

· Resource is reselected for every TB if only random selection is allowed in the TX pool.

· Resource is reselected following the semi-persistent resource reservation procedure if partial sensing is allowed in the TX pool.

RAN2 has some concerns about the above technical solution which allows P-UEs using random selection to perform semi-persistent resource reservation, which is deterministic rather than random. Particularly, this solution may cause a problem that the resources selected by a P-UE collide with those selected by another P-UE in the same pool persistently, regardless of whether partial sensing or random selection is used by another P-UE. 

In this respect, RAN2 would like to ask RAN1 to answer the following question:

1) What is the potential motivation or benefit of having a new resource selection mode for P-UEs performing random selection when sharing the same transmission pool with P-UEs performing partial sensing?


Answers to the question by RAN2

RAN1 thanks RAN2 for the LS in R1-1706866 (R2-1703942). RAN1 has been discussing the problems described in the LS. To solve the persistent collision problem identified in the LS, RAN1 has decided to modify the behavior of P-UEs in the following way:

· (Pre)configuration indicates whether resource reservation shall be used or not by P-UEs if only random selection is allowed in the TX pool.

· (Pre)configuration indicates whether resource reservation shall be used or not by UEs if partial sensing is allowed in the TX pool.
2. Actions:

To RAN WG2: 
RAN1 respectfully asks RAN2 to take the above information into account.
3. Dates of next TSG-RAN WG1 Meetings: 

TSG RAN WG1 Meeting #90
21 - 25 Aug 2017   

Prague, CZ
TSG RAN WG1 Meeting #90bis
9 - 13 Oct 2017   

Prague, CZ

