Page 1



3GPP TSG-RAN1 Meeting #89 
R1-1709340
Hangzhou, China, 15th – 19th May 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.211
	CR
	0377
	rev
	-
	Current version:
	13.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Clarification of frequency hopping for “PDCCH order” initiated PUSCH 

	
	

	Source to WG:
	Nokia

	Source to TSG:
	

	
	

	Work item code:
	LTE_MTCe2_L1-Core
	
	Date:
	2017-05-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Existing specifications do not make clear how to configure frequency hopping for “PDCCH order” initiated PUSCH transmissions (C-RNTI).   Currently, text in 36.211 could be interpreted as suggesting frequency hopping for “PDCCH order” initiated msg3 PUSCH transmissions, as being either:

(a)
Set by the higher layer parameter “pusch-HoppingConfig”

(b)
Always Disabled 

(c)
Set by the higher layer parameter “rar-HoppingConfig”

	
	

	Summary of change:
	Add text to clarfify that frequency hopping for “PDCCH order” initiated PUSCH transmissions is aligned to the RACH higher layer configuration parameter “rar-HoppingConfig”

	
	

	Consequences if not approved:
	Mismatch between UE and network configuration of frequency hopping for “PDCCH order” initiated PUSCH transmissions.

	
	

	Clauses affected:
	5.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


5.3.4
Mapping to physical resources

<Unchanged parts are omitted>

For BL/CE UEs, the PRB resources within the narrowband 
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 for PUSCH transmission in the first subframe are obtained from the DCI as described in clauses 5.3.3.1.10 and 5.3.3.1.11 in [3]. The PUSCH is transmitted with 
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repetitions. The PUSCH transmission spans 
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 consecutive subframes, including non-BL/CE UL subframes where the UE postpones the PUSCH transmission if 
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. For BL/CE UE in CEModeA, PUSCH frequency hopping is enabled when the higher-layer parameter pusch-HoppingConfig is set and the frequency hopping flag in DCI format 6-0A indicates frequency hopping, otherwise frequency hopping is disabled. For BL/CE UE in CEModeB, PUSCH frequency hopping is enabled when the higher-layer parameter pusch-HoppingConfig is set, otherwise frequency hopping is disabled. If frequency hopping is not enabled for PUSCH, the PUSCH repetitions are located at the same PRB resources at the same narrowband 
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. If frequency hopping is enabled for PUSCH, PUSCH is transmitted in subframe 
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 within the  
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 consecutive uplink subframes using the same PRB resources within narrowband 
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where 
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 is the absolute subframe number of the first UL subframe intended for carrying the PUSCH and 
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 and 
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 are cell-specific higher-layer parameters. For the  
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 consecutive subframes, the UE shall not transmit PUSCH in subframe 
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 if it is not a BL/CE UL subframe.

For BL/CE UEs, PUSCH transmission associated with Temporary C-RNTI or PUSCH transmission initiated by a “PDCCH order”, frequency hopping of the PUSCH is enabled when higher layer parameter rar-HoppingConfig is set. Further

-
if PRACH CE level 0 or 1  is used for the last PRACH attempt, 
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 is set to the higher layer parameter interval-UlHoppingConfigCommonModeA; 

-
if PRACH CE level 2 or 3 is used for the last PRACH attempt, 
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  is set to the higher layer parameter interval-UlHoppingConfigCommonModeB.

For BL/CE UEs in CEModeB, for PUSCH transmission not associated with Temporary C-RNTI, for frame structure type 1, after a transmission duration of 
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  time units (which may include non-BL/CE UL subframes), a gap of 
[image: image17.wmf]s

30720

40

T

×

  time units shall be inserted, as specified in TS 36.331 [9]. BL/CE UL subframes within the gap of 
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  time units shall be counted for the PUSCH resource mapping but not used for transmission of the PUSCH.
For BL/CE UEs, for PUSCH transmission associated with Temporary C-RNTI for frame structure type 1, and if PRACH CE level 2 or 3 is used for the last PRACH attempt, after a transmission duration of 
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  time units (which may include non-BL/CE UL subframes), a gap of 
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  time units shall be inserted. BL/CE UL subframes within the gap of 
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  time units shall be counted for the PUSCH resource mapping but not used for transmission of the PUSCH.
<Unchanged parts are omitted>
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