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1. Overall Description: 
During RAN1#89 meeting, RAN WG1 has agreed to specify mechanisms for supporting supplementary Uplink frequency as below:
	Specify mechanisms for supporting supplementary Uplink frequency 
· Note: SUL herein refers to the case when there is only UL resource for a carrier from NR perspective
· Use SUL as complimentary access link (including from random access point of view) to NR TDD and to NR FDD, where the UE may select PRACH resources either in the NR TDD/FDD uplink frequency or the SUL frequency. 
· Note: The SUL frequency can be a frequency shared with LTE UL (at least for the case when NR spectrum is below 6 Ghz).
· Minimize impact to NR physical layer design to enable this co-existence
· Note: whether or not UE has to support simultaneous transmission on uplink frequencies is a separate discussion



In this respect, RAN1 would like to inform RAN2 and RAN4 the above agreement.
2. Actions:
To RAN2 WG: 
RAN1 kindly requests RAN2 to take into consideration the above agreement.
To RAN4 WG: 
RAN1 kindly requests RAN4 to take into consideration the above agreement.

3. Dates of next TSG-RAN WG1 Meetings: 

RAN1 NR adhoc	27th – 30th June 2017		 Qingdao, China
RAN1 #90	21st – 25th August 2017	Prague, Czech Republic



